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My invention relates to a form of construction 
for use in luggage cases, such as Gladstone bags, 
wardrobe cases and the like, in which it is desir 
able to provide compartments for convenient sep 
aration of various articles or effects packed in 
the case. 
An object of my invention is to provide a con 

struction whereby a section of the luggage case 
may be divided by partitions into separate com 
partments. 
A further object of my invention is to arrange 

the partitions in such a manner that they may 
be folded out of the way when not desired, 50 
that the entire case section may be made avail 
able, uninterrupted by the partitions,>for pack 
ing large ?at articles. 
Another object of my invention is to arrange 

a plurality of folding partition members in such 
relation that they are mutually self supporting 
when in upright position. 

Still another object is to provide compartments 
formed by foldable partition members, in con 
junction with-a dust curtain panel which closes 
all the compartments and retains articles and 
e?ects therein. 
Another object is to provide a dust curtain, for 

closure of the compartments as above described, 
which can be readily fastened by means of the 
well-known slide fastener, and which will pre 
sent a smooth, neat surface, and will prevent 
access of dust or dirt into the partitioned com 
partments. 
With these and other objects in view, my in 

vention consists in the arrangement and com 
bination of the various elements of my construc 
tion whereby the objects contemplated are at 
tained, as hereinafter more fully set forth, point 
ed out in my claims, and illustrated in the ac 
companying drawings, in which: 
Figure 1 is a perspective view of a luggage case 

in open position, showing the construction which 
I have invented; 

Figure 2 is a plan View of a portion of one of 
the case sections, showing the partitions in up 
right position; 
Figure 3 is a plan view of a portion of one of 

the case sections, similar to Figure 2, but show 
ing the partitions in ?at position; 

Figure 4 is a fragmentary perspective View of 
the intersection of two partition members; 

Figure 5 is a perspective view of a luggage case, 
showing my dust curtain construction, with the 
curtain in open position; and 
Figure 6 is a View similar to Figure 5, but 

showing the curtain in closed position. 
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On the drawings I have used the reference 
numeral ID to indicate generally a luggage case, 
which in a common form consists of two com 
plementary or matching sections l2 and i4 con 
nected by a hinge at 16. Speaking of the parts 
in the position they assume when the case I0 
is closed and in its upright position, the section 
[4 consists of a side wall I8, end walls 20, a bot 
tom wall 22 and a top wall 24. 

I provide a partition 26 consisting of a sti? 
wall portion 28 and a base portion 30, the por 
tions 28 and 30 being connected by a ?exible or 
hinged joint 32. As one speci?c form of con 
struction which may be used, I have shown a 
core panel 34, which may be cardboard, ‘?ber 
board, plywood, or any suitably stiff material. 
The core panel is enclosed in a cover 36 of any 
suitably thin, strong and ?exible material, which 
is extended beyond the core panel to form the 
base portion 30 and the ?exible joint 32. My 
invention is not limited, however, to any partic 
ular form of construction of the partition, or of 
the joint. 
The base portion 30 is connected to the wall l8 

by any suitable means, as by stitching, riveting, 
or by an adhesive. The hinged joint 32, there 
fore, permits the wall portion 28 to stand in up 
right position, as in Figures 1, 2 and 4, or to be ' 
folded flat against the wall I8 of the case section 
M, as in Figure 3. 
A second partition 38 is also provided, and 

consists of a wall portion 28, base portion 30 and 
hinged joint 32, as in the partition 26 previously 
described. The partitions 26 and 3B are prefer‘ 
ably mounted on the wall I8 at considerable 
angles to each other, and in the drawings I have 
shown them arranged in perpendicular relation 
to each other. 
A flap 4B is connected by a hinged joint 42 to 

the end of the partition 38 adjacent the partition 
26. The flap 48 is provided wit-h snap fastener 
elements 44, which may be of the well-known 
ball and socket type, the complementary portions 
4'5 being mounted on the partition 25. 

It will be apparent that when the partitions 
are raised to upright position, and the snap fas 
tener elements 44 and 46 are engaged, the par 
titions mutually support each other in position, 
by reason of their perpendicular arrangement 
and their connection through the snap fasteners. 
The partition 26 extends between the end walls 

20, and the partition 38 extends from partition 
26 to the bottom wall 22,-thus forming three com 
partments, identi?ed in the drawings as A, B 
and C. The relative sizes of these compartments 
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can be predetermined by the location of the par 
titions on the wall I8, and additional compart 
ments may be formed by providing more parti 
tions of the same character. 
In the exempli?cation shown, the compart 

ment A is adapted, for example, to receive men’s 
shirts, compartment B to contain a shaving kit, 
and compartment 0 to contain a pair of shoes. 
My invention is applicable to the construction of 
luggage cases with any desired number of com 
partments, in any convenient size and space re 
lation. 
A dust curtain panel 48, hingedly mounted at 

the edge of the bottom wall 22, can be moved 
into place as a cover for compartments A, B and 
C, and when this is done, the articles in each 
compartment are effectually retained therein, so 
that the contents of the luggage case are kept 
in good order, eliminating disarray or inter 
mingling of the articles contained therein. 
When it is desired to pack some article which 

requires more space than the compartments 
allow, then it is only necessary to disconnect the 
snap fastener elements 44 and 46, and fold the 
wall portions 23 of the partitions 25 and 38 down 
flat against the wall E8 of the case section It, 
as in Figure 3. Because the wall portions are 
relatively thin, they occupy very little space, and 
constitute no obstruction to the space within the 
case section M. It is therefore possible to pack 
a suit or similar large article in this space. 
At all times, however, the partitions are in 

stantly available, and the compartments can be 
reestablished quickly and easily, with a minimum 
of fuss and bother. 
As a form of dust curtain particularly con 

venient and suitable for coacting with the par 
titioned spaces to form a closure therefor, I show 
in Figures 5 and 6 a part of my invention, con— 
sisting of a curtain 50, which may be of cloth, 
leather or other suitably ?exible material. One 
edge is attached to the bottom wall 22 adjacent 
the hinge l6, and the size of the curtain is pref 
erably somewhat smaller than the inside dimen 
sions of the case section 14. Around its edge 
the curtain 50 is ?tted with slide fastener ele 
ments 52, which coact with similar elements 54 
under control of the slides 56. The elements 54 
are mounted on the edge strip 58, which may 
be made of cloth, leather, or the like. The strip 
58 is attached to the walls 20 and 24 of the sec 
tion l4, and extends inwardly somewhat from 
these walls, so that when the slide fasteners 52 
and 54 are interlocked, the curtain 50 and the 
edge strip 58 form a complete closure for the 
section l4. 
One of the particularly advantageous results 

obtained by use of the edge strip 58 is that the 
corner portions of it can be formed with an in 
side curve of relatively wide radius, as may be 
seen at 60. It is well known that the conven 
tional slide fastener cannot be satisfactorily used 
or operated with sharp bends along the strip in 
the plane of the fastener. Formation of widely 
rounded corners in the strip 58, however, per 
mits operation of the slide fastener with con 
venience and ease, where mounting of the strip 
54 directly to the inside of the case might make 
operation unsatisfactory or perhaps impossible. 
The dust curtain formed as described requires 

no hinge hardware or mounting, because of its 
own inherent ?exibility. It is light in weight, 
and economical to manufacture. When closed, 
as in Figure 6, it gives a neat, clean-cut appear 
ance, completely concealing articles in the par 
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titioned compartments, and retaining them in 
their proper places. It has no marginal spaces 
or gaps which may admit dust or dirt to the in 
terior of the case section. In the case of the 
conventional stiff panel type of partition or dust 
curtain, such gaps occur to a greater or less de 
gree around all the edges, and especially adja 
cent the hardware and at the corners, as indi 
cated at 62 and 64 in Figure 6. 
Some changes may be made in the form and 

arrangement of the various elements of the con— 
struction above described, without departing 
from the real spirit and purpose of my invention, 
and it is my intention to cover by my claims any 
modi?ed forms of structure or use of mechanical 
equivalents which may be reasonably included 
within their scope. 

I claim as my invention: 
1. In combination a substantially rectangular 

receptacle having a bottom wall and four side 
walls; a partition member extending from one 
side wall to the opposite side wall with its ends 
substantially abutting said walls and forming a 
compartment on each side of said partition, said 
partition being provided with a hinging mem 
ber securing it to the bottom wall; a second par 
tition member disposed in one of said compart 
ments between said ?rst mentioned partition 
member and a side wall parallel thereto at a 
position intermediate the ends of and at an 
angle to said ?rst mentioned partition; a hing 
ing member securing the second partition mem 
ber to the bottom wall, said hinging members pro 
viding means whereby said partitions may be 
swung to a position lying ?at against said bottom 
wall or to a position at right angles thereto, said 
hinging members being so positioned that one 
end of said second partition abuts and braces the 
side of said ?rst partition; and cooperating fas 
tening members on the adjacent portions of said 
two partitions whereby said members may be 
positively secured and maintained in self-sus 
taining upright position to form completely sep 
arated compartments in the receptacle and re 
leasable from each other for folding against said 
bottom wall. 

2. In combination a substantially rectangular 
receptacle having a bottom wall and four side 
walls; a partition member extended from one 
side wall to the opposite side wall with its ends 
substantially abutting said walls and forming a 
compartment on each side of said partition, said 
partition being provided with a hinging member 
securing it to the bottom wall; a second parti 
tion member disposed in one of said compart 
ments between said ?rst mentioned partition 
member and a side wall parallel thereto at a 
position intermediate the ends of and at an angle 
to said ?rst mentioned partition; a hinging 
member securing the second partition member to 
the bottom wall, said hinging members provid 
ing means whereby said partitions may be swung 
to a position lying ?at against said bottom wall 
or to a position at right angles thereto, said 
hinging members being so positioned that one 
end of said second partition abuts and braces 
the side of said ?rst partition, said second parti 
tion provided with a flap and snap fastener 
means on said flap and on the side wall of said 
?rst partition for engagement with each other 
to prevent hinging of said partitions when ad 
justed to upright position, and releasable from 
each other for folding the partitions against the 
bottom wall. 

JOSEPH H. PLOTKI‘N. 


