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I This invention relates to an improved con 
struction of ?nger stall designed and adapted 
to be readily applied to the end of a?nger for 
protecting newly applied nail polish to prevent 
the polish from smearing by contact with other 
elements whiledrying and to enable the wearer 
to use the ?ngers without danger of smearing 
the polish. . - . 

Still anotheraim of the invention is to pro 
vide a stall construction that may be economically 
manufactured and sold in sets for personal use 
to be worn after applying polish to the nails to 
protect the newly applied polish while drying 
and to enable the wearer to perform other duties 
in the home requiring the use of the hands during 
the drying period. 

Still a further aim of the invention is to pro 
vide a protector of the class described formed of 
hingedly connected sections having yieldable 
means for holding the sections in applied position 
beyond the last joint of a ?nger with one of 
said sections provided with a convex apertured 
portion adapted to be disposed over the ?nger 
nail and out of contact therewith to prevent 
smearing of the polish and to permit a free circu 
lation of air around the nail to hasten the drying 
period. 

Still another aim of the invention is to pro 
vide a ?nger nail protector wherein the under 
section is provided with an elongated opening for 
exposing the ball of the ?nger so that the wearer’s 
sense of touch will not be hampered thus enabling 
the performance of numerous tasks which would 
otherwise be prevented. 
Other objects and advantages of the invention 

will hereinafter become more fully apparent from 
the following description of the drawing, which 
illustrates preferred embodiments thereof, and 
wherein: ' 

Figure 1 is a side elevational view showing the 
preferred form of the ?nger nail protector ap 
plied to the end of a ?nger, 
Figure 2 is a longitudinal vertical central sec 

tional view of the same, 
Figure 3 is a transverse vertical sectional view 

of the protector taken substantially along the 
plane of the line 3-3 of Figure 1, 

Figure 4 is a longitudinal, horizontal sectional 
View, on an enlarged scale taken substantially 
along the plane of the line 4—4 of Figure 2, 
Figure 5 is an end view in elevation looking 

toward the forward end of a slightly modi?ed’ 
form of the protector, and 

Figure 6 is a sectional view taken substantially 
along the plane of the line 6-6 of Figure 5. 
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Referring more particularly to the drawing, 
‘wherein like reference characters designate like 
or corresponding parts throughout the different 
views,’ I0 designates‘ generally the, ?nger nail 
protector which comprises thestall adapted to 
be worn on the end of a ?nger beyond the ?rst 
joint and which includes a top section II and a 
bottom section‘ I2, which sections are pivotally 
joconne'cted attheir forward ends in spaced apart 
relationship to, each other by means of a hinge 
I3.“ ; , . ' 

As best seen in, Figure 3, the sections II and 
I2 are ‘arcuately shaped in cross section‘. As 
seen in Figuresl ‘and 2, the section ,I I is provided 
adjacent its forward end with. an enlarged out 
wardly bowed or convex portion I4 which isopro 
vided with a plurality of vent openings I5 and 
with a relatively large opening I6 adjacent the 
rear end of the portion Ill. 
The bottom section I2, at its forward end, is 

provided with a thickened portion I‘! having a 
concave or arcuately shaped inner face I8. The 
section I2 is also provided with an elongated 
opening I9 which extends from the thickened 
portion I‘! to adjacent the free end of the sec 
tion I2. 
A headed fastening 20 is mounted in the sec 

tion I2, at one side thereof, for clamping to the 
section I2 a portion of a rubber band 2| which 
extends over the section II, adjacent its free 
end and which is looped around the headed 
stud 22 which projects outwardly from the op 
posite side of the section I2 to thereby yieldably 
connect the free ends of the sections II and I2. 
From the foregoing it will be obvious that the 

elastic band 2| may be disengaged from the stud 
22 and the sections II and I2 opened relatively 
to each other to permit the end of a ?nger to 
be inserted therein with the ball of the ?nger 
resting in the opening I9 after which the sec 
tions II and I2 are swung on the hinge I3 to a 
closed position substantially parallel to each 
other. The elastic band 2I is then extended over 
the section II and attached around the stud 22 
to yieldably retain the protector ID in position 
on the end of the ?nger, shown in dotted lines 
in Figure land designated 23. In this position, 
the longitudinal edges of the sections II and I2 
are normally disposed in spaced apart relation 
ship to each other and these edges, adjacent the 
free ends of the sections, are cut away as seen 
at 24 to permit the free ends of the sections 
II and I2 to be compressed by the elastic band 
2| to yieldably retain the protector ID in place on 
the end of the ?nger beyond the ?rst joint 
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thereof. With the protector l0 thus applied, the 
?nger nail of the ?nger, designated 25, is dis 
posed beneath and out of contact with the con 
vex portion l4 so that the nail 25 will be pro 
tected by the portion M to prevent the coating 
of polish thereon from being smeared. The vent 
openings I5 and the opening l6 combine with the 
space between the forward ends of the sections 
II and I2 to permit a free circulation of air 
around the ?nger nail 25 to hasten the drying 
of the nail. The convex face l8 of the thickened 
portion IT provides a rest or seat for the tip of 
the ?nger which is adapted to be pressed there 
against for effectively and comfortably retaining 
the ?nger nail 25 beneath and away from the 
convex portion I4. The opening l6 permits the 
nail 25 to be observed without removing the pro 
tector IE to ascertain if and when the polish is 
dried sumciently so that the protector N can be 
removed. The elongated opening l9 exposes the 
ball of the ?nger, as indicated in dotted lines 
in Figure 1, so that the wearer of the protector 
may use the ?nger for various purposes and tasks 
requiring the sense of touch without interference 
by the protector. 
In Figures 5 and 6 a slightly modi?ed form of 

hinge is illustrated, wherein in lieu of the hinge 
l3 the hooked type hinge 26 is provided includ 
ing a hook portion 2'! which is secured to and 
depends from the forward end of the upper sec- . 
tion II and a slotted tongue 28 which rises from 
the forward end of the bottom section l2 and 
which is provided with an elongated slot 29 to 
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receive the hooked end of the hook portion 21 l 
to hingedly connect the sections H and I 2. 

Various other modi?cations and changes are 
likewise contemplated and may obviously be re 
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sorted to without departing from the spirit and 
scope of the invention as hereinafter de?ned by 
the appended claims. 

I claim as my invention: 
1. An article of the class described comprising 

a ?nger stall formed of sections, one of said sec 
tions having an enlarged outwardly bowed por 
tion disposed over and out of contact with the 
?nger nail, said sections being arcuately shaped 
in cross section and being hingedly connected at 
their forward ends, and yieldable means detach 
ably connected to the rear, free end of one of 
the sections for engaging around the free end of 
the other section to yieldably retain the protec 
tor in position on the end of the ?nger. 

_2. A ?nger nail protector comprising a stall 
formed of top and bottom sections hingedly con 
neeted at their forward ends, yieldable means 
detachably connected to the free end of one of 
said sections for engaging over the free end of 
the other section for yieldably retaining the stall 
in position on the end of a ?nger, said upper 
section at its forward end being provided. with a 
convex portion disposed over and out of engage 
ment with the ?nger nail, and said convex por 
tion being provided with a plurality‘of vent open 
ings, and said bottom section at its‘ forward end 
being provided with a thickened portion having 
a concave inner face forming a rest for the ?nger 
tip for holding the nail out of engagement with 
said convex portion. . 

3. A’ ?nger nail. protector’ as in claim 2, said 
bottom section being provided with an oblong 
opening in its underside for exposing the ball of 
the ?nger. ' 
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