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2 Claims. 

This invention relates to containers or bags of 
the so-called closed end type, as distinguished 
from valve bags, and presents a construction 
having a small opening at one top end to allow ' 
the‘ introduction of material therein, said bag 

suitable‘ manner after the bag is ?lled. - 
v Bags of this type are- frequently formed of 
multi-ply paper bag stock, which may or _may 
not be provided with gussets. The bags may be 
out to requisite bag length from continuous 
multi-ply bag tubes, paper strips or tape being 
folded over and secured to the top and bottom 
margins of the bag in a well known manner, 
to provide a leak-proof bag. - 

I have discovered that an opening for the 
introduction of material into a bag may be pro 
vided along the top margin of, a strip sealed 
bag end, by providing a construction whereby 
the position and arrangement of the top of the 
bag, the'strip and the line of stitches or other 
strip securing meanslare such, that av portion of 
said stitches or securing means lying inwardly 
from one side of the bag, extends through the 
strip only, thus leaving an unsecured portion 

_ being constructed and arranged in such manner v ' 
‘ that the opening may be readily sealed in any 
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at one top~corner of the bag, permitting the ' 
introduction of material into the bag, said un 
secured strip portion being adapted to be readily 
secured to the top margin of the ?lled bag, by ‘ 
any suitable means, such as by stitching, stapling 
or other suitable means. . 

Therefore, an object of my invention, is to 
provide a bag construction having a sealing strip 
along the top margin thereof, the same being 
positioned and arranged in such manner. that 
a portion of the strip is initially unsecured to 
the bag, in order to permit the introduction of 
material thereinto, said strip being adapted to 
be readily secured to the top margin thereof after 
the bag is ?lled, in any suitable manner. 
Another object is to provide a leak-proof bag, 

adapted. to package a wide range of materials, 
including rosin,‘ asphalt and‘ other materials 
which may .be‘introduced into the bag at tem 
peraturessu?iciently high to permit such ma 
terials to ?ow therein‘ in a liquid state, the bag 
end being closed by stitches, staples or the like, 
shortly after the liquid material is poured there 
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in and beforethe liquid has had an opportunity v~ 
to solidify to any considerable extent. 
Another. objectisvto provide, a relatively low 

costib'ag, ‘having ayportion adaptedto receive a 
filling spout. such'bag. being adapted to pack- 1' 

leak-proof manner. , 1 

Still another object of my invention is to pro 
vide a bag, which may be quickly and easily 
sealed by a relatively. wide'selective range of 
sealing operations, which may be performed ei 
ther automatically or by hand, the same provid 
ing a neat and attractive package, free from 
protruding parts and adapted to be ei?ciently 
stacked or piled with similar bags. 

Still another object is to provide a 

factured on existing bag machines, with little, 
if any, alteration of such machines, therefore 
providing a bag which can be produced at a 
relatively low cost. 
Other and further objects of this invention 

will be apparent during the course of the fol 
lowing description. - 
In the drawing forming part of this, speci?ca 

tion: 
.Fig. 1 is a perspective view of one of my bags, 

showing the sealing strip unsecured to a portion 
of the top bag margin and a ?lling spout pro 
jecting therein,v I ‘ 

Fig. 2 is a broken elevational view of the top. 
end of a preferred form of one of my bags, with 
the sealing strip folded oventhe top margin, but 
unsecured thereto at the right hand corner of 
the bag, 

Fig. 3 is a broken elevational view correspond 
ing to Fig. 2, showing the sealing strip secured 
to the ?lled bag by stitches, ' 

Fig. 4 is a view corresponding to Fig. 3, illus-_ 
trating the use of staples to secure the strip to 
the bag at the ?lling corner, ' 

I ‘Fig. 5 is a broken elevational view of the top 
end of a modi?ed form of my invention, where-. 
in one comer of the bag is folded over. before 
the sealing strip is placed overthe end, 

Fig. 6 is a broken elevationalview of the type. 
of bag- disclosed in Fig. 5, showing the folded 

the bag is ?lled, . , . 
Fig. 'l ,' va- broken ,elevational 

end ofv another. modi?ed formv of jmy vinvention, 
wherein a portion of the top' margin iscut awa - 
at the bag ?lling corner, while, - ; - " 

‘bag of’ 
the type described, which may be readily manu-' 

over corner secured to the strip by staples after. 

{view of the top. r 

Fig- 8 ,is a View corresponding-.130; mgr-snot; 
ing staples used to secureiayportion‘_of=the strip. 
to the bag. 

- application ' .‘a . 'idivisionalx ap-v ' ‘ 
plication of my- co-pending2'-tapplication;=‘Serial : _ 
Number 205,771, ?led lvlayg3, 1938. 

' In the drawins. the metered rum or .my'mlll 



2 
vention as disclosed in Figs. 1, 2, 3 and 4 com 
prises a bag, referred to generally by the numeral 
I'll, formed of suitable multi-ply bag stock, such 
as kraft paper or the like, and provided along 
its sides with extensible gussets ll. Bags of this 
type and adapted to package heavy materials and 
materials poured therein in a liquid state, and 
may be formed from continuous tube stock, out 
to requisite bag lengths, and, in accordance with 
recognized bag manufacturing processes, ‘strips 10 
of ‘ crepe paper tape are folded. over the ends of - 

a bag, and are secured thereto in any suitable 
manner, frequently such operation being per 
formed by sewing machines,'although other sat 
isfactory means, such as stapling or the use of 
adhesives, may be used. , 
A sealing tape or strip I2 is folded over the 

ends of the bag tube, and may be secured to they 
bottom end thereof by a straight row of stitches 
l3, in .a well known manner. The normal line 
of stitches through the sealing strip along the 
top margin of the bag, extends in a straight line 
across substantially two-thirdsv the distance 
across the top vthereof, as indicated by the'nu 
meral l4 and then extends angularly outwardly 
therefrom, as indicated by the numeral l5, to a 
point just inside the fold line of the strip l2, but 
beyond the top margin I6 of the bag l0, and thus 
continues in a straight line parallel to the top 
bag margin beyond the right hand side of the 
bag, as indicated by the numeral IT. 
The above construction produces an initially 

unsecured sealing strip portio'n l8, of the same 
construction and design as the secured portion, 
which, on account of being initially unsecured 
to the top bag margin, is adapted to be lifted 
from the top of the bag, thus permitting-the in 
troduction of material into the open end through 
a ?lling spout _,|9, as illustrated in Fig. 1. After . 
the bag is ?lled, the initially unsecured strip por 
tion I8 is placed over the top bag margins, as 
illustrated in Figs. 2, ,3 and 4, and is adapted to 
be secured thereto in any suitable manner. 
In Fig. 3 the numeral 20 indicates a line of 

stitches, forming a continuation of the line of 
stitches H, the same being made after the bag 
is ?lled as hereinbefore described, and if desired, 
may be performed by a movable stitching head. 
If desired, a row of staples-2|, forming a con 
tinuation of the line of ‘stitches Il, may be used 
in- place of the stitches 20, to secure the strip 
.portion l8 to the ?lled bag, as illustrated in Fig. 4. 
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- bag, in order to secure the strip portion l8b to ~ ' ' 
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Obviously other suitable meansmay be used for 
‘ securing the strip portion Hi to the?lled bag. 

. Preferably the line '01’ stitches l1, extending 
through the initially unsecured“ strip portion l8, 

' should be'disposed as near the fold in the strip 
as possible, in order that the strip portion l8 may 
be snugly ?tted along the top margin and se 

‘ _ cured thereto, after the bag is ?lled.- ‘This fea 
ture provides a construction whereby the strip 
portion l8 may be placed subsequently straight 
across the top bag margin and thus provides a 
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neat and attractive-bag, free from any unsightly ' 
folds, which is adapted to'be stacked in neat piles. 

- In Figs. '7 and 8 is illustrated a. modi?ed form 
, of myinvention, having a bag formed and cut, 
as previously described, but with a change in they 
right hand-portion of the top margin of the bag 
by way of a cut out portion 22 extending inwardly 
from the right hand side bag margin to a place 
corresponding to the point where the angularly 

1 ‘extending stitches I5 projectfrom the regular 
line of stitches l4 'in ‘the ‘preferred form of 'my 

‘ invention. - The topmargin of the bag along such 
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cut out portion 22 is positioned slightly below 
the normal line of stitches Ma, extending 
through the strip and bag, and positioned slightly 
below the top bag margin Ilia as previously de 
scribed. ' 

This form of my invention provides a construc 
tion somewhat ‘similar to the preferred form, 
heretofore described, in that an initially unse 
cured strip portion I 8a, available for bag ?lling 
as previously described, is provided, due to the 
fact that the regular line of stitches above the 
cut-out back portion 22, extend through the strip 
only, as will readily be understood. - 
The initially unsecured strip portion l8a, may 

be secured to the bag by a line of stitches 23, as _ 
illustrated in Fig. 7, the same being disposed be 
low the line of stitches Na in such manner that 
they extend through the strip portion I8a and the 
bag. If desired for certain types of packaging, 
the strip portion Ilia. may be secured to the ?lled 
bag by a row of staples 24, disposed substantially 
in the same manner as the line of stitches 23, as 
illustrated in Fig. 8. Obviously other suitable 
securing means, including adhesives may be used 
if desired. * 

Figs. 5 and 6 illustrate another modi?ed form 
of my invention, having an initially unsecured 
strip portion, which inthis modi?cation is pro 
duced by folding over one upper corner of the 
bag onto itself, as illustrated by the numeral 25 
in Figs. 5 and 6, before the strip l2b is placed 
over the bag end, thus leaving the corner of the 
bag available for a ?lling operation. In this form 
of the bag, the line of stitches Mb extends 
straight across the sealing strip l2b, the folding 
over of the corner 25a obviously preventing the 
line of stitches Mb from securing the strip [2?) to 
the folded over corner 25 

‘ After the comer 25 is folded‘ over and the 
strip I2?) is folded over and secured to the top 
bag margin, as illustrated in Fig. 5, the folded 
over comer 25 may be returned to substantially 
its original position, permitting the bag to be 
?lled through this portion. Due to the fact that 
the line of ‘stitches Mb extend straight through 
the initially unsecured strip p'ortion l8b, and also 
that there is no cut-out portion at the top_of the 

the folded ‘over comer 25, such corner portion is 
folded back and placed against one side of the 
strip portion “band may be secured thereto by 
a row of stitches or if desired, may be secured 
thereto by a row of staples 25 extending through _ 
the strip portion “lb and the top margin 01' the 
bag portion 25, as illustrated in Fig. 6. 
The bags herein disclosed, may be used to pack- . 

age ?nely divided materials such as cement, and 
the like, and mayualso be-u‘sed to package such 
materials as rosin, asphalt, and ‘the like, which 
are'heated and pouredinto the bag in a liquid 
state. When the latter materials are packed into 
the bag, it may be convenient practice to‘ support 
the bags inv an upright position in a-frame and 
to secure the initially unsecured strip portion to 
the top bag margin, by any of the.methods here 
inbefore described,’ while thebag is thus retained 
in the frame. My invention provides 'a construc 
tion whereby, they strip may be partially secured 
to the top margin'of the bag, by the bag?manu 
facturer, and shipped to the bag user, who may 
?ll the vbag ‘and then secure the initially unse- . 
cured strip portion to the bag in such manner 
that the bag has the appearance of having the 
strlp'neatly secured along the top margin in'a 
leak-proof fashion. The sealing operation may 
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be performed by the person ?lling the bag, either 
by a manual or by an automatic sealing device. 
The bags herein disclosed are substantially 

leak-proofdue to the new and novel manner of 
securing the strip to the top bag margin and may 
be produced at a relatively low cost. 

It will be apparent to those skilled in the art 
' that the invention herein disclosed may be vari 
ously used, changed and modi?ed, without de 
parting from the spirit of the invention, or sac 
ri?cing the advantages therein, and that the in 
vention herein disclosed is illustrative only and 
that my invention is not limited thereto. 

I claim: , 
1. A bag comprising a ?at tubular body, in 

cluding a top end, a strip of material extending 
along and folded over the top margin thereof 
along the fold line and extending from one side 
margin to the opposite side margin with the top 
margins of .the bag in contact with said fold 
line, a row of stitches extending through said 
folded over strip and said bag walls along a line 
spaced from said fold line and extending from 
one side ‘margin of the bag partially across the 
top thereof, thereby constituting a permanent 
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material-containing and holding seam, said-row ' 
of stitches at said point being oil'set upwardly 
and continuing along the strip'closely adjacent 
the fold line thereof to the opposite'margin of 
the bag and arranged in such manner as to lie 39 

wholly beyond the. top bag margin, thereby pro 
viding an initially unattached strip portion 
adapted to be moved away from the top bag mar- , 
gin to permit a bag/?lling operation and to be 
secured to the unstitched portion of the bag top 

, after the bag is ?lled, for the purposes described. 
2. A bag comprising a ?at tubular body, in 

cluding 'a top end, a strip of material extending 
along and folded over the top margin thereof 
along the fold line and extending from one side 
margin to the opposite‘ side margin with the top 
margins of the bag in contact with said fold line, 
a row of stitches extending through said folded 
over strip and said bag walls along a line spaced 
from said fold line and extending from one side 
margin of the bag to a point beyond the center 
of the bag top margin thereby constituting a per 
manent material-containing and holding seam, 
said row of stitches at said point being o?set up— ' 
wardly and continuing along'the' strip closely ad 
jacent the fold line thereof to the opposite mar 
gin of the bag, and lying wholly beyond the top 
bag margin, thereby providing .an initially un 
attached strip portion adjacent one side margin 
adapted to be moved away from the top bag mar 
gin to permit a bag ?lling operation and to be 
seamed to the unstitched portion of the bag top 
after the bag is ?lled. 
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