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'I'his invention relates to chairs and seats and 
more particularly to improvements in stools for 
household use. 
The object of the invention is to provide, as a 

new article of manufacture, an attractive and 
inexpensive stool for the parlor or sitting room. 
Another object of the invention is to provide a 

stool which may also be utilized as a receptacle. 
A further object is to provide a stool having a 
removable seat section equipped with legs for 

' supporting it upon a floor so that it may be used 
as a foot rest or the like, whendesired. Still 
another object of the invention is to provide a 
stool having a seat section separably coupled to 
a supporting body section so that it can be re 
moved and a specially constructed tray section 
substituted therefor, when desired. 
To these ends I have provided an improved 

stool for household use which may be con 
structed as set forth in the following descrip 
tion, the several novel features of the invention 
being separately pointed out and defined in the 
claims at the close thereof. ' 
In the accompanying drawings: 
Figure 1 is a central vertical sectional view of 

a stool constructed in accordance with this in 
vention. 
Figure 2 is a central vertical sectional view of 

the upper portion of the stool, the seat section, 
hereinafter described, being shown as viewed in 
section on line 2-2 of Fig. 4 but with the up 
holstering omitted, and the body section herein 
after describedA being shown as viewed in section 
on line 2_2 ofFig. 3 but with the upholstering 
omitted. ` 

Figure 3 is a top plan View of the body section 
hereinafter described. 

Figure 4 is a'bottom plan view of the seat sec 
tion hereinafter described. . 

Figure 5 is a side elevation of the tray section 
hereinafter described. 
Figure 6 is a top plan view of the tray section 

shown in Fig. 5. l 

The illustrated embodiment of my invention 
comprises a base or body section that is indi 
cated generally in Fig. 1 by the reference nu 
meral I0, and a top or seat section that is indi 
cated generally in Fig. 1 by the reference nu 
meral II, 
The base sectionv I0 comprises a Wooden 

framework including a ring or annulus I2, Figs. 1 
and 3, at the top thereof; four longitudinal struts 
or bars I3 whose upper ends abut the under side 
of annulus I2 and are fastened thereto by nails 
or screws I4; a horizontal circular disk-like bot 
tom wall I5 which is iîtted against and-fastened 
to the lower ends of the struts or bars I3 by 
screws I6, andan outer side wall Il` surrounding 
and inclosing said annulus, struts and bottom 
wall to which par-ts it-'may be fastened by nails 
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and glue as shown in Fig. 1. Also, the opposite 
ends of the struts I3 are preferably glued to the 
bottom wall I5 and annulus I2, respectively. 
As shown in Figs. 1 and 2 I may form the out 

er wall I1 from a plurality of longitudinally dis 
posed staves or slats and in the preferred form 
of my invention said wall I1 is circular, or ap 
proximately circular, in cross-section and of 
conoidal shape longitudinally with its larger end 
lowermost. This shape not only provides a com 
paratively broad base and low center of gravity, 
but it also contributes to the attractiveness of 
the finished stool. 
Metal hoops I8 are provided upon the exterior 

of the outer wall I1 of the framework to hold the 
slats or staves thereof in position.  
In the illustrated embodiment the outer wall 

I1 of the frame of the base section and the bot 
tom wall I5 provide a compartment or receptacle 
within which various things may be stored, while 
the wall Il also provides a backing or support for 
upholstering that is fastened in position upon 
its exterior so as to completely cover the same 
and hide it from view. 
This upholstering includes an outer textile 

fabric sheath Iâ fastened at its top and bottom 
to the upper and lower ends, respectively, of the 
outer wall I l, the intermediate portion of said 
sheath being fastened to said wall so as to pro 
vide longitudinal pleats'each inclosing a ñlling 
of ñbrous material 20. If desired the sheath l@ 
may be made from any other suitable and orna 
mental sheet material such, for example, as 

. leather and it may be applied to the exterior of 
wall Il in any other desired manner with or 
without the ñlling 20 so long as it covers the wall 
Il and hides the same from view. Also, the wall 
Il is preferably made from wood but other mate 
rial such, for example, as cardboard may be 
substituted, if desired. 
The annulus I2 is made upon its top side with 

a circular countersink 2i, Figs. 1 and 3, for tele 
scopic reception of a circular boss 22, Figs. 2 and 
4, provided upon the bottom „side of the body 
member 23 of the seat section I I. . 

'I'he circular boss 22 of the seat section is 
formed on its periphery with two circumferen 
tial grooves 26 disposed diametrically opposite' 
each other and the bottom side wall of each of 
these grooves is made with a passageway 25 for 
an inwardly projecting, radially disposed, lug 26 
on annulus I2. There are two of these lugs pro 
vided on annulus I2 diametrically opposite each 
other and it will be clear that by rotative ad> 
justment of the seat section II the two passage 
ways 25 may be brought into register with said 
lugs so that the circular boss 22 of the seat sec 
tion may be lowered into countersink 2| or re 
moved therefrom. When the boss 22 is lowered 
into the countersink 2| of annulus I2 and ro 



2 
tatively adjusted in a clockwise direction the lugs 
28 are caused to occupy the grooves 24 with the 
result that the seat section Il is securely inter 
locked with the annulus I2. It will also be clear 
that this bayonet ioint connection between the 
seat section and the annulus l2 provides for 
quick removal of the seat section when it is de 
sired to have access to the interior of the base 
vsection i0. 'I‘he seat section is imlocked by ro 
tatively adjusting the same in contra clockwise 
direction to the limit of its movement in that di 
rection which brings the lugs 28 into register 
with the passageways 25 so that the seat section 
can be lifted away from the base section. 
The body member 23 of the seat section is pro 

vided upon its under side with four approxi 
mately perpendicular legs 21 which occupy posi 
tions within the base section Il when the seat 
section is in position upon the latter so that nor 
mally these legs are hidden from view. Also', the 
body member 23 has secured to its periphery the 
marginal portion of a sheath 2l of flexible sheet 
material such as a textile fabric. leather or the 

' like, and between this sheath and body member 
23 is a iilling 29 of fibrous material. Thus the 
top of the stool presents an attractive appearance 
and is comfortable to the user. A circular pad 
I0 of twisted cloth, rubber or the like is disposed 
within the sheath 28 between the latter vand the 
chamfered upper corner of member 23. 
In Figs. 5 and 6 I have illustrated a tray or ta 
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bletop for use in connection with the base section ' 
III after removal of the seat section ii and this 
tray 3 I, like the seat section I i, is made upon its 
bottom side with a circular boss 22a that is con 
structed the same as the boss 22 of Figs. 1 and 2. 
Thus, after removal of seat section Il, the tray 
3i may be interlocked with the topof base section 
l0 so as to provide a table while the seat section 
Il may be used either as a footrest or as a low 
seat. ~ 

Alternating with the lower ends of the struts l 3 
I may provide segmental filler blocks 22, Fig. l, 
which support said struts laterally and these illler 
blocks may be glued or otherwise fastened to the 
parts with which they contact. 
The heads of the screws i8, Fig. l, are em 

bedded within hemi-spherical bodies of rubber 33 
which serve as cushioning feet for supporting the 
rest of the structure above, and out of contact 
with, the floor. 
The lugs 26 are the end portions of angle-irons 

fastened by screws 34, Fig. 2, to the annulus I2. 
'I'he seat section Ii is applied to the base sec 

tion by iltting its circular boss 22 telescopically 
into the countersink 2| so that the lug 26 will 
enter the circumferential grooves 24 through the 
passageways 25 and then by rotatively adjusting 
the seat the latter is locked to the base section. 
When in position the marginal portion of the 
seat section I I extends radially outwardly beyond 
the base section so as to provide a linger-hold by 
means of which the stool can be handled and the 
seat section manipulated in 'applying it to and 
removing it from said base section. 
The above described stool is of simple and in 

expensive construction: it is ornamental so that 
it may be used as an article of furniture within a 
parlor, sitting room or the like. It provides an 
interior compartment which is accessible after 
removal of the seat section, and after removal of 
the seat section the latter maybe used as a very 
low stool or as a footrest. Another advantage to 
the above described construction is that the de 
vice can be converted from a stool to a small lla-. 

40 

50 

55 

60 

2,265,841 
ble or vice versa. In each case, however, the 
seat or the tray serves as a removable top closure 
section or member which can be quickly con 
nected with, or disconnected from, the lower body 
section I0 merely by rotative movement thereof 
relatively to said body section. Also, in both 
cases the top section or member serves as a clo 
sure and also as a seat either i'or a person or for 
inanimate things. 
What I claim is: 
1. A stool comprising a hollow base section in 

cluding a side wall completely surrounding the 
interior thereof and extending from the top to 
the bottom of said section and a bottom wall 
closing the lower end of said base section; a seat 
section rotatably resting upon, and having a re- ` 
duced part telescopically and rotatably ntted 
within, the upper end of said side wall so that it 
is rotatively adjustable thereon to a limited ex 
tent and serves yas a closure for said base section, 
and bayonet joint means entirely concealed 
within the upper end of said base section when 
said seat section is in position upon the top of 
said side wall, said bayonet joint means being 
constructed to lock said seat section to said base 
section when said seat section is rotatively slid in 
one direction on the top of said side wall, and to 
free said seat section for removal when the latter 
is rotatively slid in the opposite direction on the 
top of said side wall. 

2. A stool comprising a base section including 
a vertically disposed i'rustro-conical wall extend~ 
ing from the top to the bottom of said section, a 
bottom wall closing the lower end of said wall. 
and an annulus within the upper end portion of 
said wall formed upon its top side with a circular 
countersink and provided within said countersink 
`with oppositely disposed inwardly projecting ra 
dial lugs, and also comprising a seat section sup 
ported by said base section so as to serve as a 
closure therefor, said seat section being made 
upon its bottom side with a circular boss occupy 
ing said countersink and formed upon its periph 
ery with oppositely disposed circumferential 

i grooves whereof one wall of each is made with a 
passageway for one of said lugs, said lugs and 
grooves providing a bayonet-joint connection for 
separabiy fastening said seat section to said an 
nulus. ~ 

3. A stool of the character described con- 
structed in accordance with claim 2 and wherein 
said seat section is provided upon its bottom side 
with a plurality of relatively short legs normally 
occupying positions within the upper end por~ 
tion of said base section. 

4. A stool of the character described con 
structed in accordance with claim 2 and wherein 
a plurality of longitudinally disposed struts are 
provided within said wall and secured in position 
against the interior thereof, the opposite ends of 
said struts abutting said annulus and said bottom 
wall, respectively, 

5. A stool of the character described con 
structed in accordance with claim 2 wherein a 

 plurality of feet are provided upon the bottom 
side of said bottom wall for supporting said base 
section above the level of a licor. ' 

` 6. A stool of the character described con 
I structed in accordance with claim 2 and wherein 
the exterior of said wall and the exterior of said 
seat are covered with upholstery and said bottom 
wall is provided with a plurality of rubber feet 
for supporting` said base section above'the level 
0I a iloor. 

EDWARD V. JANKOWSKI. 


