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This application is a substitute for my prior 
application ~upon Furniture supports, Ser. No. 

‘ 329,695, ?led April 15, 1940. 
The present invention‘ relates to furniture sup 

ports and has for its principal object the provi 
sion of such a support composed of parts a?ixed, 
braced and arranged so as tomaintain rigidity 
with respect to a furniture piece and to with 
stand stresses from all directions. 
A still further object of the present invention 

is the provision of a furnituresupport, including 
connected legs, and braces mounted within a 
furniture piece and arranged so as to withstand 
the maximum of stress loads fromall directions. 
vWith the above general objects in View and 

others that will appear as the invention is bet 
ter understood, the same consists in the novel 
construction, combination and arrangement of 
parts hereinafter more fully described, illustrat 
ed in the accompanying drawing and pointed out 
in‘ the appended claims. 7 
In the drawing forming a part of this appli 

cation and in which like designating characters 
refer to corresponding parts throughout the sev 
eral views, ‘ , ‘ 

Figure 1 is a side elevation‘al View of my im 
proved furniture support in its operative posi 
tion with respect to a furniture piece. 

Figure 2 is an edge view of the construction 
shown in Figure 1. I 

' Figure 3 is a view on line 3—3 of Figure 1. 
Figure 4 is a'perspective View of the connect 

ing arm forming part of vthe support shown in 
Figures 1 and'2. ' 
Figure 5 is a perspective view of one of the 

brace arms forming part of the said support. 
Figure 6 is a perspective view of one leg con 

stituting a part of the said furniture support; 
and 
Figure '7 is a side elevational view of the sup 

port adapted for use in connection with a rock 
ing chair. 
Referringin detail to the present drawing, the 

support includes a pair of legs I0, each of which, 
adjacent its uper end is provided with a trans 
verse recess II in one side thereof. In the oper 
ative position of said legs II! with respect to a 
furniture piece I2, which furniture may be a 
table, a chair, a bed, or the like, the same are in 
downwardly diverging relation and the upper 
ends thereof contact. The upper end of each 
of said legs I0 is likewise recessed in one side as 
at I3 for a purpose hereinafter described, 
The device further includes a pair of upwardly 

diverging brace arms I4, each of which is pro 
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vided intermediate its ends with a transverse 
recess I5 in one side thereof. The lower end of 
each brace arm I4 has its end edge I6 at an ob 
tuse angle to the longitudinal axis of said brace 
arm so that when said brace arms I4 are con 
tacted at their said end edges, they are at a right 
angle to each other, as clearly seen in Figure 1. 
Along said edge I55 each of said brace arms I4 
is further recessed in one side as'at H. 
The support further includes a connecting arm, 

I3, which, on one side and adjacent the upper 
end thereof, is provided with a pair of triangu 
lar opposed recesses I9, and at its lower end with 
a chevron-like recess 20. ‘ 

Said legs Ill, brace arms I4 and connecting 
arm I8 are arranged into mutually operative po 
sition as illustrated in Figure 1, the recesses II 
of legs I0 receiving and accommodating reduced 
body portions adjacent recesses I5 of brace arms 
l4 so as to, form inter?tting joints between said 
legs I0 and brace arms I4. Brace arms I4 con 
tact at their end edges I6 and assume arela~ 
tive right angle position, the recesses I'I merg 
ing to accommodate the reduced end portions I‘! 
of said brace arms I4 within chevron-like recess 
20 of the connecting arm I8. Recesses I9-re 
ceive and ‘accommodate the upper ends of legs I0. 
When said legs I0, brace arms I4 and connect 

ing arm I8 are in an operative‘assembled condi 
tion and when the various recesses are-in an in 
ter?tting position, all of said parts of the sup 
port will have all of their respective side faces 
flush or on the same plane as is clearly seen in 
Figures 2 and 3. ‘ 
When the support is in an operative position 

with respect to the furniture piece base I2, the 
upper ends of legs Ill, brace arms I4 and con 
necting arm I8 are ?tted within correspondingly 
shaped recesses in the under side of said base 
I2, as is clearly seen in Figure 1, and the upper 
end of connecting arm I8 extends above the 
upper ends of legs I0 and brace arms I4. 
When the support herein shown and described 

is used in connection with a rocking chair as il 
lustrated in Figure 7, the construction thereof 
is not altered in any way from the support here 
inabove described, except that the lower ends 
of legs ID are affixed to an arcuate rail 2|. 
From the hereinabove description it will be 

seen that by virtue of the construction of the 
furniture support herein described, the legs III 
are capable of withstanding stresses, from vari 
ous directions. The upper ends of said legs ID 
are ?rmly embedded within correspondingly 
shaped recesses in base I2, and are rigidly braced 



2.. 
by the brace arms I4 and connecting arms I8 
with respect to the furniture piece. 
Any spreading of legs In at their lower ends 

will be prevented by their rigid connection with 
brace arms 14 through the medium of the inter 
?tting joints afforded by recesses II and I5. 
These joints likewise tend to hold brace arms I4 
in a rigid position with respect to base I2. As the 
upper ends of said brace arms I4 are in snug en 
gagement with said base I 2, and as their lower 
ends are in mutual contacting relation, they will 
likewise remain in a rigid position with respect to 
base I2 as well as with respect to legs III. A fur 
ther strengthening between said legs I0 and 
brace arms I4 is afforded by the connecting arm 
I8. The parts of the furniture support may be 
made of wood or any other material of sufficient 
limited ?exibility to permit them to be sprung and 
assembled in proper inter?tting relation to each 
other and with respect to the base I2 before se 
curely fastening said parts together and in the 
base I 2. For securing the parts in the base I2 
and for securing them together at the joints, any 
suitable means may be used, including gluing or 
screws, dowels, or the like. As an example of ?t 
ting the support parts within base I2, it is sug 
gested that legs I0 and connecting arm I8 when 
in the relative position shown in Fig. 1 be ?rst 
inserted by their upper ends within an accommo 
dating recess made in said base I2 for accommo 
dating said upper ends of legs I0 and connecting 
arm I 8. Thereupon one and then the other brace 
arm I4 may be inserted by its upper end within a 
correspondingly shaped recess made in base I2 
as shown in Fig. 1. During this latter operation 
each of said brace arms I4 may be laterally ?exed 
to a su?icient degree and away from the plane of 
legs I0 and connecting arm I8 so as not to inter 
fere therewith during the insertion of said 
brace arms I4 within base I2. Upon insertion of 
said brace arms I4 within base I2, the same may 
be permitted to spring towards legs I0 and con 
necting arm I8 until they become interconnected 
by their recesses I5 and H with recesses II and 
20, respectively. At the interconnecting points _‘ 
glue, cement or screws may be used as herein 
above indicated. 
While there is described herein a preferred em 

bodiment of the present invention, it is neverthe 
less to be understood that minor changes may be 
made therein provided they do not depart from 
the spirit and scope of the invention as claimed. 
What I claim as new is: 
1. In an article of furniture, a base having re 
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cesses in the under side thereof, a pair of legs 
arranged in downwardly diverging relation and 
with their upper ends ?tted and secured in cer 
tain of said recesses, said legs having transverse 
vrecesses in corresponding sides thereof near the 
upper ends of the same, a pair of upwardly di 
verging brace arms having their upper ends ?tted 
and secured in others of said recesses of the base 
and ‘their lower ends in contacting relation, said 
brace arms having transverse recesses in corre 
sponding sides thereof intermediate the ends of 
the same and receiving and having secured there 
to the reduced portions of the legs where the 
transverse recesses are provided in the latter near 
their upper ends, said brace arms further having 
recesses in corresponding sides of their lower 
ends, and a vertical connecting arm having its 
upper end ?tted and secured in a further recess 
of the base, the lower end of said connecting arm 
having a chevron-like recess in one side thereof 
receiving the reduced lower ends of said brace 
arms, said lower ends of the brace arms being se 
cured to the lower end of said connecting arm. 

2. In an article'of furniture, a base having re 
cesses in the under side thereof, a pair of legs 
arranged in downwardly diverging relation and 
with their upper ends contacting and ?tted and 
secured in certain of said recesses, the upper ends 
of said legs having transverse recesses in corre 
sponding sides thereof, said legs having further 
transverse recesses in corresponding sides thereof 
near the upper ends of the same, a pair of up 
wardly diverging brace arms having their upper 
ends ?tted and secured in others of said recesses 
of the base and their lower ends in contacting 
relation, said brace arms having transverse re 
cesses in corresponding sides thereof intermediate 
the ends of the same and receiving and having 
secured thereto the reduced portions of the legs 
where the transverse recesses are provided in the 
latter near their upper ends, said brace arms fur 
ther having recesses in corresponding sides of 
their lower ends, and a vertical connecting arm 
having its upper end ?tted and secured in a fur 
ther recess of the base and having a pair of tri 
angular recesses in one side thereof near its up 
per end receiving the reduced upper ends of said 
legs, the lower end of said connecting arm having 
a chevron-like recess in one side thereof receiving 
the reduced lower ends of said brace arms, said 
lower ends of the brace arms being secured to the 
lower end of said connecting arm. 
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