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This invention appertains to new and useful 
improvements in apparatus adapted to be used 
for sick persons. 
The principal object of the present invention 

is to provide a combination bed and carrier con 
structed in such a manner that the patient can 
be removed from his or her home using the pres 
ent appliance as a stretcher or bed throughout 
the entire trip from the home to the hospital 
and to the bedside at the hospital. I 
Another important object of the invention is 

to provide a combination bed and carrier of the 
character stated which can be adjusted to vari 
ous positions to ease the patient while in transit. 

These and various other important ‘objects 
and advantages ‘of the invention will become ap 
parent to the reader of the following speci?ca 
tion. 
In the drawings— 
Figure 1 represents a side elevational view of 

the apparatus extended to form a bed. ' 
Figure 2 is a side elevational view of the ap 

paratus adjusted with sections thereof in ad 
justed relation. 

Figure 3 is a side elevational view showing all 
three sections bent. 

Figure 4 is a side elevational View showing the 
third adjustment of the bed to form a chair 
structure. 

Figure 5 
sembly. 

Figure 6 is a top plan view of the wheeled as 
sembly. 

Figure 7 is a cross sectional view taken sub 
stantially on the line l—-'! of Figure 5. 

Figure 8 is a cross sectional view on the line 
8—8 of Figure 5. 
Figure 9 is a side elevational view of a keeper. 
Referring to the drawings wherein like nu 

merals designate like parts, it can be seen that 
the wheeled assembly generally referred to by 
numeral 5 consists of the pair of side rails 6-45, 
the end portions of which are disposed down 
wardly as at 'l and to which the underlying side 
rails B are connected at their ends. The down 
wardly disposed posts ‘I are connected trans 
versely of the assembly by the bars 9 while the 
underlying rail 3 is connected by the cross bar 
H3. Caster carried wheels H are provided at 
the lower ends of the posts ‘I. 
The bed proper consists of the elongated spring 

assembly generally referred to by numeral 12 
(see Figure 5). This assembly consists of the 
rectangular-shaped frame sections I3, 14 and 
I5. The intermediate section M has bifurcated 

is a top plan view of the spring as 
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extensions at the ends of its side rails denoted 
by numeral i6 intowhich pivot’ally engage the 
leg extensions IT on the sections I3 and I5. 

Suitable spring ?llers l8 are provided in each 
of the sections l3, M and i5. Hook-like struc 
tures ' i9 depend from the ‘bottom of the section 
id and are engageable-over the cross bar H! as 
shown in Figure 2. 
The structure i2 is provided with a pair of 

latch structures generally referred to by nu 
merals 2i} and 2i. The latch structure 20 con 
sists of an ovate-shaped frame 22 having 
notches 23, ill, 25 and 28 formed in one side 
thereof and these notches are designed to re 
ceive selectively the ?xed obliquely disposed 
keeper 2?. The ovate latch member 22 is con 
nected to the rigid bar 28 on section 13 while 
the ?xed keeper 21 is rigidly connected to the 
section I 4. Also swingably mounted on the ?xed 
keeper 2‘! is the keeper generally referred to by 
numeral 28 and this consists of the angle bar 
39 having in one ?ange thereof the semi-cir~ 
cular-shaped notches 3!, 32 and 33. This mem: 
ber 29 has the foot 343 at one end thereof adja 
cent the notch 33 and a loop or eye 35 formed 
at its opposite end for embracing the ?xed keeper 
2‘! as shown in Figure 5. 
The semi-circular notches 3|, 32 and 33 are 

engageable with the bar 9 when the assembly 
I 2 is disposed. to the various bed formed posi 
tions as shown in Figures 1, 2 and 3. 
The other latch means 2| is interposed be 

tween the sections l4 and I 5 and consists of 
the ovate-shaped frame 3‘! having notches 38, 
39 and 48 in one side thereof for receiving se 
lectively the keeper 4| on the section Ill. The 
keeper M is ?xed, that is, rigid, while one end 
of the latch frame 31 is connected by the ?xed 
bar 42 to the section I5. Blocks 36 are provided 
on the side members of the intermediate section 
It to cooperate with the hooks l9 to retain the 
stretcher frame on the bar ll! of the carriage. 

‘Thus it can be seen, that by unfastening the 
latch members 22 or 37, or both, and adjusting 
the same with respect to their keepers 21 or 
4!, the sections I8, 14 can be adjusted to the 
desired extent to put the patient in a restful 
position. 

Obviously by slipping ‘the assembly It’ in one 
direction so as to disengage the hook I9 from 
the cross bar l0, and properly engaging the keep 
ers with the latches Z2 and 31, the bed can be 
used as a stretcher. 
The latch means 28 as shown in Figure 9 is 

used as a temporary supporting leg while the 



2 
bed is in a chair-forming position in the manner 
shown in Figure 4. The latch structure 20 is 
used to hold the bed in a chair-forming po 
sition. 
One end of the frame of the section I5 is 

bent upwardly to form the foot portion 45 and 
rollers 46 are provided at this end of the sec 
tion l5. 
While the foregoing speci?cation sets forth 

the invention in speci?c terms, it is to be under 
stood that numerous changes in the shape, size 
and materials may be resorted to without de 
parting from the spirit and scope of the inven 
tion as claimed hereinafter. 
Having described the invention, 

claimed as new is: 
1. A combination structure of the character 

described, a carriage consisting of side frames. 
end members connecting the end portions of the 
side frames, an intermediate cross member con 
necting the side frames, a bed bottom consisting 
of an intermediate section, a foot section and 
a head section hingedly connected together, a 
hook provided on the intermediate section for 
disposition under the intermediate cross member, 
adjusting means between the sections for ad 
justing the angularity of the sections with re 
spect to each other, said intermediate section 
being adapted to rest on the intermediate cross 
member, a downwardly disposed member on the 
head section end of the intermediate section, an 
elongated adjusting member having one end pro 
vided with a handle and its other end swingably 
connected to the downwardly disposed member, 
said elongated adjusting member being disposed 
under the head section and against which the 
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head section is adapted to rest, said elongated 
adjusting member having notches therein to re 
ceive the adjacent end connecting member be 
tween the side frames. 

2. A combination structure of the character 
described, a carriage consisting of side frames, 
end members connecting the end portions of the 
side frames, an intermediate cross member con 
necting the side frames, a bed bottom consisting 
of an intermediate section, a foot section and 
a head section hingedly connected together, a 
hook provided on the intermediate section for 
disposition under the intermediate cross mem 
ber, adjusting means between the sections for 
adjusting the angularity of the sections with re‘ 
spect to each other, said intermediate section be 
ing adapted to rest on the intermediate cross 
member, a downwardly disposed member on the 
head section end of the intermediate section, 
an elongated adjusting member having one end 
provided with a handle and its other end swing~ 
ably connected to the downwardly disposed mem 
ber, said elongated adjusting member being dis 
posed under the head section and against which 
the head section is adapted to rest, said elon— 
gated adjusting member having notches therein 
to receive the adjacent end connecting member 
between the side frames, said downwardly dis 
posed member being in the form of a U having 
a horizontal portion on which the said other end 
of the elongated adjusting member is swingably 
connected, said adjusting means between the 
head section and intermediate section being ad 
justably engageable with the said horizontal por 
tion of the downwardly disposed member. 

ORVILLE DALE SMITH. 


