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My invention relates to improvements in pro 

tective devices for use on the hoods of‘ hot air 
hair driers, and the primary object of my inven 
tion is to provide a comfortable arrangement of 
this character which protects the face and eyes 
of the subject from hot air while mu?iing the 
normal sound of the drier when in operation, 
and which at the same time perimits a lower 
drying temperature and a shorter drying period. 
Other important objects and advantages of 

my invention will be apparent from a reading 
of the following description taken in connection 
with the appended drawings, wherein for pur 
poses of illustration I have shown a preferred 
‘embodiment of - my invention. 

In the drawings: 

"below it the lower edge 8 of the structure de 
7 scribed, so that the portion of the device 5 de 

15 

Figure 1 is a general side elevational viewv 
showing ‘the device in operative relation to the 
hood of a hot air drier and in protective relation 
to the head of the subject. 20 

Figure 2 ‘is a general transverse vertical sec-, _ 
tional view taken through Figure 3 along the line 
2-2 and looking in the direction of the arrows. 

Figure'3 is an opened up rear elevational view. - 
Figure 4 is a closed up rear elevational view. 25 
Referring in detail to the drawings, the nu- - 

meral egenerally designates the device of the 
present invention, which is preferably although 
not necessarily made of a superior quality of ' 
glazed chintz and comprises a pair of similar gen 
erally triangular truncated side sheets 5 which 

pending below 'the lower edge of the drier hood 
lies along the side of the head of the subject 
below the' up gathered hair and extends below 
the ears. I , 

For enclosing and protecting the back of the 
head of the subject including the portion ex_ 
tending between the ears and located just above 
vthe nape of the neck, a pair of similar back sec 
tions l8 and I9, respectively, have their ‘upper 
‘edges sewed or, otherwise secured as indicated by 
the numeral Zilto the lower edge portions IA of 
the side sheets 6 and have their hemmed lower 
edges 2! arranged in extension of the lower edges 
8 of the said side sheets. The forward vertical‘ 
edges of‘the sections It and I9 are sewed. as in 
dicated by the numeral 22>on a vertical line lo 
cated forwardly of the slanting edges l5 at the. 
opposite sides of the device,.sc that there result 
similar overlapping ?aps 23. at opposite sides of ~ 
the device, the said ?aps overlapping on the out-' 
side of the forward part of the rear side sec 
tions it and I9, respectively.. - 

' The rear side section it and it are sewed to 
gether at their rear vertical edges as indicated 
by the numeral 26 and are gathered from their 
lower edges 2! so as to snugly ?t the nape of the 
neck of the vwearer as indicated in Figure 1 of 

30 the drawings while providing the desired fullness 

are joined together at their truncated front ends ' 
‘as indicated by the numeral 1, the lower edge 
of the forepart of the resulting formation being 
hemmed as indicated by thenumeral 8 as far 
back on each side as the point 8, ‘the upper edge 
being hemmed as ‘indicated by the numeral it, 
tyi'ng strings it being-attached at the point 2 

> the numeral 28 to provide the desired adjusted ‘ 

comprising the conjunction of the rear end 
of the upper edges of the side sheets and the 
rear vertical edges E3 of the said side sheets, the 
said rear edges 83 being hemmed ‘as indicated." 
The rear lower part of each side sheet is right 

angularly cut away to provide the upper hori 
' zontal edge it and the vertical rearwardly, deé 
clining edge i5 which‘ is. hemmed. ' 
The structure above described provides the’ 

I necessary upwardly tapering contour‘ for con 
> formably engaging, over and‘ attaching to the 
lower part of the similarlytaperinghair drier 
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at the back as indicated by the numeral 25.v The 
upper edges 26 of the sections it ‘and itwhich” ' 
are located between the rear edges it of the side 
sheetsr? and spaced therefrom ‘as indicated in 
Figures 3 and 4 are provided with draw strings 
2? which are to be tied together as indicated by 

constriction of this Portion of vthe devicev r'e1a-' 
tive to the. head ofthe wearer and i-relative'to 
the drier hood is. 
The lower edges of the'?aps mar-acacia pro; 

' vided with 'aalongitudinal strip‘at their ‘lower 
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hood i6 in the manner indicated in Figure 1, the ‘ 
strings ll being tied together so as to constrict 
the upper edge portions it around the hair 
drier hood it as indicated in Figure 1. The" 
lower edge I? of the hair drier it has depending 55 

‘gage fasteners 3i 5 on a similar strip 

' the loweredgelof 

parts thereofaprevided with fasteners '30 to en 
, v. c p l v .7 , 32 attached 

to the outerisideeof theldwer part of thefor 
, wardv portions‘yof-ithe respective rear sections 

it and I9.v ‘These longitudinally spaced fas-_ 
- teners‘ are tolbelselectively engaged with each 
1 other’ to va ' ' 929N115 of the lower part of I?! 
the devicean en 'thel-snugne esteem tr 

of the wearers“ , I, , i l v , 

Although Lihave shown and described herein 
a preferred embodiment ofpmy‘ invention, it is 
to be de?nitely ' understood that I do not desire 

,therdévicefrelat'ive'to the head‘ 



2 
to limit the application of the‘invention there 
to, except as may be required by the scope or 
the subjoined claims. ,1 
Having described the invention, what is 

claimed as new is: ' 
1. A protector for use with a hot air drier 

hood, said protector comprising a pair of side 
sheets attached together at their front ends, said 
side sheets having their rear ends spaced and 
disconnected from each other and provided with 
drawstrings on the upper part of the rear ends, 
said drawstrings being adapted to be tied to 

’ gether to constrict the upper part of said side 
sheets upon the lower part of .the drier hood 
with the lower .part of said side sheets depend 
ing below the drier hood, said side sheets being 
cut away at the lower rear part thereof to de 
?ne a substantially horizontal edge elevated sub 
stantially above the lower edge of the forward 
part of the side sheets and a vertical free edge 
portion projecting downwardly and r‘earwardly 
from the forward end of said horizontal edge 
at a point intermediate the front and rear ends 
of said side sheets, a rear sheet comprising a 
pair of similar sections connected together at 
their rear ends, said sections having their upper 
edges connected to depend from said horizontal 
edges with portions of the upper edges or said 
sections bridging the aperture between the spaced 
and otherwise disconnected rear ends of said 
side sheets, the forward ends of said sections be 
ing unconnected with the said vertical free edge 
portions and disposed forwardly beyond said 
vertical free edge portions along the inner sur 
faces of said side sheets, the lower rear .part of 
said rear sheet being gathered to conformably 
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engage the nape of the neck of the wearer be 
neath the hair. 

2. A protector ‘according to claim 1 wherein 
the upper part of said rear sheet ,is provided with 
adjustable gathering means to adjust the over 
"all snugness of the protector. 

3. A protector according to claim 1 wherein 
said vertical edge portions extend to join the 
lower edges 01' said side sheets to de?ne ?aps 
extending rearwardly along the outer surfaces 
of said sections of the rear sheet, and longi- , 
tudinally adjustable diastening means for con 
necting the lower portions of said?aps and the 
underlying side sections together in greater or 
less overlapping relation to determine the snug 
ness of the lower part of_ the protector with 
respect to the portions of the head and neck 
of the wearer engaged thereby. 

4. A protector according to claim 1 wherein 
the said forward edges of the sections are se 
cured to the inner surfaces of the said side 
sheets along a vertical line at a point substan 
tially forwardly spaced from said vertical edge 
portions. , ' 

5. A protector according to claim 1 wherein 
the said'forward edges 0! the sections are se 
cured to the inner surfaces of the said side 
sheets along a vertical line at a point substan 
tially forwardly spaced from said vertical edge 
portions, said forward edges of the sections of 
said rear sheet being secured to the inner sur 
faces of said side sheets along a vertical line 
at a point substantially forwardly spaced from 
said vertical edge portions. 
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