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This invention relates generally to fences, but 
more particularly to, supporting fence posts to 
which are secured supporting elements on which 
are carried a plurality of spaced vertical fence 
members. 
The main object of the invention resides in 

the provision of prefabricated fence elements 
which may easily be assembled by any purchaser 
with little labor and without knowledge of fence 
construction. Such fence elements include fence 
posts tapering to a point at the bottom for easy 
driving into the ground without the necessity of 
preparing a hole therefor. 
A further object of the invention resides in 

the provision of a fence construction having pre 
fabricated parts which are simply and cheaply 
assembled and wherein the fence posts are adapt 
ed to be used in‘ any of a plurality of positions 

I such as ‘at the beginning of the fence, at an 
intermediate point or points along the length 
of one side of the fence and at the corner of 
the fence. 
A further object of the invention resides in 

the provision of a fence construction of pre 
fabricated parts wherein means are provided 
on the fence posts ‘for anchorage of metallic 
bands, said bands running along the entire length 
of the fence and being adapted to have secured 
thereto spaced and vertical fence elements se 
cured'transversely to the said bands. 
A further object of the invention resides in 

the provision of a fence construction, the parts 
of which are durable, economical to manufac 
ture and aesthetic in appearance after assem 
blage. 
These objects and other incidental ends and 

advantages of the invention will hereinafter ap 
pearin the progress of the disclosure and as 
pointed out in the appended claims. 
Accompanying this speci?cation is a drawing 

showing a preferredform of the invention where 
in corresponding reference characters designate 
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. intermediate points of the 
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corresponding parts throughout the several views . 
and wherein: 

Figure 1 is a top plan view of the fence post 
per se. 

Figure 2 is a front elevation of Figure 1. 
Figure 3 is a portion of the fence in perspective 

showing the fence posts, metallic bands and the 
vertical fence elements assembled together. 
Figure 4 is an enlarged plan view of an end 

fence post at a location shown by arrow 4 of 
Figure 3. . ' 

Figure 5 is an enlarged plan view of the fence 
post taken at arrow 5 of Figure 3. ' 
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Figure 6 is an enlarged plan view of the fence 
post taken at arrow 8 of Figure 3. 
Figure 7 is a plan view of a fence post showing 

an alternative method to that shown in Figure 4 
of securing the metallic bands to the starting 
or terminal fence post. 
In accordance with the invention and the pre 

ferred form shown, a fence post generally in 
dicated by numeral I0 and preferably made of 
galvanized iron is angular in cross-section hav 
ing sides II, II, the said sides tapering toward 
each other at the lower end to a point as indi 
cated by numeral l2. Slots l3 and I4 disposed 
below the top and above the bottom of the post 
and penetrating the junction of sides II, II co 
operate with extensions, l5, I5 and l6, it of the 
sides II, II, said extensions being aligned with 
and having the same height as the corresponding 
slots. 
The starting fence post is preferably positioned 

so that one side H is parallel to the direction 
of the fence while the other side projects into 
the area to be enclosed as seen in Figure 3. ,At 

fence, a preferred po 
sition of the fence posts is such "that the sides 
ll, |l““'form equal angles with the direction of 
the fence while at the comer position, the fence 
posts are located so that the sides II, II are 
parallel to the respective sides of the fence. ' 
The horizontal members of the fence 20, 20 

are preferably metallic bands such as galvanized 
iron bands and are a?ixed to the starting post 
in alignment with the slots l3 and It and may 
be riveted thereto as at 2|, 2|, rivets 23 used 
being long‘enough to secure one of the vertical 
members 22 over the said bands. The vertical 
fence member 22 may be manufactured from ?re 
proof composition material with qualities that do 
not necessitate painting. These members 22 need 
not be driven into the ground as are the fence 
posts l0. 

Extensions l5, l5 and I6, I6, as shown in Fig 
ures 3 and 4 on the end fence post I 0, need not 
be used and may be cut off or folded in upon 
the sides II, II. The horizontally extending gal 
vanized iron bands 20, 20 extend from the start 
ing fence post In to one side of an intermediate 
post and the ends of said bands are inserted in 
aligned slots l3 .and I 4 and cut off at a length 
not exceeding the width of side H. The inserted 
portions of bands 20 are bent back along said side 
after which the extensions l5, it are bent over’ 
as at l5’ to grip the said inserted and bent band 
portions, thus securing them to the fence post 
without any other fastening mea . The bands 
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20, 20 continue from the other side of the inter 
mediate post being affixed thereto as Just de 
scribed and extend to a corner post where they 
are similarly secured except that the band mem 
bers lie along the sides of the corner fence post. 

Figure 7 shows an alternative method of secure 
ing bands 20. 20 to the starting post wherein the 
said bands cooperate with the slots l3 and I4 and 
the corresponding extensions II and II in the 
direction of the inside of the enclosure. The op 
‘posite extensions are either cut of! or folded 
in while the vertical fence ‘member 22 is riveted 
directly to the side H of the starting post which 
runs parallel with the fence. - 
As shown in Figure ‘3, a vertical fence member 

22 is provided with two rivets on top and bottom 
thereby being engaged proximate to the ends of 
the bands secured to the intermediate fence post. 
Thus has been described a fence construction 

made of prefabricated parts which may be 
shipped to the consumer and installed without 
the use of special tools and knowledge. More 
over, instructions for assemblage may accompany 
‘(the shipping. 

I wish it understood that minor changes and 

20 

25 

2,2»,271 
variations in the material, integration, location, 
shape and combination of parts, may all be re 
sorted to without departing from the spirit of the 
invention and the scope of the appended claims. 

I claim: ‘ 
1. In a fence, horizontally disposed band mem 

bers, fence posts having angularly disposed walls. 
the lower end of said walls tapering to a point 
for driving said posts into the ground, each fence 
post having an upper and lower slot at the wall 
intersections, opposite foldable extensions from 
the walls of each post opposite said slots and be 
ing adapted to clamp at least one of the opposite " 
ends of the band members drawn through said 
slots and bent against the walls of the fence post. 

2. In a fence, a universal fence post adapted 
to engage line bands, comprising angularly dis 
posed walls tapering at the lower end for driving 
into the ground, each fence post having an upper 
and lower slot at the intersecting wall portions, 
foldable extensions along the walls opposite the 
said slots, each being adapted to clamp one end 
of a line band passing through a slot and bent 
along a corresponding wall. 

JOSEPH H. SCHUCK. 


