
2,316,983 W. WULF 

GARMENT CONSTRUCTION 

April 20, 1943. 

Filed May 17, 1940 

VENTOR I N 
/// 

NEY 



Patented Apr. 20, 1943 2,315,983 

UNITED STATES PATENT OFFICE 
2,316,983 

GARMENT CONSTRUCTION 

William Wulf, New York, N. Y. 

Application May 17, 1940, Serial N 0. 335,664 

"(Cl. 2-—97) ‘1 Claim. 

This invention relates to a garment construc 
tion and more particularly to a removable inner 
lining construction for overcoats or the like. 
An object of this invention is to provide a 

novel iridescent lining construction for the re 
movable inner lining which does not show any 
stitching at the seams. 
Another object of this invention is to provide a 

novel means for attaching the sleeves of the in 
nerlining to the outer garment with which it is 
to be used whereby the sleeves will not pull from 
their position in the garment when it is removed 
by the wearer. 

Materials used in making this innerlining con 
sists of a woolen innerlining that reaches almost 
to the bottom of the coat and an iridescent lining 
which reaches about four or ?ve inches below the 
armhole of the woolen innerlining and all the 
way down to the bottom of the woolen sleeve in 
nerlining. The seam edges of the woolen inner 
lining at thesides are piped with regular piping 
material. 

All the seams of the woolen innerlining are 
sewed together including the sewing in of the 
sleeves. All the seams of the iridescent lining 
are sewed together inside out, including the sew 
ing in the sleeves. The iridescent lining is then 
sewed. across the back of the woolen innerlining 
as far down as it reaches. The iridescent sleeve 
lining is then pulled through the woolen sleeve 
lining so that the wrong side of the woolen lining 
is faced with the wrong side of the iridescent 
lining. 
The seams of the iridescent lining are tacked 

to the seams of the woolen lining at the armhole 
and at the sleeve seams. The bottom of the 
sleeve of the woolen lining is piped and the iri 
descent lining at this point is turned in and 
stitched through the woolen lining. The bottom 
of the body lining is then piped. The Zipper is 
then sewed to the raw edge of the innerlining in 
the usual way. 
The difference in construction of this innerlin 

ing over the innerlining constructions hereto 
fore used is that the iridescent lining and the 
wool lining parts of the old construction are ?rst 
sewn together and then all seams are sewn as 
one. This leaves a raw edge on the iridescent 
linin<r and on the woolen lining at the armhole 
which must be piped or bound. Applicant's 
method of making his lining eliminates the 
necessity of binding or piping the armholes. 
Further objects and advantages of this in 

Vention will become apparent as the description 
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thereof proceeds, reference being had to the ac 
companying drawing wherein: 
Figure 1 shows an elevation of the innerlining 

of this invention with the iridescent lining turned 
inside out‘ and attached at its bottom edge to the 
wool innerlining illustrating a step in the assem 
bly of the two; 

Fig. 2 is similar to Figure 1 showing an ad~ 
vanced step in the assembly; 

Fig. 3 is a sectional view taken on the line 
3-3 of Fig. 2; 

Fig. 4 is a perspective view showing the end of 
one of the sleeves of the innerlining; and 

Fig. 5 is a sectional view showing the sleeve 
of the innerlining inside the sleeve of the coat 
with which it is to be used. 
The innerlining H) is constructed of any suit 

able material such as wool or the like, and is all 
sewed together, including the sleeves H, with the 
seams on the wrong side of the material. The 
iridescent lining I2 is also sewed together, in 
cluding its sleeves l3 on the wrong side. Figure 
1 clearly shows the stitching Id at the armholes 
of the innerlining and the stitching l5 which 
joins the sleeves to the body of the iridescent 
lining. 
The assembled iridescent lining is then stitched 

on the wrong side at its bottom to the innerlin 
ing as shown by stitching l 6. 
The iridescent lining is then turned up and its 

sleeves l3 telescoped into sleeves ll of the in 
nerlining to the assembled position as shown on 
Fig. 2. The iridescent lining is tacked at the 
seams at the top and bottom of the armholes to 
the innerlining as indicated by numeral I1. 

It will now be seen that the exposed rough 
edges of the innerlining and of the iridescent 
lining are completely hidden from view. 
The ends of the sleeves of the iridescent lining 

are stitched to the innerlining as shown at I 8 
(Fig. 3) and a binding [9 is stitched over the end 
of the sleeve of the innerlining. 
The Zipper 20 which functions to attach the 

?nished innerlining to the coat is stitched doubly 
' by the stitchings 2| and 22 to the innerlining and 

iridescent lining. These stitchings 2| and 2?. be 
tween the linings and the Zipper function to 
complete the assembly of the innerlining and 
iridescent lining. 
When the innerlining is joined to the coat by 

the Zipper and its sleeves are within the sleeves 
of the coat, a means is provided by this invention 
to keep the telescoped sleeves firmly in position 
when the wearer removes the coat. This means 
comprises in the example shown snap buttons 
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23. One element of the snap buttons is attached 
to the outside of the bottom edge of the sleeve 
of the innerlining and the other element is at 
tached in a complementary position to the in 
side of the sleeve 24 of the coat. When these 
snap buttons are snapped together, the sleeves 
of the innerlining and the coat are ?rmly held 
together and will not separate when the wearer 
removes the coat. Upon separation of these snap 
buttons the innerlining can be readily removed 
from the coat in the usual manner. 
Having thus described my invention as illus 

trated on the drawings by way of example only 
I do not wish to be limited to the exact details 
of criistr‘uction and arrangement of parts as 
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showlrl bu, all equivalents as may fall within the I 

2,316,983 
scope‘ of the appended claim are meant to be in 
cluded. 

I claim: 
A method of forming a detachable innerlining 

for a coat or the like, comprising the steps of 
stitching the parts of the innerlining together 
on the wrong side, stitching the parts of a lining 
for the innerlining on the wrong side, stitching 
the bottom edge of the lining to the innerlining 
below the armholes, turning the lining upwards 
and telescoping the sleeves thereof into the 
sleeves of the innerlining, tacking the two linings 
together at the seams near the arm pits and sew 
ing the two linings together. 

WILLIAM WULF. 


