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My invention relates to pencils and 'more par 

ticularlyV to an attachment for or an adjunct 
to a mechanical pencil, the primary object be 
ing to provide in connection with a pencil a per 
fume or other liquid container. 
A further object of the invention resides in` 

the provision of a liquid container readily ap 
plied to and removable from a mechanical 
pencil with means in association therewith for . 
removing the contents of said container and 
the application thereof to the body or elsewhere, 
as desired. _ 

A further object of the invention resides in 
the provision of a cap for a pencil to which is 
removably secured the liquid container. 
A further object resides in the provision of 

an applicator on the cap of a pencil adapted to 
be received in the container removably supported 
on said cap, whereby the contents of the con 
tainer may be applied outside of the latter, as 
desired. 
A further object resides in the provision of a 

means for retaining a stopper for the container 
in a predetermined position with respect to the 
applicator. ' 

A further object of the invention resides in 
so designing the upper portion of the pencil and 
so mounting the cap with the container thereon 
in relation to said pencil, that when the cap is 
applied to the pencil, said container will be re 
tained in a position against movement or casual 
displacement, nothwithstanding the fact that 
said container is readily removable from the cap 
when the latter is removed from the pencil. 
A still further object resides in providing a : 

device which is simple and durable in construc 
tion, inexpensive to manufacture and one which 
will be eiìcient and useful in operation. 
With these and numerous other objects in 

view, my invention consists in the novel features 
of construction, combination and arrangement 
of parts, as will be hereinafter referred to and 
Y-more particularly pointed out in the specifica 
tion and claims. 
In the accompanying drawing, forming a part 

of this application, 
Figure 1 is an elevation of a mechanical pen 

cil with my improved attachment thereon; 
Figure 2 is a similar view with the parts con 

stituting my improved attachment shown in ver 
tical section; 

Figure 3 is an elevation of the cap member 
with the applicator thereon removed; and 
Figure 4 is a horizontal section as seen on 

the line 4_4 of Figure 2. 
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In describing the invention, I .shall referto 
the drawing in which similar reference char 
acters designate corresponding parts through 
out the several views and in which the numeral 
l represents a mechanical pencil of the con 
ventional ‘or any desired construction, the outer 
body or casing thereof, with the exception of 
the tip, being preferably formed of plastic ma 
terial, although it is immaterial as to the char 
acteristics of the pencil proper as‘my invention 
constitutes merely an attachment for the upper 
end of the pencil. As a matter of fact, my at 
tachment may be equally applicable to use on 
some other type of instrument which is adapted 
to be carried about the person, but I have found 
that it is particularly well adapted for use in 
association with a pencil which is carried about 
the person, either male or female and, therefore, 
readily made useful. \ 
My invention contemplates the provision of a 

liquid container at the upper end of a pencil or 
similar device, which container is capable of be 
ing observed readily and the contents thereof 
readily removed, if desired. To this end there 
is molded, fused or otherwise applied to the 
upper end of the pencil body l a tubular eX 
tension 2 which is preferably formed of a trans 
parent plastic material. The tubular extension 
2 may be of any diameter and may be of any 
length but is preferably of the same diameter 
as the body of the pencil and of a length such 
as would not unduly increase the over-all length 
of the pencil and attachment. The inner _wall 
of the tubular extension 2 at its upper end is 
internally threaded as shown at 3 adapted to 
receive the externally threaded and reduced ex 
tension 4 carried on the cap member 5. This 
cap member is preferably made of plastic ma 
terial similar to the body of the extension 2, 
and for ornamental purposes it'V may be made 
in Varied colors. 
A recess 6 is formed in the bottom face of 

the cap 5 and leading inwardly‘from said re 
cess through the central portion of said cap 
for a reasonable distance therein is a tubular 
opening 1 adapted to receive the upper end of a 
stem or applicator 8. This applicator is secured 
in place in the cap by means of a cement ‘or 
the like 9. Applied to the applicator 8 is a tubu 
lar stopper l0 which is preferably formed of 
rubber, although it may be made of any other 
desired material, the upper face _of said stopper 
being secured inthe recess 6 against the lower 
face of the cap 5 by means of cement or other 
adhesive material. The diameter of'the _tubular 
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stopper l0 is less than the diameter of the 
recess 6 which enables >the upper peripheral edge 
of a container Il to be received therein when 
the stopper is applied to said container, as clear 
ly shown in Figure 2 of the drawing. This con 
tainer il is somewhat elongated and preferably 
tubular, the lower end thereof being conically 
formed, as shown at I2.' The container is made 
of glass or other transparent material. 
In order to assist in the retention of the stop 

per in place on thestem and against the lower 
face of the cap member 5, when the cap member 
is being removed from time to time from the 
container, the stem 8 is slightly distorted as 
shown at I3 at a point just below the lower face 
of the stopper l0. 

It will be seen from this construction that the 
`cap member carries the container Il, the latter 
being adapted to receive a liquid therein, such 
as perfume. The carrying of this container on 
the cap is effected by the snug engagement of 
the stopper Il! with the neck of the container. 
When the cap member is removed, obviously the 
container will be removed therewith and then 
said container may be readily removed from the 
cap member by obvious twist of the latter with 
respect to the container, whereby the liquid con 
tents of said container may be applied to the 
person or elsewhere. If perfume is used in the 
container, the applicator 8 will enable the same 
to be applied to the body or to a handkerchief 
or other wearing apparel. It is possible, of 
course, to utilizethis container for displaying 
oils or the like and if the applicator is used, it 
may be for the purpose of` applying the contents 
of the container to the hands for testing the 
viscosity thereof. It may ̀well be that if oils are 
used for display in the container, the applicator 
may be omitted as an unnecessary adjunct. 
As aforesaid, the lower end of the container 

ii is preferably conically formed and the 'lower 
end of the extension 2 at its junction with the 
body of the pencil i is formed with a conical base 
i6 to receive the lower end of the container 
therein. The lower end of said container con 
tacts lightly with the conically formed base or 
wall ld when the cap âwith the container there 
on is applied to the extension 2, as shown in 
Figure 2 of the drawing, whereby movement of 
said container or casual displacement will be 
prevented. When considering that this attach 
ment is applied to a pencil'which is thrown 
around promiscuously, the advantage of having 
a means provided to prevent movement or cas 
ual displacement of the liquid container appears 
obvious. 
This attachment when applied to a pencil en 

ables the device Vto be utilized usefully as an 
adjunct to _the person and at the same time af 
fords means for advertising the product carried 

10 

15 

20 

30 

35 

40 

45 

50 

55 

60 

2,323,302 
in the container, should the device be used for 
such purpose. 
From the foregoing description of the con 

struction of my improved pencil attachment, the 
method o! applying the same to use will be read 
ily understood and it will be seen that I ‘have 
provided a simple, inexpensive and eiiicient 
means for carrying out the various objects of 
the invention. 
While I have particularly described the ele 

ments best adapted to perform the functions set 
forth, it is apparent that various changes in 
form, proportion and in the minor details of con 
struction may be resorted to, without departing 
from the spirit or sacrificing any of the prin 
ciples of the invention. 

I claim: 
l_. An attachment for pencils and the like com 

prising a housing having a dished bottom and 
an internally threaded mouth portion, a thread 
ed cap member screwed into the móuth portion 
of said housing, an elongated applicator carried 
by said cap and depending therefrom, a stopper 
fitting snugly about said applicator and abutting 
the lower face of said cap, a portion of the ap 
plicator below the stopper being bent to form 
a transverse oliîset'thereon constituting an abut 
ment engaging the lower end of the stopper for 
retaining the latter in position against the cap 
member, and a transparent container having the 
mouth thereof fitting about and frictionally en 
gaged with said stopper, the container being 
spaced from walls of the housing and removable 
from said housing with said cap, the lower end 
of said container being tapered and disposed in 
close proximity to the center of the dished bot 
tom of the housing to coact therewith and pre 
vent casual lateral displacement of the container 
while within the housing. 

2. An attachment for pencils and the like com 
prising a housing open at its top and having a 
lower wall, a cap removably engaged with the 
upper end of said housing, the lower face of the 
cap being recessed to form a seat therein, said 
cap being also formed with a socket centrally 
of the seat, an elongated applicator securely 
mounted in the socket and depending from the 
cap centrally of the seat, a stopper ntting snugly 
about the applicator and iitting into the seat 
with its periphery spaced from side walls of the 
seat, an abutment on the applicatorv engaging 
the lower end of the stopper to retain the latter 
in its seated position against the cap, and a 
transparent container having its upper end por 
tion ñtting snugly about the stopper and into the 
seat of said cap, said container being normally 
closed by the stopper _and adapted to be removed 
with said stopper from the housing upon re 
moval of the cap from the housing. 
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