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This invention relates to stamp envelopes and 
has for its objects the provision of an envelope 
which will carry two kinds of stamps in segre 
gated relationship, which is simple and economi 
cal in construction, which prevents the stamps 
of one kind from sticking to those of the other 
kind, which protects the stamps throughout their 
entire areas including their edges and which per 
mits quick and easy removal of either kind of 
stamp independently of the other. 
According to the present invention the en 

velope comprises a front, an end flap and inner 
and outer rear ?aps, the ?aps preferably being 
formed integrally with the front from a single 
piece of sheet material such as paper, Cello 
phane or Celluloid. In forming the envelope 
the end flap is ?rst folded over, the irmer rear 
flap is then folded over the end flap and the 
outer rear ?ap is then folded over the inner flap. 
The outer ?ap is cemented to the inner ?ap only 
along the zone adjacent to the edge of the outer 
flap and it has a slit adjacent to the cemented 
zone to provide a transverse stamp pocket at the 
rear of the packet. The end of the envelope op 
posite to the aforesaid end ?ap is left open to 
provide a longitudinal stamp pocket, although 
the front may, if desired, have another end ?ap 
to cover this open end. While the packet may 
have any proportion desired, preferably its width 
is slightly greater than the vertical dimension 
of ordinary postage stamps so that stamps in 
serted in the transverse pocket do not project 
beyond the edge of the packet, and its length is 
slightly greater than the length of the label com 
monly employed to mark letters for the air 
mail so that the labels do not project from the 
end. 

rIThe aforesaid slit preferably has a curved por 
tion near the middle, or a portion of some other 
shape, offset toward the bottom of the trans 
verse pooket to facilitate removal of the stamps. 
The front is also preferably cut away adjacent 
to the open end of the longitudinal pocket to fa 
cilitate removal of stamps from the longitudi 
nal pocket. Preferably the end ?ap is merely 
folded over the stamps in the longitudinal pocket 
under the inner flap without being cemented to 
either rear flap. Preferably the outer ?ap ex 
tends almost across the packet so that the slit 
adjacent its gummed end is off center in the di 
rection to provide a deeper transverse pocket, 
and the inner ?ap extends throughout approxi 
mately the entire width of the packet so as to 
separate the stamps in the longitudinal pocket 
from those in the transverse pocket throughout 
substantially the entire width of the packet. 

10 

20 

25 

30 

35 

40 

45 

50 

55 

For the purpose of illustration a typical em 
bodiment of the invention is shown in the ac 
companying drawing in which 

Fig. l is a plan of the blank employed to make 
the envelope; 

Fig. 2 is a perspective view of the rear side of 
the envelope; 

Fig. 3 is a similar view of the front of the en 
velope; 

Fig. 4 is a section on line 4-4 of Fig. 2; and 
Fig. 5 is a section on line 5——5 of Fig. 3. 
The particular embodiment of the invention 

chosen for the purpose of illustration comprises 
a front I provided with a ?nger opening 2, an end 
?ap 3 and inner and outer rear flaps 4 and 5, 
the outer ?ap having a slit 6 to provide the 
mouth of the aforesaid transverse pocket. As 
shown in Figs. 1 and 2 the slit 6 has a curved 
portion ‘I which is o?set toward the junction be 
tween the ?ap and the front I. The outer ?ap 
5 is coated with adhesive along the zone 8 so 
as to adhere to the inner flap 4 when the two 
are folded together in superposed relationship. 
The junctions between the front I and the ?aps 
3, 4 and 5 may be de?ned by score lines 9, I0 
and II to facilitate folding the blank. 
In Fig. 4 the air mail labels or other elon 

gate stickers are shown at I2 in the longitudi 
nal pocket and ordinary postage stamps are 
shown at I3 in the transverse pocket, the lower 
ends of the stamps seating in the bottom of the 
pocket and the upper ends projecting through 
the slit 6. 
The preferred method of manufacturing the 

packet consists in placing the elongate labels 
'over the portion I of the blank (Fig. 1), then 
folding the end ?ap 3 over the ends of the labels, 
then folding the rear ?ap 4 over the labels and 
the end ?ap, then folding the outer flap 5 over 
the inner flap 4, and ?nally cementing the two 
?aps together along the zone 8. The stamps I3 
may then be slipped into the transverse pocket 
at that time by the manufacturer or later by the 
user. , 

From the foregoing it is evident that while the 
envelope is extremely simple and economical in 
construction, it completely separates the two 
kinds of stamps from each other so that they do 
not stick together, and even though the stamps 
project from the transverse pocket they do not 
project beyond the edge of the packet and there 
fore are not subjected to much danger of in 
jury in handling the packet. By virtue of the 
curved portion 1 of the slit 6 a larger area of 
stamp is exposed for frictional engagement with 
the thumb or ?nger in removing the stamp from 
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the pocket. By virtue of the cut-out portion 2 
in the front of the envelope the foremost label 
may be slipped out of the packet by frictional 
‘engagement with its face. 

It should be understood that the present dis‘ 
closure is for the purpose of illustration only 
and that this invention includes all modi?ca 
tions and equivalents which fall within the scope 
of the appended claim. 

Iclaim: ‘ 

A stamp envelope comprising a front, an end 
?ap and inner and outer rear ?aps, the outer 
?ap being cemented to the inner ?ap along a 
zone adjacent to the edge of the?ou'ter flap _;a'_n'd __ 
having a slit adjacent to sa'id‘zone to ‘provide a. 1.‘ 
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transverse stamp pocket at the rear of the pack 
et, said end ?ap being folded into one end of 
the envelope and the other end being open to 
provide a longitudinal stamp pocket, said inner 
flap extending throughout approximately the en 
tire width of the packet to separate the stamps 
in each pocket from thoseniln the other pocket 
and saidend?ap being/folded undersaid inner 
?ap, said slit having a portion oifset toward 

10 the bottom of the transverse pocket to facili 
tate removal of ‘the stamps and said front be 

‘ ing cutaway adjacent the open end of the pocket 

' tuuinai Ypock'et. ' 

‘to facilitate removal of stamps from the longi 
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