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‘The present invention relates-to a new and im 
proved, type of inlaid. article and. to a new and. 
improved. method 0f.,.dec0r.ating' articles by in 
laying. . " ~ 

Inlays have become, popular for articlestmadej 
of many types of materials, and particularly for 
articles made of plastics. The latter articles‘ are 
inmost'cases chosen because. of theirbeauty, 
and the addition of inlays greatly enhance their 
appearance and. desirability.;- Certain require 
ments must beimet in inlaying. The cost of, the 
inlays and their application must be kept at a’ 
minimum because the articles, inlaid are. gen 
erally usedv in large quantitiesrfor example, for 
automobile knobs, buttons. and other similar ar-' 
ticle's. The inlays must be securely attached so 
that they will not come, out when- subjected to 
various weather and moisture conditions. The 
present invention is-an improvement upon the 
Milford Guy Sypher Patent No. [2,152,161 and is 
directed to an inexpensive. ‘and more attractive 
inlay which may be securely. ?xed in articles 
without. danger of accidental detachment. _ The 
invention utilizes an ornamental holding mem 
her which rigidly secures'an-ornamentalpinlay. 
in position and at the sametime-exposes a sub 
stantial part-of said inlay- for- decorative' pur 
poses, and constitutes a superimposed ornamen~> 
tal. designwhichimay lb? of a contrasting metal or - 
color that blends with and beauti?es the exposed’ 
design. In this» way the, attractiveness ofthe 
design is increased without impairing the security ' 
of the. inlay and without,» increasing the cost‘ 
thereof. The holding memlber serves the two-fold. 
function of attaching- and-ornamenting the ex 
posed inlay design. I » 

.' An objectof the-present inventionis to provide 
a new and improved-typeof'. inlaid article. 
Another object of the invention is to- provide. 

an. article. with anyornament which is' securely‘ 
held- in position atalltimes. 
Another object isto provide a type‘of dec'ora- " 

tion which may be. easily, and quickly inlaid into 
anarticle. ' ~. m " ‘ 

Still another objectof the’ invention is to pro 
vide an article'with arr-ornament whichris locked 
with the article and with a holdingmeans. ' 
A further objectof the invention is to provide 
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be obvious upon an understanding of‘ the illus-v 
trative embodiment about, to. be ‘described, ,or. 
will be indicated'in the ‘appended claims, and 
various advantages not referred‘ to herein will‘ 
occur-‘to one skilled in the‘art upon employ-f 
ment of the invention in practice. ' 
A preferred; embodiment of the ‘invention has; 

been‘ chosen for. purposes 1 of" illustration. and de-J 
scription- and'is shown in the. accompanying draw? 
ing, forming a part of the speci?cation, wherein 

' Fig. ,1 is a perspective view of an article illus 
trating a preferred embodiment pof'the'invention; 
‘Fig. 2 is an exploded sectional’view‘ showing 

the decorative members‘ about 'to‘ be'applied' to‘ . 
an article: V_ I _ a _ __ , .7 

Fig. 3‘ is an enlarged’ fragmentary sectional view 
showing the ornamentation inv the-‘recess of. an 
article prior to being secured therein; \ ‘ _. 

Fig; 3a is an’ enlarged‘v fragmentary; sectionalv 
view of a modi?ed‘ form of ornamentation in 
the‘ recess of an 
therein; 

vFig. 4‘ is a sectional view of an inlaid article;v 
Fig. 5 is an enlarged sectional view of alporal. 

tion of thednl‘aid article'shownin Fig.4: and‘? 
Fig. 6~ is a sectional‘ view of 'avrnodi?ed' form of '_ 

inlaid article. ' I . 

The proportions of the parts illustrated in Figs. 
2-6, and even'more particularly in Figs; 3 and 5, 
have been exaggerated more clearly to bring out 
the features of' the- invention. ' 
Referring more particularly'to' the drawing,_' 

there ‘is shown an article I provided with‘ a deco‘ 
ration 2" having a raised design- 4' thereon. ' The 
present decoration is' particularlyvadapted for‘ 
application to'articles made from synthetic mold 
ing compounds such' as‘pyroxylin, formaldehyde ‘ 
or urea resins;_hard rubber, cellulose ‘acetate, 
casein, and the like; It is to be understood, how 
ever, that the application of the design is not, 

‘ limited to such compbundsybut that'such sub 

an. article. inlaid‘ with ' an. ornament‘ having an‘ ' 
improved type ,of raised design ‘thereon. 
A still further object: of~the> invention is to 

provide a new and improved'method of achieving 
an inlaid decoration with an improved design 
thereon. ' ‘ ‘ " ' ' ' 

other and, further. objects- qfrlthe. invention will ' 
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stances as linoleum, ‘wood; metal and other ‘ma 
terials may also be inlaid; Further, in th‘e'pres- ~ 
ent application the invention is shown as being 
applied to an article similar ‘to aipowdef box , 
cover but it will be clear- that it; maybe applied ‘ V 
to objects generally regardless of their shape‘ 
or contour and regardless of the contour of'the' 
design. 
The article I to be: inlaid‘ is’ preferably pro- _ 

vicled'v with a‘ recess 50f a si'zei-suitable'to receive T 
the decoration to be appliedto the article. With l 
‘certain types of materials ‘the recess may? be" 
molded at the timethearticle‘is moldedand'it': 
maybe formed‘ in other materials in any suit." 

article prior to ‘being, secured , 



2 
able'in‘anner: It will generally be desirable to 

' have the recess 5 of a shape corresponding to 
. that of the decoration to be inlaid. ' 

The inlay may comprise an ornament mem 
ber 'I, is preferably made of metal or some other 
relatively hard material, and may ?t freely into 
the recess 5 of the article to rest on the bottom 
thereof. ‘The ornament, member ,7, preferably 
has a depressed‘ledge or shelf 8 at the periphery 
‘thereof to form a seat for a holding member to 
be described. Providing the ornament member 
‘I with an embossed or outstruck design 4 en-. 
hances its appearance as this provides a pleas 
ing raised or has relief effect and making the 
raised portion 4 of a diiferen't color from that 

rative effect. -1_ ‘ 1 _. v » . 

A holding member ID is adapted to secure the 
ornament member ‘I in position and to serve 
also as contrasting ornamentation. 

holding member .III in assembled relation in a 
recess 5 prior to interlocking the parts- It will 
be noted thatthe holding member ID conforms 
generally to the? shape of 'thef'marginal portions 
or periphery of the ornament member ‘I and that 
it is shown as ?tting freely into the recess 5 of 
the article I to .rest against the-ledge or shelf 8, 
of the ornament ‘I.’ The holding member, like the 
ornament member ‘I, is-preferably made of metal 
and. has a smooth upper surface and a substan 
tially channel-shaped underside, the legs II and 
I3 forming the respective inner and outer legs 
of the channel. These inner and outer legs pref 
erably terminate in relatively sharp edges I2 
and I5, the outer leg being slightly longer than 
the inner ‘leg. . . . 

To fasten or interlock the ornament member 
‘I and holding member III with an article I, the’ 
parts are placed uponan anvil- or other. support, 
in the relation shown in Fig. 3, and a pressing 
member (not shown)_ is moved downwardly 
against the upper surface of holding member I0. 
Downwardv movement ofthe: pressing member 
tends to ?atten the holding member and to cause 
vthe legs II and‘I3‘ to spread outwardly with re- 
spect to eachother. Inward movement of the 
inner leg II is limited, however, by the upwardly 
extending wall I 'I at one side of the ledge 8 of 
the ornament member, ‘I. and the free edge I2 
thereon presses‘downwardly into the surface of 
the ornament member to insure a ?rm locking 
together of the parts.» As the outer leg I3 spreads, 
it comes into engagement with a -wall I4 of'the 
recess 5; continued downward movement of a 
pressing member and ?attening-of the holding‘ 
member causes the outer leg I3 to dig into the 
wall I 4. Where the outer leg I3 projects over 
the edge of an ornament member 'I, as in Fig.8, 
the adjacent upper corner of the ornament mem; 
ber assists in guiding the leg I3 outwardly into 
engagement with a recess wall I4. 
The inner leg I I may be omitted, if desired, 

and a‘holding member Illa like that shown in 
Fig. 3a utilized to lock the parts together. The 
parts shown in Fig. 3a are preferably pressed 
and locked together in the same manner as the 
preferred embodiment. 
.The pressure applied against the holding mem 

in instances‘ wherethe article is made from mold 
ing‘ compounds,‘ the pressure applying means , 
may be heated so as to heat the holdingmember. 
and also slightly soften the article adjacent the 

Fig.‘ shows the article I,’ ornament member ‘I and 
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of the other parts further enhances the deco 
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holder; This facilitates penetration of the free 
edge I5 of the outer leg I3. ' 
In some instances it may be desired to further 

enhance the appearance of the decoration by 
utilizing an ornament having portions thereof 
disposed interiorly of the holding member I 0 
curved or domed slightly upwardly (Fig. 6). The 
curved'e?ect is preferably'obtained by forming 
an ornament member into the desired shape at 
the time that it is stamped out of a sheet of 
material. ' 

v The curved effect may also be obtained during 
the inlaying operation as hereinafter set forth. 
.When the outer leg I3 of a holding member I0 
is ?rmly in engagement with the wall I4 of a 
recess'5, continued ?attening of the holding 
member tends to force the inner leg II radially 

‘ ' inwardly against the upright portion I ‘I on the 

20 
ornament member. The inwardly acting force 
occurs» about the periphery of the ornament 
member 'I and causes the central or interiorly 
disposed portions thereof to curve upwardly in 
the direction of least resistance. In this method 

_ it is necessary that the proportions of an orna 
25 ment member with its ledge 8 and of a holding 

member Ill be such that ?attening of the hold 
ing member will so contact the side II of the 
ornament member as'to cause upward curving 

,thereof. . In both the curved and uncurved em 
30 
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bodiments of the invention the inner siderof the 
holding member ID grips tightly against the 
ridge I‘! of the ornament member III to lock the 
ornament member ?rmly in position. 
In ?nal form, the ornament member ‘I is held 

in position by the holding member I 0, which 
latter member rests against the ledge or shelf 8 
adjacent the periphery of the ornament member 
1. The upper surface of the holding member 

_ I0 is substantially flush with adjacent interiorly 
40: 

Q. 

50. 

55 

disposed portions of the ornament member ‘I so 
as to‘provide a smooth decoration of unitary ap 
pearance; The inner leg of the holding member 
I0' is interlocked with’ the ornament member. 

. and the outer leg is in engagement with the re 
' cess wall I II. A securely interlocked assembly of 
parts is thus obtained. 
A brass holding member ID and copper orna 

ment member ‘I is a combination of materials 
ductile enough to produce. a ‘pleasing curve of the 
ornament member, in instances where such is 
desired, and also a secure engagement of a hold 
ing member I 0 with the ornament and with a 
wall of an article. Any suitable metals may be 
utilized. 
By making the holding member ID a different 

color than the ornament member ‘I, various con 
trasting decorative effects may be obtained. A 

' blue ornament member with a raised. chromium 
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her v‘I may be a steady pressure or tapping and, - 
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plated design thereon, and a chromium plated 
holding member is an effective color combina 
tion. Coatings of contrasting color may also 
be effectively used. ~While the term “ornament 
member” has been applied to the member 1 
and the term “holding member” to the member 
II], it will be clear that both are, in effect, orna 
ment members; the 'member I 0 is I 
member‘in addition. 

It will be seen that the present invention pro- ‘ 
vides a new and improved inlaid article'and method 
of inlaying. The holding member serves the two 
fold purpose of holding the‘inlay in place and 
at the same time forms a component part of 
the design. The ‘cost of inlaying and the cost of ‘ 
the parts are su?'iciently low so that they may 
be adopted in mass production of articles with 

:a holding . 
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out unduly increasing the cost thereof. The 
multi-component design lends itself to various 
con?gurations and to contrasting colors not pos 
sible heretofore. In addition, the inlay is rugged 
in construction and fully capable of withstand 
ing the rough usage and the various climatic 
conditions to which it may be subjected. 
As various changes may be made in the form, 

construction and arrangement of the parts herein 
without departing from the spirit and scope of 
the invention and without sacri?cing any of its 
advantages, it is to be understood that all matter 
herein is to be interpreted as illustrative and 
not in a limiting sense. 

. Having thus described my invention, I claim: 
1. An article of manufacture comprising, in 

combination, a member having a recess adapted 
to receive an ornament member, an ornament 
member in said recess, and a substantially chan 
nel-shaped holding member extending over a por 
tion of said ornament member with said chan 
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nel facing the plane of said ornament member > 
and with a leg portion adjacent the inner edge 
of said holding member interlocked with said' 
ornament member and with a leg portion adja 
cent the outer edge thereof in engagement with 
a wall of said recess to retain the ornament mem 
ber in said recess. 

2. An article of manufacture comprising, in 
combination, a member having a recess adapted 
to receive an ornament member, an ornament 
member in said recess, and a holding member 
extending over a portion of said ornament mem 
ber with leg portions at the respective edges 
thereof and with the leg portion adjacent the 
inner edge thereof interlocked with said orna 
ment member and with the leg portion adjacent 
the outer edge thereof extending into a wall of 
said recess adjacent the upper surface of the 
ornament to lock said members together and re 
tain the ornament member in said recess. 

3. An article of manufacture comprising,‘ in 
combination, a member having a recess adapted 
to contain an ornament member, an ornament 
member in said recess, and a comparatively nar 
row substantially planar member with the major 
part thereof overlying said ornament member 
and having a shape conforming generally to the 
shape of the marginal portions of said ornament 
member with a downwardly projecting inner edge 
engaging said ornament member and with a rela 
tively sharp outwardly divergent free outer edge 
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thereof embedded into the side of said recess 
adjacent the upper surface of the ornament mem 
ber to retain said ornament member in the recess. 

4. An article of manufacture comprising, in 
combination, a member having a recess adapted 
to receive an ornament member, an ornament 
member in said recess having a ledge at portions 
of the periphery thereof adapted to form a seat 
for a holding member, and a holding member 
seated on said ledge with portions at the inner, 
edge thereof in abutment with a wall of said 
ledge and in interlocking engagement with said 
ornament member and with portions at the outer 
edge thereof in engagement with a wall of said 
recess. ‘ 

5. An article of manufacture comprising, in ' 
combination, a member having a relatively shal 
low recess adapted to receive an ornament mem 
ber, an ornament member in said recess having 
a centrally disposed portion with a depressed 
ledge at portions of the periphery thereof adapted 
to form a seat for a holding member, and a hold 
ing member seated on said ledge with the upper 
surface thereof substantially ?ush with adjacent 
centrally disposed portions of the ornament mem 
ber and with portions at the outer edge thereof 
embedded in a wall of said recess. 

6. The method of inlaying decorations which 
comprises providing a member with a recess, plac 
ing an ornament in said recess, placing an aper 
tured holding member on said ornament, and 
pressing said holding member toward said orna 
ment to cause an outer edge of the holding mem 
ber to engage the side wall of said recess, thereby 
to move upwardly portions of the ornament dis 
posed within the » apertures of said holding 

~ member. 
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7. The method of inlaying decorations which 
comprises providing a, member with a recess, 
placing an ornament member in ‘said recess, plac 
ing an apertured holding member having a pro 
jection at one side thereof on said ornament 
member, pressing said holding member toward I 
said ornament member to cause the projection 
thereon to tend to dig into the wall of said recess 
and continuing to press said holding member to 
ward said ornament member to cause to move up 
wardly portions of the ornament member dis 
posed within the aperture of said holding 
member. 

JAMES J. LARMOUR. 


