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5 Claims. (Cl. 164-124l 
The present invention relates to paper per 

forators, and is more particularly directed to 
ward perforators suitable for use with ring 
binders to punch holes in sheets of paper whereby 
the sheets may have holes to ilt the rings of the 
ring binder. 
The present invention contemplates a device 

i for this purpose adapted to be carried by the 
ring binder and having a number of perforators 
corresponding in number with the number of 
rings employed in the binder and spaced ac 
cording to the spacing of the rings of the binder. 

'I‘he present invention also contemplates that 
each perforating device will be embodied in a 
single piece of stiiî, but resilient, sheet metal 
punched and folded to shape so that not only 
can it be held captive by the ring of the ring 
binder, but it can be secured to a rod which 
holds all the perforators in proper relative posi 
tion. The perforating devices each have an up 
wardly drawn apertured die, a downwardly drawn 
mating punch and preferably a stop limiting the 
insertion of the paper. 
The accompanying drawing shows, for pur 

poses of illustrating the` present invention, an 
embodiment in which the invention may take 
form, it being understood that, the drawing is 
illustrative of the invention rather than limiting 
the same. „ 

In this drawing: 
Figure 1 is a top plan view showing the com 

plete perforator carried on a.y ring binder; 
Figure 2 is a side elevational view of one of the 

perforators showing it mounted on the rod; 
Figure 3 is a top plan view of the structure of 

Figure 2 showing a sheet of paper inserted; 
Figure 4 is a cross sectional view through a ring 

binder and showing the periorator in use; 
Figure 5 is a fragmentary view similar to Figure 

4 showing the punch and die of the perforator 
moved toward one another to punch a hole in the 
sheet; . , 

Figure 6 is a sectional View on the line 6-6 of 
Figure 5; and 
Figure 'I is a developed view showing the blank 

from which one of the períorators is made. 
In the drawing the reference character l0 des 

ignates the rings, the reference character Il the 
ring holder and the reference character I2 the 
cover of a conventional ring binder. , 
This binder is indicated as having three rings 

‘and each ring Il is associated with a perforator 
designated generally by the letter P. These per 
forators are carried on a rod or wire I3, and, 
while the wire is tightly gripped by the perfora 

tors, the perforators are slidable along the wire, 
if necessary, to bring them to the proper position 

, to have them ñt the rings. 
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Each perforator is made out of a sheet metal 
blank such as illustrated at 2li in Figure 7. This 
blank is rectangular and is provided with a hole 
at 2|, a hole at 22, and is slitted along the full 
lines indicated at 23, 2l and 25. The portion of 
the blank'to the left of the dotted line 26--26 is 
bent over on to the part to Ithe right of this line 
26 to form the perforator shown more in detail 
in the other iigures of the drawing. 
The hole provided at 2| is drawn upwardly, as 

appears more clearly in Figures 4 and 5, to pro 
vide a round die of the proper size of the hole 
to be punched in the paper. The hole 22 is drawn 
in the same direction, but owing to the bending 
of the sheet the hole 22 now becomes a down 
wardly extending punch adapted to mate the die 
2|. 'I'he material between the slits 23 and 24 re 
mains in the original plane of the right hand por 
tion of the blank shown in Figure 7, while the 
material outside the cut 23 folds over on top, as 
will be obvious. The material which connected 
the left and right hand portions ofy the blank 
along the lines 26 now forms a closed end of the 
U which connects the upper and lower sides 21 
and 28 of the perforator and acts as a resilient 
hinge when pressure is applied to the lower ele 
ment 28 to press it down toward the lower element 
2l. The material inside the cut 2l is bent around 
the rod or wire I3 to form a knuckle 29, thereby 
leaving a hole 30 adapted to accommodate the 
ring I 0 of the ring binder. The materialinside 
the slits 25 of Figure 7 is bent up, as indicated at 
3|, to form a stop for the sheet of paper. 
When the proper number of perforators P 

have been secured on the wire or rod and moved 
along it to be in the right position, the device 
may be readily received on the rings of the ring 
binder and remain with the ring binder, if de 
sired. 'I'hey are then readily available for use 
in punching holes in sheets of paper to iii; the 
binder. All that is necessary is to insert the 
sheet of paper> a sumcient amount to bring its 
edge against one or more of the stops 3 I , and then 
pressure may be applied by the thumb to force 
the punch down through the paper, the bottom 
of the device being pressed against the cover of 
the binder or the comparatively stiff protective 
sheet of hard board furnished with many bind 
ers. Owing to the stiiîness of the wire all the 
perforators are disposed in a line and the centers 
of the holes are lineacentric. y 

Since it is obvious that the invention may be 



2 aar-asis 
embodied in> other iorms and constructions 
within the scope oi the claims, I wish it to be 
understood that the particular form shown is 
but one of these forms, and various modifications 
and changes being possible, I do not otherwise 
limit myself in any way with respect thereto. 
What is claimed is: ' 
1. A >device for use with ring binders compris 

ing a stiiI wire of a length greater than the spac 
ing of the most distant rings. a plurality oi sheet 
metal members slidable along the wire so as to 
space them the same as the rings, each member 
having ahole to one side of the wire and adapted 

„ to receive one oi the rings so that the device can 
be carried with the ring binder, and a U-shaped 
paper perforator on the other side of the wire, 
the periorators being adapted to punch holes in 
a sheet of paper at spacings corresponding to the 
rings.onesideofthe U havingapunch andthe 
other side a cooperative die, the hole carrying 
end being an extension ot the die portion o! the 
perforator. 

2. A captive pertorator for use with ring 
binders to perforate a plurality of holes in a 
paper sheet to ñt the binder, comprising a plu 
rality of sheet metal memberscorresponding in 
number to the rings of the binder. a rod on 
which the said members are carried, each mem 
ber having an eye to one side of the rod adapted 
to receive a ring of the binder and on the oppo 
sitesideoitherodadie,apunchabovethedie 
and a stop struck up out of the sheet metall and 
iimitingthedistanceasheetoipapermaybein 
serted ,between the punch and die, the punches 
anddieshavinglikerelationswiththeeyesso 
thatthespaclngoitheholespimchedisthat of 
the rings. 

3. A captive perforator for paper made from a 
single sheet of stiß. but resilient sheet metal, 
bent intermediate its ends to U-shaped form, 
with one side above the other, the lower side 
having an upwardly drawn apertured die, the 
upper side having a mating punch normally 

spaced above the die to admit a sheet o! paper 
_ and pressable into the die to punch a hole in the 
paper, the perforator having an extension from 
the lower side beyond the closed end of the U, 
said extension having an opening formed by up 
wardly bending a prong cut out of the sheet, the 
upper side having an opening corresponding with 
the outer edge of the extension. 

4. A paper perforator made of a single Piece 
of stitl resilient sheet -metal and having a lower 
iiat portion with a wide end and a narrow end. 
the wide end having an upwardly drawn aper 
tured die, and an upwardly bent stop, the narrow 
end having an upwardly bent prong formed to 
provide a hinge knuckle, and an upper iiat por 
tion connected to the bottom portion outside the 
width of the said narrow end by portions oi the 
sheet bent through 180’ and having a down 
wardly draw punchmating the die in the lower 
i‘lat portion. . 

5. A device for punching paper for use with a 
ring or post binding device comprising a plurality 
of punches corresponding in number with the 
number of posts or rings in the binder. and 
astiiiwiretowhichthepunchesareslid 

beingpiereedatapointcoincidentalwiththe 
p1mchtotormadle,eachp\mchhavmgapiereed 
tabcutoutofthe“punoh"sldeottheuandin 
thepianeotthe“die"sideoftheuandadapted 
tolooselyreeeivetheringsorpostsotthebind 
ingdevice,thematerialremovedinpiercingthe 
tabbeingbent over the wire. other material from 
the "die" side of the U being bent toward the 
"pun ” side to provide a stop against which the 

‘0 material to be pierced is brought to bear so that 
the hole when pierced has a predetermined re 
lationship relative to the edge of the sheet. 
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