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1 Claim. ((1155-65) ' 

This invention relates to child’s hobbyhorse. 
An object of this invention is to provide a, 

hobbyhorse on which a child can sit and swing. 
A further object of this invention is to provide 

a hobbyhorse of the character described which is 
suspended by chains or ropes and provided with 
an adjustable foot rest-for different size children. 
Yet a further object of this invention is to pro 

vide a hobbyhorse of'the character described pro 
vided with a pipe ?xed to the horse’s head and 10 
running therethrough and a rod passing through I 
the pipe, and a pair of ropes attached to the ends 
of the rod which project beyond the pipe, the 
construction being such that the rod is removable 
from the pipe so that the horse may be‘ taken off 
its suspension. 

Still another object of this invention is to pro 
vide a strong, rugged and attractive hobbyhorse 
of the character described which shall be rela 
tively inexpensive to manufacture, amusing to 
play with and practical and e?icient to a high de 
gree in use. _ 

Other objects of this invention will in part be 
obvious and in'part hereinafter pointed out. 
The invention accordingly consists in the fea 

tures of construction, combinations of elements, 
and arrangement of parts which will be exempli 
fled‘ in the construction hereinafter described, _ 
and of which the scope‘of application will be in 
dicated in the following claim. 
In the accompanying ‘drawing, in which is 

shown one of the various possible illustrative em 
bodiments of this invention, 

Fig. 1 is a perspective view of a hobbyhorse em 
bodying the invention; 

Fig. 2 is a top plan view thereof; and 

shown in the drawing are shaped and decorated 
to simulate the front part of the horse, that is 
a head 23, a neck 24, chest or shoulder portion 
25, and front leg portion 29. 
The bolt 29 passes through the chest portion 25 

of part I I as shown in the drawing. 
The leg portion 26 is formed with three verti 

cally spaced through openings 29. Extending 
through one of the openings is a transverse rod 
29 which serves as a foot rest for a child sitting 
on the hobbyhorse. The rod 29 is adjustable in 

7 height since it may be placed in any one of the 
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openings 29. The rod 29 preferably has a push 
or friction ?t within ‘the ‘openings 28 so that it will 
stay inplace when inserted into one of the open‘ 
ings. 
.The neck portion 24 of the horse is formed with 

a through opening 3| and extending therethrough 
is a pipe 32 which may be ?xed to the horse by a 
drive or force ?t within the opening 3 I. Extend 
ing through the pipe 32 is a rod 33 which extends 
beyond the pipe at both ends. ~ 
A pair of suspension ropes 35 may be provided 

with snaps 36 at their lower ends engaging the 
projecting ends of rod 33. Cotter pins 31 on the 
ends of rod 33 prevent the snaps from sliding off 
the rod. It will be understood however, that the 
snaps may be disengaged from the rod and the 
rod pulled out of the pipe 32 when it is desired 
to remove the horse from the suspension. The 
rear end of the horse may be suspended by means 
of a hook it ?xed to the rear end of .body l2. 
A third rope ll may be provided with a snap 

hook 42 at its bottom end engaging the hook or 
eye 40. On top of the body l2 may be attached a 

‘ seat or saddle 45 on which the child sits. 
Fig. 3 is a. cross-sectional’ view. taken on line I 

3-3‘0f Fig. 1. , . I 

Referring now in detail to the drawing, l0 des 
ignates a hobbyhorse embodying the invention. 
The same comprises a front part II simulating 
the horse’s head, shoulders and front legs, a body 
portion l2 hinged to the front part in the man 
'ner hereinafter appearing, and a pair of hind 
legs l3, and i4 hinged to the rear of the body on 
opposite sides thereof as will be explained in 
greater detail hereinafter. ' 
The front part II comprises a pair of spaced ‘ 

parallel similar boards 16 with intervening ?ller 
board I1 nailed thereto. The ?ller board I] is 
cut away as at 18 to receive the front portion of 
the body I 2 which is insertedbetween the boards 
IS. The body I2 is pivoted \to member II by 
means of a transverse bolt 20, passing through 
the board l8 and the body l2. The boards l8 as 
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The hind legs l3 and I4 are pivoted to the body 
l2 by means of‘a transverse bolt 50. Said hind 
legs are separately swingable and are disposed on 
opposite sides of the body l2. 
Motion is created by pressure from the child’s 

feet on the rod 29 and by pushing or'pulling with 
hands on pipe 32. The length of the swing is 
governed by the length of chains or ropes by » 
which the horse is suspended. 
The head 23, neck-24, shoulder 25 and front 

leg portion‘ 26 consisting a single lever which‘ 
pivots on the bolt 20, so that upper arm of the 
lever will rock back and forth when pressure is 
applied on the foot bar 29 by the feet of the rider, 
or when pressure is applied on both the handle 
bar or pipe 32 and the foot bar. The seat 45 is 
supported on the horizontally disposed body por 
tion [2, .which also constitutes a lever. The rear 
leg portion I4 constitutes a free swinging lever,_ 



2 
being wholly supported by the bolt ‘ID. The front 
lever is supported by two parallel ropes and the 
body portion or horizontal lever is supported by 
a single rope. _ 

It will thus be seen that there is provided a 
device in which the several objects of this inven 
tion are achieved, and which is well adapted to 
meet the conditions of practical use. . 
As various possible embodiments might be made 

of the above invention, and as various changes 
might be made in the embodiment above set forth, 
it is to be understood that all matter herein set 
forth or shown in the accompanying drawing is 
to be interpreted as illustrative and. not in a lim 
iting sense. 
Having thus described my invention,‘ Ivclaim‘ 

as new and desire to secure by Letters Patent: 
A swinging hobbyhorse consisting of a vertical 

lever constructed to simulate the head, front 
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shoulder and front legs of an animal, said lever 
having a cavity midway of its ends extending 
through the rear edge of said lever. a horizontal 
lever constructed to simulate the body of an ani 

‘ mal and having its forward end disposed in said 
cavity and pivoted to said vertical lever, a third 
lever constructed to simulate the rear legs or an 
animal and having a longitudinal slot in its upper 
end which receives the rear end of the horizontal 
lever and which is pivoted thereto to freely swing 
on the horizontal lever,_-a rope for suspending the 
rear end of the horizontal lever, a handle bar 
extending across the upper part or the vertical 
lever, a rope connected to each 01' the outer ends 
of the handle bar for suspending the vertical lever 
for swinging, and a foot bar extending from oppo- . 
site sides or the vertical lever below the pivot 
connection thereof with the horizontal lever. 

‘ WILLIAM M. DEN'I‘ON. 


