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1 
The invention herein disclosed relates to gloves 

and particularly to what have here been termed 
changeable or convertible gloves. 

Objects of the invention are to provide a prac 
tical and desirable form of glove, which will be 
capable of being readily converted from one type 
or style to another, such as from a simple hand 
glove, to one of bracelet length, or elbow length 
or to formal full arm length and which by reason 
of such conversion possibilities, will have wide 
usefulness, as for wear with diiferent costumes 
or for use at different times of day or on different 

occasions. 
Other objects of the invention will appear in 

the course of the following speci?cation. 
The drawings accompanying and forming part 

of the speci?cation illustrate certain practical 
embodiments of the invention, but it will be ap 
preciated that many modi?cations and changes 
are possible, all within the true intent and broad 
scope of the invention, as hereinafter de?ned and 

claimed. 
Fig. 1 is a view of the glove as in use for formal 

wear. 
Fig. 2 is an illustration showing the wrist sec 

tion of the glove omitted, as for display of a 
bracelet, wrist watch or the like. 

Fig. 3 is a view in elevation 
converted to elbow length. 

Fig. 4 is an elevation illustrating a modi?ca 
tion in the way of matching the different glove 

sections. - 
Fig. 5 is a broken sectional detail illustrating 

one method of detachably connecting the differ 
ent glove sections. 

Fig. 6 is a cross sectional detail on substantially 
the plane of line 6-6 of Fig. 3. 
As will be clear from the several views, the in 

vention comprises a hand covering 1, and a, series 
of attachable sleeve additions such as 8, 9, Ill. 
The sleeve sections may be all alike in size and 

mechanical structure and therefore interchange 
able one for the other. 
As shown, they are of tapered cuff-like form, 

adapted the smaller end of one to ?t into the 
larger end of another. 'They may be releasably 
connected in this relation by any usual or spe 
cial fastening means, such as buttons, cords, rib 
bons, straps or the snap fasteners, such as shown 

at l l. 
The hand covering 1, may be a complete glove 

or a mitten, mitt, or the like, but in any instance, 
it is preferably made with a ‘cuff such as shown 

showing the glove 
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2 
at l2, for attachment of the ?rst, bracelet or 
wrist section or covering 8. ’ 
The three additional glove sections, such as the 

bracelet or wrist covering 8, the elbow covering 
9, and the upper arm covering it! of Fig. 1, may 
all be of the same color and texture, that is, of 
axactly the same material, so as to match per 
fectly and present a desirable formal appearance. 
One or more sections, such as the lower wrist 

covering section 8, may be omitted, as for display 
of a bracelet, wristwatch or the like, as illustrated 
in Fig. 2. In order to hold the upper section 
or sections more readily in place on the arm un 
der such circumstances, the upper section or sec 
tions, or if they are all completely interchange 
able, all the sections may be equipped with an 
arm encircling strap and buckle, or with fold 
closing strap fasteners, such as illustrated at 
l3. 

Fig. 3 shows the glove modi?ed to elbow length 
vby omission of the upper arm covering section 
10, and it will be clear that further modi?cation 
is possible by omission of either or both the elbow 
section 9, and/or the Wrist section 8. 
The several arm covering sections may be of 

different materials and colors and may be com 
bined in different ways to produce different ar 
tistic and more or less striking effects, for ex 
ample, to match or to contrast with different 
costumes and to accord with different occasions 
or to express different moods. 
The conversion from one style of glove, such 

as from business or street wear to formal or 
semi-formal use can be quickly effected. The 
additional or different sections may be easily 
carried in the pocketbook and be slipped in place 
or be removed, as desired. Some or all or any 
part of any may be of transparent or semi-trans 
parent material or be of lacy or gossamer-like 
character, as for example, to contrast with 
heavier, less or non-transparent sections, 
The several sections, including the cu?’ portion 

of the hand covering, may be decorated, as by sur 
face decorations, con?gurations or the like, to 
more or less match or constitute decorative ex 
tensions, one of the other. Thus as shown in Fig. 
4, the cuff portion l2, of the hand covering may 

i be notched in the edge as at It, and added sec 
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tions, such as 8 and 9, may be similarly notched 
as at i5, and have decorated designs It, applied 
in line with or as prolongations of such notches, 
to produce a decorative whole when combined in 
the intended relation. 
While snap fasteners are convenient and prac 
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tical for detachably connecting the various glove 
sections or for gathering or contracting the sec 
tions on the arm, it is contemplated that various 
other fastenings or securing means may be em— 
ployed and particularly those of an ornamental 
character, in the nature of and links, studs, 
straps, loops, fancy buttons or the like. The vari 
ous sections may be of light or heavy materials, 
depending on the use. Thus some or all the sec 
tions may be? ?reproof, acid-proof, waterproof or 
of other special materials, and they may be rein 
forced for special uses. Plastic and elastic ma 
terials also may be used. The ready interchange 
ability of the several sections enables a wide 
variety of changes to be made from a compara— 
tively small number of the glove sections. The 
sections may vary in length and number, as for 
children’s Wear and they may vary in shape, for 
instance, be more nearly cylindrical than the 
fully tapered shapes illustrated. Instead of fit 
ting:more,or less loosely, they may be made to 
?t closely or snugly and instead, of- being smooth 
orrplain, they maybe gathered,v crushed or. ruf 
?ed. The’ snap: fastenings or other: devices em. 
ployed forv connecting the sections together may 
be located at the sides of the arm, that is, where 

side seams in- the sections would ordinarily be-placed. 
What is claimed is: 
The. herein, disclosed.‘ convertible glove com-, 
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Wardly tapering elbow covering section having its 
smaller end entered in the larger end of the 
wrist covering section and a downwardly taper 

ing section, arm covering 
sections being cooperatively related in a costum 
ing sense and being independently separately re 
movable, replaceable and interchangeable to en— 
able conversion and variation in costuming ef 
fects. 
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