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1 
This invention relates to a garment hanger. 
More particularly it is an object of the inven 

tlon to provide supplemental supports on a stand 
ard garment hanger to serve as pants hangers or 
skirt hangers and the like. 

It is an object to provide a supplemental sup 
port which is adjustable but which in overall con 
struction is extremely simple and inexpensive to 
manufacture. 
Other objects and features of the invention re 

late to details of construction which will be evi 
dent in the following description and claims. 
In the drawings: 
Figures 1, 2 and 3 show three embodiments of 

the invention. 
Figures 4 and 5 are sectional views taken on 

lines 4-4 and 5-5 of Figure 1. 
Figure 6 is a sectional view taken on line 6-6 

of Figure 2. 
Figure 7 illustrates the manner in which a gar 

ment is frictionally engaged by a supplemental 
supporter. 
Figure 8 is a sectional view on line 8-8 of Fig 

ure 3. 
In Figure 1 a wire hanger of standard shape is 

shown with a suspension member ID and garment 
supporting arms H and I2. These arms are each 
provided with a horizontal extension l3 which is 
received in a slot M in a horizontal cross-bar or 
connecting means l5. Also received in the slot is 
a relatively thin panel i6 which is supported by 
the connecting bar l5 below the hanger. Each 
end of the bar I5 is slotted at I‘! and slidable in 
these slots is a spring member ‘20 which is shown 
best in Figure 4. The spring member 20 is formed 
in the shape of a U with bight portion 2| and 
legs 22 and 23. Each of the legs is turned in 
wardly to provide portions 24 and 25 having ends 
26 and 27 which frictionally engage the lower por 
tion of bar l5. The portions 24 and 25 also fric 
tionally engage the panel I6 by reason of the in 
h'erent resilience of the spring material. 
The spring members '22 are slidable in slots H 

to various positions along the bar [5 and may 
be used as shown in Figure '7 to clamp garments. 
If desired, the springs 22 may be used without 
the panel l6 so that the members 24, and 25 will 
operate to hold articles between their facing sur-, 
faces. 
In Figure 2 a slightly diiferent hanger con 

struction is shown with a suspension member 30 
hooked around a single panel 3| cut out in the 
shape of a coat hanger and slotted at 32 and 33 
to receive the spring clips 22. I 
In Figure 3 another modi?cation is shown. 
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2 
The hanger here illustrated is composed of the 
suspension member 30 wrapped around a top 
connecting bar and garment support 40, each end 
of which is held in a slotted vertical piece 4!. 
The lower ends of the pieces 4| are connected 
by a flat panel 42 slotted at 43 and 44 for the re 
taining springs 22. The operation of the hanger 
shown in Figures 2 and 3 is the same as described 
in connection with‘ Figure 1. The particular em 
bodiment preferred depends on the material 
available for manufacture. 

It will be understood that the device may be 
made of numerous materials. The ?at portions 
may be made of ply wood or of sheet aluminum 
which is being produced now in large quantities. 
Sheet aluminum can be used to replace parts l5 
and I6 shown in Figure 1 and the top edge rolled 
to receive projections l3 of the members H 
and I2. 

I claim: 
1. A garment hanger comprising a suspension 

member, a horizontal cross bar, shoulder support 
ing arms comprising wires leading from the sus 
pension means to a recess within the ends of the 
cross bar, slots in each end of said cross bar, 
closed by said Wires, and clamping means at each 
end of said bar, retained by and slidable in said 
slots having portions arranged to bear against 
said bar to engage garments and the like. 

2. A garment hanger comprising a suspension 
member, a horizontal cross bar, shoulder support 
ing arms comprising wires leading from the sus 
pension means to a recess within the ends of the 
cross bar, slots in each end of said cross bar, 
closed by said wires, and clamping means 
at each end of said bar comprising a U-shaped 
double~leg member, the bight of which is retained 
and slidable in said slot, the legs of which are 
urged together by the resilience thereof. 

3. A garment hanger comprising a suspension 
member, a horizontal cross bar, shoulder support 
ing arms comprising wires leading from the sus 
pension means to a recess within the ends of the 
cross bar, slots in each end of said cross bar, 
closed by said wires, and clamping means at each 
end of said bar comprising a U-shaped double 
leg member, the bight of which is retained and 
slidable in said slot, the legs of which are urged 
together by the resilience thereof, and a panel 
supported by said bar between said legs to serve 
as a clamping surface. 

4. A garment hanger comprising, a garment 
support having side members extending outward 
ly and angularly downwardly and adapted to 
receive and hold a garment in suspended man 
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ner, a transverse member supported by the outer 
portions of the side members, said transverse 
member being disposed in a position spaced from 
the garment support, said transverse member in 
cluding a, lower portion of strip-like construction 
extending lengthwise of the transverse member 
and yieldabie means supported by the transverse 
member and having an engaging element dis 
posed adjacent one side of the strip-like portion, 
the engaging element being adapted to grip an 
article of clothing disposed between the strip 
like portion and the engaging element. 

5. A garment hanger comprising, a garment 

10 

support having side members extending outward- ' 
ly and angularly downwardly and adapted to 
receive and hold a garment in suspended man 
ner, a transverse member supported by the outer 
portions of the side members, said transverse 
member being disposed in a position spaced from 
the garment support, said transverse member in 
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4 
eluding a portion of strip-like construction ex 
tending lengthwise of the transverse member, 
spring means of inverted U-shape having the 
‘night portion suspended from the transverse. 
member, said spring means having the legs of 
the U fashioned to provide engaging elements on 
opposite sides of the strip-like portion, said en 
gaging elements adapted to frictionally engage 
and grip an article of clothing disposed between 
the strip-like portion and the engaging element. 
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