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'My invention relates to, an~improvedrburíal 
slipper and is particularly concerned with the 
production of an article of footwear which is of 
such construction that it will readily fit the foot 
of a deceased person. 
One of the objects of the invention is to provide 

a burial slipper which is made of materials of such 
nature and so related that the slipper may be 
stretched to fit wide ranges of sizes and shapes 
of the human foot. 
A slipper of this general category has been 

set forth in my prior Patent No. 2,215,135, dated 
September 17, 1940, wherein the sole and upper of 
the slipper were formed from a fabric interlaced 
throughout the entire area thereof with rubber 
threads or cords, thereby imparting insole elas 
ticity to both sole and upper. Under present day 
conditions, due to the requirement of considerable 
quantities of rubber in the manufacture of such a 
fabric, it is virtually impossible to obtain the 
same and, therefore, it is another object of the 
invention to provide a burial slipper in which the 
sole and upper are formed from fabric materials 
which, through stitching, are shirred or gathered 
to provide inherently a considerable degree of 
elasticity the fore part of the upper being ter 
minated in overlapping ties which are joined by 
an elastic tape positioned in a hem provided 
around th'e top edge of the upper, the construc 
tion providing a freely expansible slipper capable 
of readily conforming with the shape 'of the 
human foot and yet will require but a minimum 
of elastic material in its fabrication. 
For a further understanding of the invention, 

reference is to be had to the following description 
and the accompanying drawing, wherein: 

Fig. 1 is a perspective view of a slipper made ac 
cording to my invention; 

Fig. 2 is a top plan View thereof; 
Fig. 3 is a rear elevational View, partly in ver 

tical section, of the slipper; 
Fig. 4 is a fragmentary plan View disclosing the 

elastic strip employed in uniting the vamp ties 
of the slipper. 
Referring more particularly to the drawings, 

my improved burial slipper comprises a shaped 
outsole 5 which preferably comprises one or more 
layers of fabric. The marginal edges of said out 
sole are united by stitching 6, extending complete 
ly around said marginal edges to a fabric upper 
l. The same stitching may be employed to unite 
with the outsole a superposed layer 8 of soft 
cotton felting and an insole 9 may be placed on 
the felt layer 8 and retained in position thereon 
by the use of an adhesive. The insole may be 
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formedlfrom any fabricmateí‘ialïand is' preferably 
free“ from‘connection’with' the stitching‘ß. 
The upper is formed from a lightweight attrac 

tive fabric, such as silk chiffon, crepe or velvet 
and the counter and instep regions I0 and II at 
their forward edges are sticthed along their lower 
portions only as at I2 to the vamp I3. The vamp 
is shirred or gathered, as indicated at I4, around 
the lower marginal region thereof in order to pro 
vide for a considerable degree of elasticity or 
stretch of the same thus adapting the slipper 
to feet of varying sizes. Also, th'e vamp ls shaped 
to provide a pair of overlapping adjustable eX 
tension elements I5, which have their ends con 
nected as at I8 to a short length of elastic tape 
I6, the latter being concealed in a hem Il pro 
vided in the top edges of the counter and instep 
portions I0 and Il of the upper. 

Consideration of this construction will disclose 
that a very considerable degree of latitude is pro 
vided in the matter of allowing the upper of the 
slipper to expand from its normally contracted 
state in all directions so that the slipper may 
readily conform to th'e peculiarities of human 
feet of various sizes and conñgurations. The 
slipper is formed from materials so arranged as 
to present externally an attractive appearance 
and, moreover, the manufacturing cost thereof 
is very moderate. The fact that the slipper is so 
readily stretchable permits a mortician to carry 
but a limited number of sizes of slippers in stocl; 
in complying with the footwear requirements of 
deceased persons. 
While I have described the slipper as being par 

ticularly applicable for burial purposes, nev 
ertheless, by employing slightly heavier materials, 
the same is also used as a house slipper. In th'e 
main, the slipper is formed from non-critical 
materials and may be manufactured under pres 
ent day restrictions. 
Various other advantages will be apparent from 

the preceding description, the drawing and the 
following claims. 
Having thus described my invention, what I 

claim is. 
1. A slipper adapted for application to a Wide 

range of sizes and shapes of the human foot and 
comprising a fabric outsole, a fabric upper 
stitched to the marginal edges of said outsole, 
said upper embodying a counter and instep sec 
tion and a vamp, the forward edges of the instep 
section being stitched to the rear portions of the 
vamp along the lower portions only of said edges, 
there being a hem having open ends around the 
top edges of the counter and instep section of 
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the upper, said vamp being composed of over 
lapping extension elements which extend into 
the open ends of the hem, and a strip of elastic 
material positioned in said hem to extend around 
said counter and instep sections of the upper, 
the forward ends of said elastic strip being con 
nected with rear terminating ends of said ex 
tension elements. 

2. A slipper adapted for application to a wide 
range of sizes and shapes of the human foot, 
comprising a fabric outsole, a fabric upper 
stitched to the marginal edges of said outsole, 
said upper embodying a counter and instep sec 
tion and a vamp, the forward edges of the instep 
section being stitched to the rear portions of the 
vamp along the lower portions only of said edges, 
a hem having open ends extending around the 
top edges of the counter and instep section of 
the upper, said vamp being gathered or shirred 
adjacent to its points of connection with said 
outsole, said vamp being provided with over 
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lapping extension elements which extend into 
the open ends of the instep hem, and a strip of 
elastic material positioned in said hem to eX 
tend around said counter and instep section of 
the upper, the forward ends of said elastic strip 
being connected with rear terminating ends of 
said extension elements. 

CHARLES F. SCHULTE. 
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