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This invention relates to golf clubs and more 
particularly to an improved golf club which will 
give a better character of shot and which will 
have a longer life than clubs constructed as here_ 
tofore. 

It is the principal object of the present inven 
tion to provide a. golf club which will have a re 
silient head portion. 

It is a further object of the present invention 
to provide a golf club head which will have an 
improved resistance to impact shocks and which 
will aid the golfer in making the proper character 
of shots. 

It is a further object of. the present invention 
to provide a golf club head with which greater 
distance and better control of the ball can be 
obtained. 

It is a further object of the present invention 
to provide an improved handle or grip for golf 
clubs. 
Other objects of the invention will be apparent 

from the annexed speci?cation and claims. 
The nature and characteristic features of the 

invention will be more readily understcod from 
the following description, taken in connection 
with the accompanying drawing forming part 
hereof, in which: 

Figure 1 is a View in elevation of a golf club in 
accordance with the present invention; 

Fig. 2 is a vertical central sectional view 
through the handle or grip portion of the club; 

Fig. za is an enlarged fragmentary sectional 
view of the top portion shown in Fig. 2 illustrat 
ing certain details of Construction; 

Fig. 3 is a top or plan View of a club head in 
accordance with the present invention; 

Fig. 4 is a side View of the club head shown 
in Fig. 3 and illustrating the impact face; 

Fig. 5 is a transverse sectional View taken ap 
proxi'mately on the line 5-5 of Fig. 4; 

Fig. 6 is a, top or plan View of another form of 
club head in accordance with the present inven 
tion; 

Fig. '7 is a side View of the club head shown in 
Fig. 6 and illustrating the impact face; 

Fig. 8 is a transverse sectional view taken ap 
proximately on the line 8-8 of Fig. 7; 

Fig. 9 is a top or plan view of another form 
of club head in accordance with the present in 
Vention; 

Fig. 10 is a side view of the club head shown in 
Fig. 9; and_ 

Fig. 11 is a transverse sectíonal view taken ap 
proximately on the line l l--l I of Fig. 10. 

It will, of course, be understood that the de 
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2 
scription and drawing herein are illustrative 
merely, and that various modi?cations and 
changes may be made in the structure disclosed 
without departing from the spirit of the inven 
tion. 

Referring more particularly to the drawings, 
the golf club, in accordance with the present in 
vention, includes a handle or grip portion [5, a 
shaft !6, and a head ll. The shaft |6 preferably 
comprises a hollow metal tube and at the upper 
end is provided with a helical corrugation [9 with 
which a coil spring 20 is in tight gripping en 
gage'ment at the interior face thereof. The tube 
IS, at the gripping portion thereof, preferably is 
provided with a plurality of perforations 2l. The 
perforations 2! may be larger at their inner ends. 
In order to provide a hand grip the upper end of 
the tube !6 is covered with a, strip of rubber, 
natural or synthetic, or the like, which is vul 
canized in place under heat and pressure in such 
a manner that the rubber, or the like, is perma 
nently bonded to the metal tube, and provides a 
homogeneous cover 22_ Portions of the rubber, 
or the like, are forced into the perforations 2l 
during the vulcanizing operation and aid in 
maintaining a, permanent adherence of the rub 
ber, or the like, to the metal of the shaft IS. 
Other portions of the rubber, or the like, also 
are forced between the convolutions of the coil 
spring 20 beyond the end of the tube !6, and 
thus when vulcanized. form a permanently bonded 
handle or gripping portion 22. The external sur 
face of the cover 22 of rubber, or the like, is pref 
erably ?nished with suitable grinding wheels so 
as to have the desired tapered shape and to pro 
vide a slightly roughened surface for gripping 
with the hands. The covering 22 of rubber, or 
the like, thus provides a ?rm but resilient grip 
for the hands of the user. - 
In the form of the invention shown in Figs. 3 

to 8, inclusive, the club head l'l has a body portion 
38 with a shank portion 3l which is Secured to 
the shaft lE in any desired manner. The body 
portion 30 has a forwardly disposed face 32 to 
which a layer or strip 33 of resilient material, 
such as rubber, natural or synthetíc, or the like, 
is permanently bonded by vulcanizing or is per 
manently Secured in any other preferred manner. 
The layer or strip 33 provides a block of resilient 
material which substantially covers the forward 
face 32 of the body portion 30 and extends from 
the top to the bottom thereof. The layer 33 may 
have an extension 33a in engagement with the 
shank 3l. To the forward face of the strip 33 
a metal impact plate 34 is permanently bonded 
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by vulcanizing or is permanently secured in any 
other preferred manner. The metal plate 34 is 
substantially the same size as the forward face 
32 of the body portion 30 and extends in a manner 
to cover the strip or layer 33 except for the shank 
engaging portion 33a thereof. The outer or ex 
posed face of the plate 34 serves as an impact 
surface for contact with the golf ball. 
In the form of the invention shown in Figs. 6, 

7 and 8 the body portion 30 of the club head ll 
has a plurality of openings or holes 35 there 
through, and preferably larger at their outer ends, 
through which the resilient material 33 extends 
for providing a greater holding ability after the 
rubber, or the like, has been vulcanized in position. 
The metal impact plate 34 may also be provided 
with a plurality of openings or holes 35 there 
through, larger at their outer ends, for providing 
a greater holding ability as well as for providing 
a rougher face on the exposed impact face of the 
plate 34. › 

In the form of the invention shown in Figs. 9, 
10 and 11, the forward plate 34 is omitted, the 
resilient material 33 bonded to the body portion 
30 providing a resilient impact face 33b for con 
tact with the golf ball. The resilient material 33 
may also be extended below the body portion 30 
as at 36 to provide a wear resisting lower edge 
in the use of the club. 

I claim: 
1. In a golf club head, a metallic block having 

a body portion with a shank extending therefrom 
for the attachment of a handle, said body portion 
having a forwardly disposed face extending across 
substantially the entire front of said body portion, 
a compressible block of resilient material cover 
ing said face and in permanent adherent engage 
ment therewith and wholly supported by adherent 
engagement with said ?rst named body, and a 
second metallic block covering the front of said 
compressible block in › permanent adherent en 
gagement therewith and wholly supported by said 
engagement, said second metallic block having 
openings therethrough with which resilient mate 
rial integral with said block is in gripping en 
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4 
gagement, and said second metallic block having 
a forward impact face on which the resilient ma 
terial in the said openings is exposed. 

2. In a golf club head, a metallic block having 
'a body portion with a shank extending therefrom 
for the attachment of a handle, said body portion 
having a forwardly disposed face extending across 
substantially the entire front of said body portion, 
a compressible block of resilient material covering 
said face and in permanent adherent engagement 
therewith and wholly supported by adherent en 
gagement with said first named body, and a 
second metallic block covering the front of said 
compressible block in permanent adherent en 
gagement therewith and wholly supported by said 
engagement, each of said metallic blocks having 
openings therethrough with which resilient ma 
terial integral with said resilient block is in grip 
ping engagement, said second metallic block hav 
ing a forward impact face on which the resilient 
material in the openings in said second block is 
exposed. 

LAYTON R. FETTEROLF. 
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