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1 
This invention relates to anew and novel at- , 

tachment in the form. of a vibrator or stimulator 
for the human skin and scalp, said attachment 
being expressly constructed and designed to re 
place: the. removable razor head on a conven 
tional electric razor actuating-instrument, where‘ 
by to use the existing or stock drive of the razor 
head as the actuating meansv for said vibrator. 

In. carrying out the principles or" the invention, 
I provide avibrator‘unit attachment‘ which is 
characterized by two coacting parts, one‘ of‘ said 
parts being; "in theiormv of. an» adapter and the 
other" part’serving as: the vibrator head. 
In accordance with my aims, I thus produce 

a vibrator unit attachment whichis simple‘; eco 
nomicaL-easy to mount and remove andwliich' is 
otherwise aptly ?tted, to accomplish satisfactory 
and desirable results. 7 ' . ' 

Other features and advantages will become 
more readily apparent from the following de 
scription and the accompanying illustrative 
drawings. 
In the drawings, wherein like numerals are em 

ployed to designate like elements and parts 
throughout the views: ‘ ' ' 

Figure 1 is a side elevational View of the at 
tachment, this comprising the adapter and vi 
brator head. , 

~ Figure 2 is an end elevationof the assemblage 
seen in Figure 1 in a plane at a right angle 
thereto. ‘ 
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Figure 3 is a top plan view of the stimulator ' 
type vibrator head. 
Figure 4 is a cross section on the plane of the 

line 4—4 of Figure 1 with the parts assembled. 
Figure 5 is a bottom plan viewof the vibrator 

head. 
Figure 6 is a bottom plan view of the assemblage 

seen in Figure 4. 
Figure 7 is a view partly in section and partly 

in elevation showing a fragmentary portion of 
the conventional electric safety razor actuating 
instrument, the razor head being replaced by the 
vibrator unit attachment in operating position. 

Referring now to the drawings by distinguish 
ing reference numerals it will be seen that the 
vibrator head is denoted, as a unit, by the nu 
meral 8 and the adapter is indicated at 9. The 
adapter as shown in the drawings, comprises a 
substantially rectangular block formed with a 
keyhole-shaped recess, the latter de?ning a slide 
way I0 and an entrance opening or slot H com 
municating with said slideway.‘ At the right 
hand end as shown in Figure 1, is a keeper notch 
l2, this to accommodate an existing keeper lug 
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(see Figure ‘7-)v 52a in the‘ slotted head of the 
conventional‘ electric razor actuating instrument‘, 
show-n partly at In connection with the 

, razori actuating instrument, while consider 
ingftlii‘e'samafit will be'seen that‘the headed trig 
geriis'indicated' atv M‘ in: Figure '7, the saidtrigger 
moving frcm's'ide. to‘ side in an‘ accommodation 
slot ITS. in ‘the adapter. The assembling and re 
taining stationary prongs it of the‘ actuating in 
strumentv'?tin'to accommodation vholes 'l?a in 
said adapter. The slot, and accommodation holes 
open» into: said slide-way. Thus; the adapter is 
constructed‘ to‘? accommodate the lug 120:, the 
‘actuating trigger‘ or ‘?nger it andé'the two re 
tention‘ lugs or‘pihs; It. The external shape and 
proportions "of the adapter is such as to allow 
the-same tobe-moun'ted into the grooved» or slot~ 
ted head‘ ofthe body of said- razor actuating in 
strument after the razor: head has been taken 
out. The particular razor actuating instrument 
shown is of the “Schick” shaver type. 
The vibrator head comprises a substantially 

rectangular plate I‘! with stimulator teats l8 
thereon. The reciprocator is indicated at I9, this 
being substantially cylindrical in cross-sectional 
form and being attached in parallel spaced re 
lation to the plate by way of suitable studs 2E3. 
In its bottom the reciprocator i9 is provided with 
a central kerf or notch 2i to join with the ball 
head of the actuator ?nger M as brought out in 
Figure 7. On opposite sides of the central notch 
I provide additional keeper and wider notches 22 
to accommodate the studs Hi and to allow the 
limited reciprocation motion applicable by the 
part I 4 to said head. 

In practice, the cutter head of the razor I3 is 
generally held‘ in place by a set-screw (not 
shown). Therefore, by loosening the set screw, 
the cutter head is removed and the attachment 
unit, made up of the complemental parts 8 and 9, 
as described in this application, is substituted 
therefor as illustrated in Figure '7. That is to 
say, the adapter 9 ?ts down into the grooved end 
of the razor actuating instrument with the pins 
or lugs IS extending up through and beyond the 
accommodation holes 16a, said extending ends 
seating in the motion regulating notches 22. The 
actuating ?nger ld'works from side to side in 
the slot 15 and extends up through the slot and 
into the driving kerf or notch 25. Consequently, 
when the razor is “turned on” the Vibrator head 
8 shifts from side to side in relation to the adapter 
to provide the desired stimulating or vibrator 
results. As stated, the device can be used for 
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scalp and skin vibrating and stimulating pur 
poses. 

It is thought that persons skilled in the art to 
which the invention relates will be able to obtain 
a clear understanding of the invention after con 
sidering the description in connection with the 
drawings. Therefore, a more lengthy description 
is regarded as unnecessary. 
Minor changes in the shape, size and arrange 

ment of details coming within the ?eld of inven 
tion claimed may be resorted to in actual prac 
tice, if desired. 
Having described the 

claimed as new is: . 

1. A vibrator attachment for mechanical-elec 
tric dry razor actuating means comprising in 
combination, an adapter in the form of a rec 
tangular block having predetermined propor 
tions, the outer half portion of said block having 
a longitudinal channel opening through opposite 
transverse ends of the block and forming a slide 
way, said channel further opening into an en 
trance slot which, in turn, opens through the 
outer longitudinal face of said block, the bottom 
of the block having a keeper notch at one end, 
a centrally elongated slot, and pin accommodat 
ing holes on opposite sides of‘the ends 01’ said 
slot, said slot and pin holes opening into said 
slide-way, and a vibrator head comprising a sub‘ 
stantially rectangular plate provided on its outer 
face with a multiplicity of massaging teats, and 
provided on the opposite inner face intermediate 
and inwardly of outer transverse ends with a 
pair of duplicate spaced parallel right angularly 
disposed studs, said studs extending into said en 
trance slot and being provided on their inner 
ends with a cylindrical reciprocating member, 
said member being operable in said slide-way, 
the studs being at right angles to the plate and 

invention, what is 
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member and said member being parallel and 
spaced in relation to the plate, the lower half 
portion of said cylindrical reciprocating member 
being provided with a central notch and a pair 
of larger and keeper notches on opposite sides of 
said central notch. 

2. As a new article of manufacture and as a 
component unit of a razor attachment of the 
.class described, a vibrator head comprising a sub 
stantially rectangular plate provided on its outer 
face with a multiplicity of massaging teats, pro 
vided on the opposite inner face intermediate and 
inwardly of outer transverse ends with a pair of 
duplicate spaced parallel right angularly disposed 
studs, and having a cylindrical reciprocating 
member, said member being connected with said 
studs and being in spaced parallelism to the inner 
face of said plate, the lower half portion of said 
cylindrical reciprocating member being provided 
with a central notch and a pair of larger keeper 
notches on opposite sides of said central notch. 
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