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1 . 

v This invention relates to sealed cans for in 
fants’ formulae and a can opener and nipple 
attachment for such cans. 
The general object of the invention is to pro-_ 

vide sealed cans for infants’ formulae and a can 
opener and nipple attachment for such cans, 
which attachment, when applied to any one of v 
the cans will cut a small opening therein, through 
which opening the contents of the can may flow 
into the nipple for'nursing an infant, without 
exposing said contents. ~ 
Other objects and advantages will appear 

inafter as this speci?cation progresses. 
The invention is illustrated in the annexed 

drawing which forms a part of this speci?cation, 
and in which: ' 

Fig. 1 is an elevation of the can opener and 
nipple attachment for the cans of my invention. 

Fig. 2 is an elevation of one of the cans of 
my invention for containing the infants’ for 
mulae. 

Fig. 3 is a vertical longitudinal section of 'my 
can opener and nipple attachment as shown in 

here 

'Fig- 1. 
Fig. 4 is a fragmentary vertical longitudinal 

section of one of the cans of my invention as 
7 shown in Fig. 1. 

Fig. 5 is a fragmentary vertical, longitudinal 
section of one of the cans and the can opener 
and nipple attachment of my invention shown 
attached to said can. I 

Fig. 6 is a plan view of my invention, showing 
a yvrench applied to my canopener and nipple - 
attachment for screwing said attachment on one 
of my cans containing an infant's formula. 

Fig. '1 is a bottom plan view of my can opener 
and nipple attachment. 

Fig? 8 is a plan view of the mouth of one of 
my ‘cans, showing the top wall of said mouth with 
an opening cut therein by the blade of vmy can 
opener and nipple attachment, through which 
opening the/infant's formula may ?ow from the 

Y can into the nipple when attached to the mouth 
of said can. 
Referring more particularly to the drawing, in 

which corresponding parts are designated by the 
same reference numerals in all of the ?gures, my 
invention includes primarily a plurality of cans 
I, for containing infants’ formulae, and a can 
opener and nipple attachment 2 for any one of 
said cans. - . ' 

Each of the cans l comprises a'body 3, a bot 
tom head 4 closing the lower end of said body, 
and a top head 5 formed with a depending edge 
?ange 6 sealed over the upper end of said body 
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2 . 

and closing the top of the can. From the top 
head 5 a short cylindrical spout ‘I is stamped out 
wardly with its outer end formed with and closed 
by an outer end wall 8. The cylindrical wall of 
said spout ‘I is corrugated spirally in the form 
of a screw thread 8. ‘ 
The can opener and nipple attachment 2 com 

prises a cylindrical metal cap it), a can opener 
blade II in said cap, and a rubber nipple l2 ex 
tending outwardly and upwardly from the outer 
end of said cap. The cap I0 is formed with an 
upper end wall l3 provided with a control open 
ing ll through which the nipple l2 extends, and 
the cylindrical wall of said cap is spirally corru 
gated in the form of a screw thread ii to ?t over 
and screw on the thread 9 of the spout 'I of the 
can I. The nipple I2 is formed with an external 
base ?ange it which extends under the end wall 
I8 of the cap ‘I, and the can opener blade II de 
pends from a. metal disc I‘! at the edge of a cen 
tral opening l8 formed in said disc, which is 
crimped in the upper end of the cap l0 against 
the lower side of the nipple flange I3 by an 
annular crimp is in the upper end of the cylin 
drical wall of the cap Iii,‘ whereby the nipple 
?ange is clamped in the upper end of the cap 
between the top wall It of said cap and said 
disc II. 
The cap I0 is formed with a socket 20 in its side 

wall to receive a wrench 2!, which comprises an 
arcuate Jaw 22 with its outer end _23 bent in 
wardly and a handle 24 formed on said jaw. The 
wrench 2| is applied to the cap in with the end 
23 of its jaw extending into the cap socket 20 
and its jaw 22 engaging the periphery of said 
cap. By means of the handle 24 power may be 
applied to the ‘cap Ill to turn it to screw the cap 
on the threaded spout ‘I of a can I to cause the 
blade II to cut an opening in the top of the cap, 
or to unscrew the cap from said spout. 
The operation of my invention is as follows: 
Each canl is ?lled with an infant’s formula 

before the head 5 is placed on the top of the can, 
‘ and when so ?lled the head 5 is placed on the 
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top of the can with its depending edge ?ange ‘6 
?tted over the upper edge of the body 3 of the 
can and sealed thereon. 
The can opener and nipple attachment 2 is 

placed over the top of the spout ‘I of a can I with 
the thread l5 of the cap l0 engaging the thread 
9 of the spout 1 of said can, and said cap is 
screwed on said spout until the blade H in said 
cap cuts an opening 25 in the top wall 8 of the 
spout 1, which opening communicates through 
the opening IS in the disc I ‘I with the nipple for 
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delivery of the liquid in the can i into said nipple F 
for withdrawal by an infant. 

If the cap i6 should be hard to turn in screw 
in: the same on the threaded spout 1 to cause 
the blade ii to cut the opening 25 in the top 
wall 8 of said spout, the wrench 2! may be applied 

6 

to the cap by inserting the Jaw end 28 of the , 
wrench into the socket 20 in the cap it and ?rst 
bringing the arcuate Jaw 22 against the periphery 
of said cap. and then upon grasping the wrench 
handle 24, applying power through said wrench 
to said cap and easily turning the cap I 0 with' 
the wrench ii. 

I claim: 
In combination, a can containing a liquid, 

which can is formed with a threaded spout closed 
by an end wall. a can opener and nipple attach- ‘ 
ment formed with a threaded cap, a blade and 
a nipple, which can ‘is screwed on said threaded ‘ 
spout to cause said blade to cut an opening in 
said spout end wall, throughwhich opening the 
liquid may ?ow from said spout into said nipple, 
said cap being provided with an opening in its 
top wall through which opening extends the inner 
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?le of this patent: 
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4' I 
end of said nipple, which end of said nipple is 
formed with an external ?ange extending under 
said top wail of said cap, and a blade disc pro 

' vided with an opening therein, on which disc the 
can opener blade is formed at the edge oi’ said 
disc opening, said cap being crimped under said 
blade disc for securing said blade disc in said cap, 
and clamping saidnippie ?ange between said disc 
and the top wall 01' said cap, for securing the 
inner end of said nipple in said opening in said 
top wail of said cap. 
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