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This application concerns a paint-baking appa 
. ratus; and, more particularly, an improved infra 
red ray paint baking oven which, through a corn-v 
bination of radiant and convection heating, im 
proves the present paint-drying processes and 
successfully cures all colors of paint without dis 
coloration. 

It is an object of this invention to provide an ‘ 
infrared ray oven which will properly dry and 
cure paint including white, black and colored syn 
thetic enamel without discoloration. v 
A second object of this invention is to provide 

a paint-baking oven which utilizes infrared ray 
lamps as a heat source and one which will insure 
an evenly distributed heat which will dry and cure 
all surfaces of a painted object including surfaces 
not directly exposed to the infrared rays. 
A third object of the invention is to provide a 

paint-baking oven which, through a combination 
of radiant and convection heat will successfully 
dry, bake and cure paints of high infrared re?ect- . 
ability as ‘thoroughly as those of high infrared 
absorbability. 
As is set forth in United States Patent Nos. 

' 1,998,615, 2,057,776 and 2,186,067, all of which 
have been issued to the applicant, the process of 
drying and baking paints by infrared rays gener 
ally consists of subjecting the painted surface to 
direct infrared radiation generated by a battery 
of carbon ?lament lamps equipped with gold re 
fiectors. The infrared rays emanating from these 
lamps penetrate and are absorbed by the paint, 
whereupon the rays are transformed into heat 
energy which drives of! the volatile matter in the 
paint and dries and cures the residue and pig 
ment. It is well-known that this method of dry 
ing is faster and more efficient than any other 
and that the former drying time of several hours 
in many instances has been reduced to as many 
minutes by the infrared process. 
It is an accepted fact that the absorption by the 

painted surface of the infrared rays and the ac 
tion of these absorbed rays on the painted surface 
raises the temperature of the paint layer uni 
formly throughout the interior of the layer rather 
than from the surface inwardly, as in the case of 
a purely convection heating system. It has been 
found, too, that the speed with which a paint 
layer reaches the drying and curing temperature 
depends not only upon the quantity of infrared 
absorbed, but also the intensity of those rays. 
Further, experimentation has revealed that the 
quantity, rate and uniformity of absorption de 
pends to a certain degree upon the color of the 
paint being treated. It has been shown that a 
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black paint absorbs infrared rays to a greater 
extent than does a white paint and that generally 
the rate of absorption increases as the hue of the 
paint darkens. In general, it may be said that 
the heat build-up in a particular paint or enamel 
is dependent upon the amount of infrared rays 
which are absorbed, transmitted through, or re 
?ected by that paint or enamel. 
In the drying and curing of synthetic enamel 

using infrared rays for the heat source, extreme 
difficulty has been experienced in the baking of 
automobile bodies coated with light colored 
?nishes. Acute discoloration and streaking of 
such light ?nishes has presented a de?nite prob 
lem, and in many instances the use of infrared 
rays has been abandoned because no solution for 
the problem was known. This abandonment has 
necessitated the return to slower and bulkier types 
of drying equipment with an accompanying in 
crease in production problems and costs. 

It is obvious that the exclusive use of infra 
red paint-drying equipment for all types and 
colors of paint would be of great bene?t inasmuch 
as such equipment is easily constructed, is eco 
nomical to operate and service, and further, is 
less bulky and much safer than other types of 
paint-baking machinery. 
The improved oven concerned here has been 

found to surmount the difficulties previously de 
scribed. As outlined heretofore, it is indicated 
that the darker hued enamels absorb a greater 
quantity of the infrared rays and that the heat 
ing of such enamels is rapid and uniform through 
out. The white and light colored enamels, how 
ever, being of high infrared re?ectability, appar 
ently are not capable of a rapid, voluminous and 
uniform absorption of the rays and it is prac— 
tically impossible with the infrared equipment 
currently used in the art to avoid objectional dis 
coloration and/or streaking. ' 
As was indicated in the applicant's United 

States Patent No. 2,057,776, not all of the infrared 
rays directed at any painted surface reach or fully 
penetrate that surface, nor is such penetration 
uniform; that is, the number of rays which pene 
trate to the bottom of the given layer of paint is 
but a fraction of the total rays aimed at the 
surface of that layer, and the number of rays 
which do so. penetrate beyond the paint surface 
is appreciably less in the case of colors having a 
high infrared re?ectability. 
Finding that to subjects. highly re?ective, light 

hued enamel to an intense barrage of infrared 
rays results in a discolored surface, it was ?rst 
believed that a mere reduction of the operating 
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voltage of the infrared ray lamps would reduce 
the number of rays and prevent discoloration. It 
was found, however, that the reduction of the 
voltage lowered the efficiency of the lamp and 
adversely affected the effectiveness of the rays 
to the extent that the paint was improperly cured. 
Attempts were made to correct the condition by 
reducing the number of lamps used but this, it 
was found, resulted in an uneven distribution of 
rays and in an unevenly dried surface. Lamps of 
a lower wattage were employed, but this plan was 
discarded when it was found that the output of 
infrared rays was then insufficient and that suffi 
cient uniform heat was lacking in the oven. 
The instant arrangement has been proven to 

bring about highly satisfactory results and, al 
though all of the reasons for the success achieved 
are not ascertainable at this time, it has been 
found that the instant-improved oven arrange 
ment apparently modi?es the infrared ray bar 
rage upon the enamel surface to the extent that 
uneven drying is prevented. High and uniform 
oven temperatures are maintained, and ?nishes 
are produced which are properly dried and cured, 
and in the case of light-hued ?nishes particularly, 
are free from discoloration or streaking. Results 
were also obtained indicating that the instant in 
vention further reduces the total drying time of 
synthetic enamels; the drying time of the primer 
or undercoat on an automobile body being reduced 
from a total of 12.6 minutes to 5 minutes. 

It should be noted also that in the infrared 
oven drying of enamel ?nishes-on automobile 
bodies particularly--much di?iculty has been ex 
perienced in properly and rapidly drying areas 
not in the direct path of the infrared rays. This 
was particularly true around window or door 
frames and on floor panels. I 

was experienced in the drying of the undersides 
of fenders and the like. The maintenance of a 
higher and more uniform over-all temperature, 
however, as is possible in my improved oven, plus 
a more complete utilization of all infrared rays 
produced in the oven, results in complete drying 
and proper curing of all portions of the painted 
surface. 
A further problem in infrared ray oven drying 

of automobile bodies results from the nonsym- 
metrical nature of the bodies. Although im 
provements have been made in the arrangement 
of the infrared ray lamps in the ovens, it has not 
been possible thus far to produce a lamp arrange 
ment in a conveyor type tunnel oven wherein 
every portion of the body will be at the same 
distance from the heat source. It is recognized 
that the method of applying heat to an object 
by radiation is the most ei?cient, provided the 
path that the radiant energy has to travel is not 
to long. Therefore, in the e?icient handling of 
nonsymmetrical bodies in an infrared oven, ex 
treme care must be taken in the placement of the 
lamps and in the control of the intensity of the 
radiations to produce even drying. Intensifying 
the radiations to achieve maximum drying effi 
ciency of those portions of the body farthest from 
the lamps, results in damageto those portions 
closest to the lamps. Therefore, it has hereto 
fore been necessary to operate the lamps to bring 
about proper drying on the near portions at the 
expense of the far portions. 
With these and other objects in view, the in 

vention‘ consists of the arrangement, construc 
tion, and combination of the various parts of my 
improved device, as described in the speci?cation, 
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4 
claimed in the claims, and illustrated in the ac 
companying drawings, in which: 
Figure 1 is an elevation of my improved in 

frared ray oven showing a typical method of 
suspending an automobile body therein. 
Figure 2 is a perspective view of the improved 

oven, showing the interior detail and the use of 
an air curtain across the open ends of the oven. 
As shown in Figure 1, the improved oven com 

prises an adjustable boxlike framework 2, to 
which are a?lxed banks of infrared lamps 3 in 
re?ectors 4. The lamps used are of the con 
ventional type having carbon ?laments and are 
placed in gold-plate re?ectors. The lamps and 
re?ectors are mounted in horizontal strips to gain 
a uniform‘coverage of the infrared rays, each 
lamp being capable-of being focused in its own 
re?ector, thereby permitting the further control 
of the spread of the infrared rays assuring full 
and adequate coverage and preventing an over- - 
lapping of the rays and resultant uneven tem 
perature or "hot' spots.” ‘ 

The oven is. of the enclosed type having sides, - 
top and bottom enclosed by a sheath 5 composed 
of sheets of light metal or other nonin?ammable 
material. The ends are left open and, as will be. 
further explained hereinafter, are so constructed 
to permit grouping of a number of the oven units 
iand the employment of an overhead conveyor sys 
em. 

As shown in Figuresl and 2, a perforated metal 
baffle plate '6 is suspended in front of the infrared 
ray lamps so as to be positioned between the 
lamps and any object passing through the oven. 
Installed at a uniform distance of approximately 
18 inches from the infrared lamps 3, ba?le plate 
6 is made of 14;" unpainted metal perforated with 
1/8" holes placed approximately on it" centers 
and constitutes an inner liner covering virtually 
all of the interior walls of the oven, particularly 
those areas occupied by the infrared lamps. 
The use of metal sheets perforated as de-' 

scribed-that is, with approximately 50% of the 
metal removed—was found to produce the best 
results. The employment of too few holes, or too 
solid a bailie plate, results in too few of the 
radiations reaching the painted object; whereas, 
the use of a plate having too many or too large 
holes results in the undesirable streaking and dis- ' 
coloration of the paint. 
To operate in com'unction with the infrared 

lamp and the baiiie plates, the applicant has in 
stalled a forced air circulating system to provide 
a continuous agitation in all parts of the oven. 
As shown in the accompanying drawings, the 
air is taken from the top of the oven through a 
series of vents l, is carried downward in ducts 
8, passes through a blower unit 9, and is forced ' 
into the inner conduits l0 which‘ are installed on - 
both sides of the oven along the ?oor. Vents » 
I I, extending the full length of conduit ill on the ' 
floor of the oven, permit the escape of the agitated 
air inwardly on the oven ?oor. Streams of air‘ 
from vents ll opposed to one another, meet and 
converge in the middle of ‘the oven at ?oor level 
and surge upwardly with an eddying motion. As 
the air-rises through the oven, it is heated by the 
ba?le plates, circulates about the object being 
dried and as it reaches the top of the oven is 
again taken out through vent ‘I and the process 
repeated. ' - 

To provide for the escape of the fume-sat 
urated air, ventilator ‘I2 is installed upon the 
top of the oven. A fresh ,air intake vent I3 is‘ 
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provided on blower 9 to operate in conjunction 
with the exhaust vent i2 and to permit the intake 
of fresh air in the same volume as the exhaust. 
A simple type of suggested control is shown in 
the accompanying drawings and comprises the 
intake vent lever I! and a cable I! running 

6 . 

the lamp units, were operated, or the total ex 
tinguishment of blocks of the lamps-would en 

, able the oven operator to maintain the oven at 

through a system of pulleys. II to the exhaust ' 
vent cover II. This arrangement permits the 
opening of exhaust vent II to the same degree 
as intake vent l3 and insures a balanced air con 
dition in the oven. ' 
The combination of infrared ray lamps, perfo 

rated baffie plates and circulated air in an en 
closed oven, as described here, results in a more 
complete utilization of the infrared radiations 
produced by the lamps. In‘ the conventional type 
infrared ray oven, radiations not suificiently 
strong to reach the object-or the painted sur 
face of the object-placed in the oven, are dis 
sipated in the air in the oven and generally serve j 
no useful purpose. In the applicant's improved 
oven, however, quantities of the infrared rays 
pass through the perforations in the baffle plates 
6, reach and penetrate the painted surface and 
begin the drying and curing cycle of the paint; 
the balance of the radiations is absorbed by the 
bailles and raises the temperature thereof. These, 
in turn, heat the currents of air forced through 
the oven by the blowers S and as the process con 
tinues, those portions of the painted object not 
reached by the direct infraredrays are heated 
and dried by the hot air.~ An even distribution 
of heat is attained and the uniform tempera 
tures produced in all portions of the object being 
treated result in properly dried and cured sur 
faces, even though said surfaces are not in the 
direct path of the infrared radiations. 
The semiportable nature of infrared ray bak 

ing equipment has increased its use to a great 
extent and has permitted its application in many 
instances where the installation of a bulky and 
permanent steam or gas oven was undesirable. 
As portrayed in the accompanying drawings, the 
oven has been designed to operate in conjunction 
with a typical overhead conveyor system I’. Fig 
ure 1 depicts the oven arranged for the accom 
modation of an automobile body 24, which is 
suspended in the conventional manner by chains 
2| and carrier 22. 
objects such as fenders or wheels were to be run 
through the oven, it would be uneconomical and 

, undesirable to use either the space or the electric 
power required for the operation of the oven con 
structed as shown to accommodate automobile 
bodies. For this reason; the size of the oven unit 
may be varied as the need arises. 
In the event it is necessary or desirable to re’ 

duce the size or-because of the shape of the ob 
ject to be processed——to alter the internal con 
tours of the oven, studs 25 are removed and neces-' 
sary adjustment made to cross members 21 and 
framework 2. Such adjustment may require the 
removal or addition of numbers of infrared ray ' 
lamps and this operation is facilitated by the 
known lamps‘ ‘mounting method shown. This 
method entails the mounting of the lamps in 
groups of seven on. boxlike metal cross'pieces 28, 
which crosspieces also contain the wiring, and 
focusing equipment for the lamps. »Mounted in 
this fashion, units of seven lamps may be installed 
or removed with ease, (and if desired, with ap 

However, in the event small ' 
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any desired temperature or to raise or lower such 
temperature as required. ' 
As contemplated by the applicant, the present 

improved oven unit is approximately five feet 
long and in the formation of a tunnel type oven 
for conveyor operation, numbers of‘these' oven 
units are placed end-to-end until the desired 
length is reached. The entire tunnel may then be 

, controlled as to temperature, air velocity, number 
or arrangement of lamp units, etc., as one large 
unit, or each'of the individual ovens could be 
separately controlled throughout the tunnel. 

Constructing the units in this manner greatly 
. increases the range of adaptability of the equip 

20 

30 

a5. 

40 

45 

50 

60 

65 

70 

propriate wiring arrangements, can be controlled ' 
individually without affecting-other such units in 
the oven.‘ This type of control-permitting the 
increase or decrease of the voltage under which 75 

ment and permits its modi?cation or rearrange 
ment for use in a limitless number of paint-dry 
ing operations. , 1 

The application of one of the known types of 
air curtains to the improved infrared baking ‘oven 
is demonstrated in Figure 2. The air curtain fea 
ture provides a current of air carried from a 
blower or blowers (not shown) through a system 
of ducts 29 which terminates in vents 20 posi 
tioned to blow a steady stream of air across the 
open end of the oven or tunnel. The application 
of the air curtain principle is well-known and 
need not be discussed other than to point out that 
its employment permits the operation of a bak 
ing tunnel on an assembly line or conveyor sys 
tem, and obviates the necessity for the installa 
tion or operation of doors at the end of the oven 
or the tunnel. ' 
Shown also in the accompanying drawings is a 

safety bar 23 which, located in the bottom of the 
oven, is designed to stop the overhead conveyor 
in the event an automobile body or other object 
passing through the oven on the overhead con 
veyor falls from the conveyor carrier 22. Not 
shown in detail, it is sufficient to say that the 
safety bar 23 is wired in conjunction with the con 
veyor motor (not shown) so that any object fall 
ing across the bar causes a short in the circuit 
and stops the conveyor system until such fallen‘ 
object is removed. 

I claim: ' 

1.‘ An infrared ray paint-baking oven compris 
ing in combination, a framework, a housing over , 
said framework, a series of electrically powered 
infrared ray sources adjustably mounted on said 
framework within said oven, perforated metal 
panels suspended within said oven in the path’ 
of said infrared rays and within a uniform dis 
tance of the sources thereof, blower means to pro 
vide a constant circulation of air in, said oven, 
duct and vent means on the floor of said oven 
positioned so as‘ to direct opposing currents of air 
into said oven and to result in upwardly eddying 
currents of air passing around and through said 
baille plates, and an exhaust escape means. 

2. An apparatus for drying enamel or a similar 
coating upon motor vehicle bodies comprising, an 
adjustable boxlike framework, the sides, top, and ' 
bottom, excepting the ends, of such framework 
being covered with heat resistant material, a pm 
rality of infrared ray sources mounted on the 
inside of said boxlike framework, an inner liner 
in said framework, ‘saidv inner linercomprising 
sheets of perforated metal suspended in front of 
said infrared sources so as to be directly ex 
posed to the radiations emanating from the said 
sources, an air circulating means having afresh 
air intake thereon, said air circulating means to 
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forcibly circulate air through said oven, ducts 
from said air circulating means to said oven, in 
let vents of said ducts to said oven being located 
at the 'bottom of said oven and on either side 
thereof and disposed to discharge opposed cur 
rents of air along the floor of said oven so as to 
cause said air currents to eddy and flow upwardly 
through said oven over said infrared sources and 
over and through said inner liner, outlet vents 
from said oven to said air circulating means lo 
cated in the upper portions of the side walls? of 
said-oven, outlet ducts from said exhaust vents 
tosaid air circulating means, and an exhaust 
vent permitting the escape of fume-saturated air 
from the said oven to the exterior thereof. 

i 3. In an apparatus for drying and curing enae 
mels or similar coatings, a combination compris 
ing an open-ended boxlike framework having ad 
justable members, an outer sheath of heat-resist 
ing material covering said boxllire framework, an 
inner liner in said hoxlike framework, said liner 
comprising metal sheets uniformly perforated to 
e?ectthe removal of approximately 50% of the 
metal therefrom, a plurality of carbon ?lament 
in?aredray lamps mounted on said framework 
between said outer sheath and said inner liner, 
said lamps positioned to permit the infra-red 
rays emanating therefrom to be partially inter 
cepted by said metal sheets, an air blower system 
having a fresh, air intake, ducts from said blower 
system to said apparatus, vents in said ducts, said 
vents-positioned in said apparatus so as to cream 
anew-of air from the bottom of said apparatus 
over and around said infra-red ray lamps and 
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said inner liner, and an exhaust vent to permit 
the escape oi lame-saturated air from said ap~ 
paratus. 

d. In a paint drying apparatus, a tunnel pro 
vided with infrared sources on the interior walls, 
perforated metal plates placed adjacent the in 
irared sources and on the side of said sources re 
mote from the wall upon which said sources are 
mounted so that the generated infrared radiation 
must pass through the perforated metal plates to 
reach the axis of the tunnel, means for causing 
air to pass toward the work through the per~ 
i'orations and other. means to cause air to pass be 
tween the perforated plates and the work and 
means for conveying such work through the 
tunnel. 

BREDRICK J. GROVEN. 
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