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This invention relates to a wrist band or brace 
let of novel character and construction. 

It is an object of the present invention to p-ro 
vide a novel wrist band or bracelet of the iiexible 
split-ring type, having a cuplike receptacle, which 
may be closed by a suitable cover and which pro 
vides a convenient and readily accessible holder, 
container or chamber for cosmetics, or for other 
or like purposes or articles. ‘ 

It is a particular object of this invention to 
provide a combined article of the class described 
wherein the wrist band and receptacle are of 
unitary integral construction, so that the two 
may be made of a single piece of material, for 
example, in the form of a metallic stamping. 
Another object relates to the provision of a 

cover for said receptacle having a concealed 
hinge. 
Further objects relate to other details of con 

struction and arrangement of parts, and to the 
economies thereof, as will be apparent from a 
consideration of the following speciñcation and 
drawings, wherein; 

Fig. 1 is a top or plan view of my novel com 
bination wrist band. 

Fig. 2 is a longitudinal section on the line 2_2 
of Fig. 1. 

Fig. 3 is a sectional View similar to Fig. 2 but 
with the hinged cover in elevated position. 

Fig. 4 is a transverse section on the line Iä-íl 
of Fig. 1. 
Referring to the drawings, the reference nu 

merals Iél-Iû indicate the opposed arcuate por 
tions of a split-ring type wrist band or bracelet, 
preferably composed of iiexible resilient metal, 
precious or otherwise. Between these two por 
tions is the cup or receptacle portion comprising 
the cylindrical Wall II and the base I2. If de 
sired, the outer face of the base I2 may be slightly 
concave to conform to the wrist curvature oi the 
wearer. Enclosing the container wall II and 
the lateral portions thereof are the inclined 
bezel-like ñanges IS-IS of a height substantially 
equal to the cylindrical wall Il, these inclined 
side walls extending integrally from the lip oi the 
cup wall l! and inclining downwardly, and out 
wardly therefrom in the transverse direction of 
the unit and in the longitudinal direction thereof, 
converging towards and merging with the wrist 
band portions l?-IQ. All of the aforedescribed 
component portions may suitably be stamped as 
a unit from a single piece of metal to provide an 
economical compact and sturdy composite unit. 
For the purpose of cover or closure engage 

ment and retention, î may provide the foregoing f' 
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2 
described unit, in the same operation, with an 
aperture Ill through the lip of wall II for recep 
tion of the coveil hinge I5, and a projection I6 
for snap engagement with the ñange Il of the 
cover I8. y 

The hinge I5 may be fixed at one end l 9 to the 
under side of the cover I8 and pivotally engaged 
at its opposed end 2t tothe under side of one of 
the wrist band portions I0. Thus, the hinge by 
extending through the cup at its convergence 
with the unitary band portions, and being pivoted 
at the under face of the latter, and further aided 
by the inclined side flanges I3 is fully concealed 
from view when the cover I8 is closed, and sub 
stantially concealed when open. 
As en example of use, the container portion 

may be employed for holding caked or loose 
powder together with a puiî, and the cover may 
hold a mirror. 
In addition to the economy of construction and 

compact arrangement of parts, the unit as a 
whole, by reason of its construction is of light 
weight and pleasing construction and readily 
adapted for ornamental, as well as functional, 
wear. 

It will be understood by those skilled in the 
art that modifications may be made without de 
parting from the spirit of my invention and within 
the scope of the appended claims. 
For example, as not fully equivalent alterna 

tives, and although not illustrated, the cover for 
the chamber or container may be separate or 
hinged in hitherto conventional manner. Like 
wise, the composite article might be made of 
molded plastic material, again not full equivalent 
to a metallic article of the class described. 
Although I have generally described and illus 

trated my device as suitable for containing cos 
metics, it will be understood that it has fully 
equivalent advantages for other uses. As one 
other example, the container portion may suit 
ably be employed as a casing portion vfor a wrist 
watch movement, with suitable provision for a 
lateral notch or aperture to receive the watch 
stem and separate or hinged closure bezel. 

It will further be understood that other rea 
sonable modifications may be made from the 
illustrated configuration, such as the provision 
of a rectangular or otherwise shaped depression 
or container and, if desired, the band portion 
may be substantially as wide as the greatest 
width at the receptacle portion of the unit. 

I claim as my invention: 
1. A wrist band or bracelet of the split-ring 

type, the medial portion thereof being formed 



2,473,226 
3 

with a cuplike depressed portion integral there 
with comprising a base and continuous side wall 
and providing a container section and inclined 
lateral flange portions integral with and ex 
tending downwardly from the upper edge of said 
cuplike portion to approximately the base there 
of and integrally merging with the wrist em 
bracing portions of said band. 

2. In combination, a. receptacle comprising a 
base and fan ,integral continuous side wall, an in 
clined bezel-like flange surrounding said recep 
tacle extending integrally from the upper edge 
of said side wall and a pair of opposed arcuate 
wrist band portions extending integrally from 
said inclined flange portion. 

3. In combination, a receptacle comprising a. 
base and an integral continuous side Wall, an 
inclined bezel-like ñange surrounding said re 
ceptacle extending integrally from the lip lof 
said side wall and a :pair of opposed arcuate 
y.wrist 'band portions extending integrally from 
«said inclined Ilange portion, the whole .being 
,composed 4of a unitary strip of ̀ flexible metal. 

A. in combination, a receptacle comprising a 
base and an integral continuous side wall, :a 
«pair ̀ of .opposed ,arcuate “Wrist band ¿portions ,ex 
tending integrally from the upper edge of said 
receptacle, and yflanges extending .integrally .from 
the upper .edge of said receptacle and integrally 
:with .and zbetween said wrist ̀ band portions Vem 
bracing #the receptacle therewith. 

'5. In combination, a receptacle comprising `a 
îbase and an integral .continuous side wall, .a lpair 
of opposed «arcuate wrist band portions extend 
ing integrally from the .upper edge of said re 
ceptacle, 4and lflanges extending integrally 'from 
`lthe lupper -edge of said receptacle and integrally 
»with and between said wrist .band portions Aern 
bracing the receptacle therewith, the whole 'be 
ing composed of a, relatively rigid, but Aflex 
ible and >resilient strip of metal. 
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6. In combination, a receptacle comprising a 

base and a-n integral continuous side wall, a 
pair of opposed arcuate wrist band portions ex 
tending integrally from the upper edge of said 
receptacle, and flanges extending integrally from 
the upper edge of said receptacle and integrally 
with and between said wrist band portions em 
bracing the receptacle therewith, and a sep 
arable coyer for said receptacle including means 
yieldably engageable with means fon vsaid re 
ceptacle vand concealed 'hinge Vmeans therefor. 

7. In combination, a receptacle comprising a 
`hase and an integral continuous side Wall, a pair 
yof (opposed arcuate wrist band portions extend 
ling integrally from the upper edge of said re 
ceptacle, and flanges extending integrally from 
rthe _upper .edge‘of said receptacle and integrally 
with and between said wrist band portions ern 
braeing ‘the receptacle therewith, and a sep 
arable hinged cover for said receptacle includ 
ing a hinge link .having one .end nxedly secured 
to the underside of 4said cover and the opposed 
end in pivotal engagement yat the .under face of 
a vwrist :band portion and extending through ,an 
aperture adjacent :the upper ledge of the `recep 
tacle. 
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