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1 
This invention relates to an improvement upon 

the device disclosed in my copending application, 
Serial No. 511,306, ?led November 22, 1943, now 
patented as Patent No. 2,378,774. 

It is a primary object of this invention to pro 
vide a cigarette case adapted to contain and pro 
tect an open pack of cigarettes, and to give access 
to such pack only when desired. 

It is a further object of this invention to pro 
duce a cigarette case as above described, in which, 
by a simple substitution of the least expensive 
portion, the case may be adapted to contain ei 
ther the so-called “regular” size or the so-called 
“king” size of cigarette. 
The above and other objects will be made clear 

from the following detailed description taken in 
connection with the annexed drawings, in which: 
Figure 1 is a side elevation of my improved 

cigarette case; 
Fig. 2 is a top plan view of the case illustrated ' 

in Fig. 1; 
Fig. 3 is a section on the line 3—3 of Fig. 2, 

showing the closure plate in closed position; 
Fig. 4 is a view similar to Fig. 3, illustrating the 

closure plate in open position; 
Fig. 5 is a section on the line 5—5 of Fig. 2; 

and 
Fig. 6 is a section illustrating the substitution 

element by which the case is adapted to holding 
cigarettes longer than the so-called “regular” 
size. 
In Fig. 1 the completed case is indicated gen 

erally by the reference numeral I0, and com-_ 
prises an upper body portion I 2 and a lower body 
portion I4. The upper body portion I2 has a 
front wall I6, a rear wall It], a side wall 20 and 
another side wall 22. These four walls are joined 
by a top wall 24, at one end of which, adjacent 
the end wall 20, is formed a cigarette dispensing 
opening 26. A closure plate 28 has a handle por 
tion 36 passing through a slot 32 in the upper 
wall 24 of the portion I2. The sides 34 of the 
handle portion 30 are preferably beveled and di 
mensioned so that the handle portion 30 may be 
snapped through the slot 32 by a \camming ac 
tion similar to that described in my aforesaid co 
pending application. The under portions 36 of 
the handle 30 bear on the upper edges of the 
slot 32, and thereby secure and guide the plate 
28 in its sliding movement from the position 
shown in Fig. 3 to that shown in Fig. 4. 
At one end of the plate 28 there is formed a 

raised portion 38 dimensioned to ?t within the 
cigarette dispensing opening 26 in the top wall 
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adjacent the cigarette dispensing opening 26 is 
curved to provide a camming surface adapted to 
cooperate with a similarly curved engaging sur 
face 46 in the base of the handle member 30. 
When the parts are brought to the position 
shown in Fig. 3, the curved surface 40 engages 
the curved surface 32, and thereby tends to lift 
the raised portion 38 on the plate 28 into ex 
tremely tight engagement with the margins of 
the cigarette dispensing opening 26. When the 
parts are withdrawn to the position shown in 
Fig. 4, the raised portion 38 is cammed somewhat 
downwardly to set up a binding action between 
the rear portion 28' of the plate 28, and the un 
dersurfaces 36 of the handleportion 30, thus re 
taining the plate in open position without danger 
of accidental dislodgment. 

It will be noted that the margins of the raised 
portions 38 are beveled, and that a mating bevel 
is provided in the margins of the cigarette dis 
pensing opening 26. This provides, in conjunc 
tion with the camming action, of the ‘surface 40 
in the handle member 30, and the surface 32' of 
the groove 32, an almost hermetic seal of the 
cigarette dispensing opening 26. In any event, 
particles of dirt, paper or tobacco, are completely 
blocked by engagement of raised portion 38 with 
the cigarette dispensing opening 26. 
According to the illustrations in Figs. 3, 4 and 

5, the handle portion 30 is integrally molded with 
plastic ‘material as a part of the plate 28. This is 
a matter of convenience, since it is entirely pos 
sible to form the handle portion 30 separate from 
the plate 28, and to join the two by riveting, ad 
hesion, or by coating the engaging parts with a 
mutual solvent, whereby a joint substantially in 
the nature of a weld is obtained. 
The walls I6, I8, 20 and 22 are thinned adja 

cent the free edges. as indicated at 20’ and 22' 
in Fig. 3, to provide an external shoulder 42 run 
ning entirely around the upper portion I2. The 
walls I6, I8 and 22 are cut away within the 
thinned portion to provide a thumb notch 45, 
which assists in the removal and insertion of cig 
arette packages within the case. The lower cap 
member I4 has vertical walls equal in thickness 
to the widths of the shoulder 42, and which tele 
scope upon the thinned portions of the vertical 
walls of the upper portion [2. Protuberances 44 
are molded into the inner surfaces of the vertical 
Walls of the member I 4, and corresponding de 
pressions 46 are molded into one or more of the 
thinned portions of the vertical walls of the upper 
portion I2. The projections 44 interlock with the 
depressions 46 to prevent accidental separation 
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of the parts I 2 and I4. Since there is no com 
plete penetration of the walls of either portion, 
the closure is exceptionally tight against the in 
gress of contamination. 

All of the walls of the upper portion I2, be 
ing molded of plastic material, are impervious. 
A particular advantage of the container illus 
trated herein lies in the fact that loading is. ac 
complished from the bottom of the upper por 
tion 12, with the cigarette dispensing opening 28 
open at the option of the user. There is, accord 
ingly, no tendency of the pack, during its in 
sertion into the upper portion l2, to encounter 
resistance due to the compression of air be-~ 
tween the top of the pack and the top wall 24 
of the upper portion l2. considerably less op 
portunity for compression occurs during the ap 
plication of the lower member M (or, as herein 
after described, [4’) so that here compression, as 
a factor of convenience, is wholly eliminated by 
the present construction. At the same time, the 
engagement between the upper portion l2 and the 
lower portion M or [4’, taken in conjunction 
with the almost hermetic seal of the raised por 
tion 38 against the margins of the cigarette dis 
pensing opening 26, renders the package not only 
entirely sift and dust proof, but, for all practical 
purposes, impervious to the penetration, in either 
direction, of moisture vapor, or even of gases, in 
the absence- of a, pressure differential between 
the interior and exterior of the package. Cer 
tainly, during any reasonable immersion in wa 
ter, not too- prolonged, there will be no percep 
tible leakage, while the chance of attaining a 
‘differential of atmospheric internal and external 
pressure, inv a direction which would convey con 
tamination to the interior of the package, is 
remote in the extreme. 
In Fig. 6 I show a substitute lower body por 

tion [4’, of which the vertical walls have a depth 
sufficiently greater than that of the portion l4, 
to compensate for the difference in length be 
tween regular and king size cigarettes. Protuber 
ances 44' are provided for engagement with the 
depressions 46 of the upper body portion 12. The 
shoulder 42 of the upper body portion l2 provides 
a datum line which assures at all times proper 
‘clearance and internal dimensions, whichever of 
the lower members may be. in use. It is to be 
noted that the upper portion [2 represents a 
great. deal more than half of the total cost of 
the unit, alternative members l4 and I4’ being 
produceable at minimum. cost. It is therefore 
possible, through the use of this invention, to pro 
vide, substantially a single cigarette case, easily . 
adaptable to holding either of the two popular 
sizes of cigarettes. 
While certain speci?c proportions and arrange 

ments have been illustrated herein, this inven 
tion is not to be considered as limited to the pre 
cise details disclosed, but only as set forth in 
the subjoined claims which are to be broadly 
construed. 
Iclaim: ~ 

I. In a cigarette case, a body portion having 
front and rear walls, side walls and an upper face 
integral with said walls, said upper face having 
a. cigarette dispensing opening, a plate adapted 
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to cover said opening and mounted to slide in 
contact with said upper face, a member attached 
to said plate and protruding through a slot in 
said upper face, the portion of said member lying 
on the side of said upper face opposite said plate 
being larger than said slot to hold the plate in 
contact with said upper face, said plate having 
a raised portion positioned on said plate to regis 
ter with, enter and engage the margins of, said 
cigarette dispensing opening when said plate is 
moved to cover said opening. 

2. In a cigarette case, a body portion having 
front and rear walls, side walls and an upper face 
integral. with said walls, said upper face having 
a cigarette dispensing opening, a plate adapted 
to cover said opening and mounted to slide in 
contact with said upper face, a member attached 
to said plate and protruding through a slot in 
said upper face, the portion of said member lying 
on the side of said upper face opposite said plate 
being, larger than said slot to hold the plate in 
contact with said upper face, said plate having a 
thickened portion adapted to enter said cigarette 
dispensing opening and engage the margins 
thereof, and interengaging means acting to cam 
said thickened portion into said cigarette dis 
pensing opening. 

3. In a cigarette case, a body portion having 
front and rear walls, side walls and an upper face 
integral with said walls, said upper face having a 
cigarette dispensing opening, a plate adapted to 
cover said opening and mounted to slide in con 
tact with said upper face, a member attached to 
said plate and protruding through a slot in said 
upper face, the portion of said member lying on 
the side of said upper face opposite said plate 
being larger than. said slot to hold the plate in 
contact with said upper face, said plate having 
a thickened portion adapted to enter said ciga 
rette dispensing opening and engage the margins 
thereof, and means formed on said member to en 
gage a wall of said slot to cam said thickened 
portion into said cigarette dispensing opening. 

4. The cigarette case of claim 1 wherein said 
raised portion is provided with beveled edges and 
said margins of said dispensing opening are cor 
respondingly beveled to provide a more effective 
seal. 

HARRY A. HUSTED. 
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