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1 
This invention relates to an attachment de 

signed for use in connection with faucets, the 
primary object of the invention being to provide 
an attachment in the form of a container in which 
a suitable detergent is placed, so that water pass 
ing from the faucet will contact with the deter 
gent and carry the detergent through spray open 
ings of the container to deposit the detergent in 
a receiving basin, such as a bath tub or the like, 
the spray causing the creation of bubbles in the 
basin or bath tub. 
An important object of the invention is to pro 

vide means for attaching the container to the 
faucet in such a way that the device will remain 
securely attached to the faucet. 

Still another object of the invention is to pro 
vide an attachment which is capable of attach- _ 
ment to faucets of various sizes and shapes. 
With the foregoing and other objects in view 

which will appear as the description proceeds, the 
invention consists of certain novel details of 
construction and combination of parts, herein» 
after more fully described and pointed out in the 
claim, it being understood that changes may be 
made in the construction and arrangement of 
parts without departing from the spirit of the 
invention as claimed. 

Referring to the drawing: 
Figure 1 is a vertical sectional view through 

a container, faucet and container attaching 
means, constructed in accordance with the inven 
tion. 
Figure 2 is a sectional view taken on line 2-2 

of Figure 1. 
Figure 3 is a sectional view taken on line 3---3 

of Figure 1. 
Referring to the drawing in detail, the device 

comprises a body portion, indicated generally by 
the reference character 5, which is in the form 
of semi-spherical sections 5 and l and connected 
by means of the pin 8, which moves in the bayo 
net slot 9 of the section 1. Thus, it will be seen 
that due to this construction, the sections may 
be readily and easily disconnected to permit of 
the insertion of the desired detergent which may 
be in the form of a soap cake or the like. 
Openings III are formed in the section ‘I, and 

provide means to permit the water passing 
through the body portion to exhaust in a ?ne 
spray carrying with it detergent material, the 
spray causing the creation of ‘bubbles in the bath 
tub or basin in which the spray is directed. 
The reference character 1! indicates the neck 

of the body portion which is formed integral with 
the upper section 6 thereof, the neck being pro 
vided with an annular ?ange [2 at the outer end 
thereof, the ?ange being embedded in the main 
portion I3 of the coupling used in removably se~ 
curing the device to the faucet, the faucet in the 
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present showing being indicated by the reference 
character Hi. 
The main portion of the coupling is ball-like 

in formation and is provided with a tapered ex 
tension [5 that extends well into the central por 
tion of the coupling, the extension being of a 
length to extend an appreciable distance beyond 
the upper end of the main portion l3, as clearly 
shown by Figure 1 of the drawing. The coupling 
is constructed preferably of rubber and is pro 
vided with a circular recess providing a space be 
tween the tapered extension [5 and an inner 
surface of the main portion of the coupling for 
the reception of the annular ?ange it formed 
at the discharge end of the faucet. As shown, 
the tapered extension l5 extends into the dis 
charge end of the faucet l4, and because of the 
tapered construction of the extension, it will be 
seen that the extension will be capable of use 
with faucets of various sizes, the tapered exten 
sion [5 wedged within the faucet providing a 
wateiwtight connection. 
The recess formed within the body portion of 

the coupling is also formed with annular grooves 
I‘! that accommodate the annular ?ange of the 
faucet, there being provided a plurality of these 
annular grooves, to receive ?anges of faucets of 
various diameters. 
The extension I5, beyond the main portion of 

the coupling, is formed with annular grooves l3 
that provide annular ribs 19, which contact with 
the inner surface of the faucet to hold the cou 
pling to the faucet. This construction is such 
that when water is forced through the coupling 
and into the body portion 5 under pressure, a vac 
uum is created within the spaces formed between 
the annular ribs 19, to cause the extension to 
closely grip the faucet and hold it in position 
against the action of the pressure backing up 
within the body portion 5. 
From the foregoing it will be seen that due to 

the construction shown and described, I have pro 
vided a container which may be readily and easily 
positioned over the discharge end of a faucet, 
the container containing a suitable detergent, 
particles of which are picked up as the water 
passes therethrough, causing a spray to create 
bubbles in the bath tub or basin in which the 
spray is directed. 
Having thus described the invention, what is 

claimed is: 
The combination with the ?anged end of a 

faucet, of a coupling comprising a rubber ball-like 
member having a central discharge bore, an elon 
gated extension extending from the center of 
the ball-like member and terminating an appre 
ciable distance beyond the surface of the ball 
like member, the outer surface of the ball-like 
member having a recess concentric with the ex 
iensiqn, and extending appreciable 
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into the ball-like member, one wall of the recess 
being tapered for wedging contact with the inner 
surface of a faucet with which the coupling is 
used, the opposite wall of the recess having a 
plurality of concentric annular grooves of vari 
ous widths in which the ?ange of the faucet en 
gages, and said elongated extension adapted to 
be extended into the faucet with which the cou 
pling is used. ‘ 
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