
Aug- 2, 1949- P. R. ISAACSON _ ‘ ‘ 2,477,806 

CLIP SUPPORT FOR SHOTGUN SHELLS 

Filed Dec. 31, 1947 

I N V EN TOR. 

Pau/ A? fsaacson - 



Patented ‘Aug. 2, 1949 2,477,806 

UNITED STATES PATENT QFFICE 
2,477,806 

0L1? SUPPORT FOR SHOTGUN SHELLS 

Paul R. Isaacson, Denver, 0010. 

Application December 31, 1947, ‘Serial No. 794,829 

(01. 224—-24) 1 Claim. 

1 
This invention relates to a clip for carrying 

cartridges, and is more particularly designed for 
‘ hunters’ use to carry shot gun shells. 

The principal object of the invention is to pro 
vide a clip for supporting shells in which the 
shells can be rapidly inserted and removed. 
Another object of the invention is to so con 

struct the clip that it can be quickly and easily 
applied to any belt without the use of elaborate 
tools or machinery. 

Other objects and advantages reside in the 
detail construction of the invention, which is de 
signed for simplicity, economy, and ei?ciency. 
These will become more apparent from the fol 
lowing description. , 
In the following detailed description of the 

invention, reference is had to the accompanying 
drawing which forms a part hereof. Like nu 
merals refer to like parts in all views of the draw 
ing and throughout the description. 
In the drawing: 
Fig. 1 is a fragmentary side view of a carrying 

belt on which the improved clip is supported, il 
lustrating shot gun shells in place therein; 

Fig. 2 is a front view of the shell clip employed 
on a belt; 

Fig. 3 is a side view of the improved clip; 
Fig. 4 is a rear view; 
Fig. 5 is a top view thereof; and 
Fig. 6 illustrates the metal blank from which 

the clip is formed. 
In the drawing, a belt is illustrated at l formed 

of leather, canvas, or other suitable ?exible ma 
terial. Typical shot gun shells of the type hav 
ing a ?anged cap extremity M are indicated at 
I2. 
The improved clip is formed from a single 

blank of resilient sheet metal, such as spring 
steel, brass, or bronze, stamped, as shown in Fig. 
6, to form a vertical back plate portion l3, two 
side Wing portions IS, an upper pair of prongs IS, 
a lower pair of prongs l1, and a neck portion l8. 
The back plate l3 and the wing portions l5 are 

formed on a cylindrical radius slightly smaller 
than the radius of the shells l2. The prongs l6 
and I‘! are turned to project rearwardly in par 
allel relation. The neck portion I8 is arcuately 
indented to form a cap-receiving groove [9. The 
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2 
adjacent edges of the wings are rolled outwardly, 
as indicated at 20. 
The device is applied to the belt II by punch 

ing four slotted holes at each position where it 
is desired to place a shell. The prongs i6 and I’! 
are passed through the holes and bent so that the 
prongs of each pair face each other with their 
points turned into the material of the belt II. 
The cartridges l2 are inserted by simply ?t 

ting their shot extremities between the ?ared 
portions 20 of the wings l5 and forcing the shell 
downwardly until the cap portion of the shell 
aligns with the groove 19. The shell is then re 
leased and the inherent resiliency of the wing 
portions l5 snaps the edge of the cap into the 
groove 19, securely retaining the shell in place. 
The shells can be quickly and easily removed 

by simply gripping the cap extremities and pull 
ing them outwardly from the groove I9 and from 
the resilient grip of the wing portions l5. 
While a speci?c form of the improvement has 

been described and illustrated herein, it is de 
sired to be understood that the same may be 
varied, within the scope of the appended claim, 
without departing from the spirit of the inven 
tion. 
Having thus described the invention, what is 

claimed and desired secured by Letters Patent is: 
A clip for supporting a shot gun shell of the 

type having a ?anged cap extremity, compris 
ing: a backing plate; two resilient, inwardly fac 
ing, arcuate wings projecting from said backing 
plate and adapted to grip a shell thereagainst; 
and a relatively narrow neck portion extending 
upwardly from said backing plate above the up 
per edges of said wings and having an indented 
groove in its forward face for receiving the 
?anged extremity of a shell. 
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