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My present invention, in its broad aspect, has 
reference to improvements in devices for cutting 

desired lengths for use, 
and more particularly, it is my purpose to provide 
a handy case to receive a roll of adhesive tape, 
and which has an opening through which the end 
of the tape is pulled through a guiding arm on 
the closure for the openings so that the desired 
length to be severed is presented to a knife to be 
severed when the door is closed over the opening. 
The tape is thus not only conveniently and 
handily severed into proper lengths as needed, 
but preserved in a dust proof and sanitary con 
dition between times and a length is always con 
veniently presented as soon as the closure is 
opened. A spring means facilitates opening the 
closure and a handy latch maintains it in proper 
closed condition until released." My device is 
simple, inexpensive and easily constructed and 
may be'used for an indefinite length of time and 
?lled with new rolls of adhesive tape. 
Other and equally important objects and ad 

vantages of my invention will be apparent from 
the following description and drawings, and it is 
pointed out that changes in form, size, shape, 
materials and construction and arrangement of 
parts may be made and are contemplated with 
in the purview of my broad inventive concept, 
and the scope of the appended claims. 
In the drawings, wherein I have illustrated a 

preferred form of my invention: 
Figure 1 is a front view of my device in closed 

position; 
Figure 2 is the same opened for the withdrawal 

of tape therefrom; 
Figure 3 is a top 

closed position; 
Figure 4 is a side 

position; 
Figure 5 is a sectional view on the line 5-5 of 

Figure 1; 

plan view of my device in 

view of my device in open 

Figure 6 is a sectional view on the line 6-8 of v 
Figure 1, and - 

Figure 7 is a sectional view on the line 1-1 of 
Figure 1. 
In the drawings, wherein like characters of 

reference are used to designate like or similar 
parts: 
The numeral 

tape of conventional form and I2, a spool on 
which the tape in is rolled. My case I4 is cylin 
drical and has an upwardly rolled edge I6, which 
is rolled on the wire insert 18 and a downwardly 
or inwardly rolled edge 20 against which the roll 
l2 abuts, after the manner indicated in Figures 5, 

l0 designates a roll of adhesive 4 
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6 and 7. The peripheral rim of my case M is 
provided with an opening 22 through which a 
length of tape to be cut is pulled. The opening 
has a closure 24 having a spring hinge 26 and 
pivoted On a pin 28 and opposed guide arms 30 
on its under side through which the tape is 
pulled, forwardly of the hinge 26 the closure 24 is 
provided with the semicircular portion 32 which 
is adapted to house the guide roller 34 rotatably 
mounted on a transversed shaft 36, ?xed in the 
apertured ear 3%, formed on the edge 20 of the 
case M. ri‘he end of the closure 24 has a hooked, 
or upwardly and downwardly bent guard or cap 
40 which ?ts down over a biased or angled knife 
edge 42 carried by the case so that it is merely 
necessary to press down the cover to sever the 
length of adhesive tape desired. A hook-shaped 
spring pressed closure clip or latch 44 is pivoted ' 
to the case at at and ?ts over the cap 40 and en 
gages the ear 48 formed on the forward end edge 
of the closure 2a. 
In use, the spool 62 is slid into the case M. 

The tape it is then trained through the opening 
22 and the arms 36 on the underside of the 
closure 24. The tape can then be pulled out 
wardly of the free end of the closure 24 to the 
desired length. Closing of the closure will bring 
the tape into engagement with the knife edge 42 
by means of the guard 40. The edge 42 will 
sever the tape and it can be used as ‘desired. 
When the closure is opened, the tape, at‘ its free 
end, is always within convenient reach of the 
user, and the closure, in closed position, prevents 
the knife, through guard 40, from cutting the 
user's hand. 
From the foregoing it is believed that the ob 

jects and advantages 'of my invention will be 
apparent, but it is again pointed out that in 
terpretation of the scope of my invention should 
only be conclusive when made in the light of the 
subjoined claims. ' 

I claim; 
1. A cutter case for adhesive tape rolls, com 

prising a circular rim having rolled edges, said 
rim adapted to fit about the tape roll, one of said 
edges rolled outwardly of said rim to provide an 
open side to receive the tape roll, the other of said 
rolled edges forming an abutment for the tape 
roll said rim having an opening through whicl.I 
lengths of tape to be out are pulled, a knife on 
the case at one end of the opening, a closure for 
the opening pivoted on the rim at the opposite 
end thereof, said closure having a cap-like end 
and a support for the tape and movable to a 
closed position to engage the tape with the knife 
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by means of said cap-like end to sever the length 
desired, pivoted latching means on the case for 
the closure’ and spring means for said closure to 
force said closure to open position. 

2. The invention as de?ned in claim 1 where 
in the closure has opposed arms on its underside 
through which the tape is drawn to be support 
ed for cutting, a guide roller mounted on the rim 
inwardly of and adjacent to the pivoted end of 
said closure over which 'the tape is trained and 
wherein the cap-like part is bent upwardly and 
downwardly in the shape of a hook. 

3. The invention as de?ned in claim 1 where 
in the knife is angled to present a biased cutting 

‘ edge, and wherein the latch guard is in the form 
of a hook ?tting over the cap-like end to hold the - 
same in closed position. 

FRANK M. BECKER. 

10 

15 

4 
REFERENCES CITED 

The following references are 
?le of this patent: 

UNITED STATES PATENTS 
Number Name Date 
1,029,490 Connors et al. ___r___ June 11, 1912 
1,829,577 Anderson ________ __ Oct. 27, 1931 
2,310,522 Gorbatenko ________ Feb. 9, 1943 

‘ 2,351,782 Punte ___________ __ June 20, 1944 

FOREIGN PATENTS 
Number . Country Date 

398,088 Great Britain ____ __ Sept. 7, 1933 

of record in the _ 


