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This invention relates to gloves, and more par 
ticularly to a glove having a pocket for the pur 
pose of keeping change, keys and other small 
articles. ' 

Some attempts have been made in the prior 
art to fabricate gloves having pockets therein, 
but in all such cases the resulting articles have 
been cumbersome and unsightly, and the posi 
tioning of the pockets has prevented full use of 
the thumb and ?ngers. . 

Accordingly, it is a principal object of this 
invention to construct a glove having a pocket 
that is so positioned that it will not interfere in 
any way with the use of the thumb and ?ngers. 
Another object of the invention is to provide 

a glove of the type described, wherein the pocket 
is not noticeable from the outside, or at most 
only the closure for the pocket is visible. 
Other objects will appear to those skilled in 

the art from a reading of the accompanying 
papers. 
The drawings illustrate a preferred embodi 

ment of the invention, but it is understood that 
modi?cations may be made therein without de 
parting from the spirit of the invention as here 
inafter claimed. 

Figure 1 represents a front or palm view 01' a 
left-hand glove having a pocket constructed in 
accordance with the principles of the invention. 
Figure 2 is a view of the same glove, palm 

down, with the upper half of the glove broken - 
away to show the construction of the pocket. 
Figure 3 is a vertical section taken along the 

line 3-3 of Figure 2. 
Figure 4 is a back view of a left-hand glove 

showing the construction of a back pocket. 
Figure 5 is a view‘ of a similar pocket, a por 

tion thereof being broken away, and showing- the 
closure member for the pocket on the inside of 
the glove. 

It will be observed that Figure 1 shows a left 
hand glove .?ror a conventional appearance. 
This invention, of course, is applicable to all 
types and sizes of gloves and mittens, for either 
or both hands. The glove comprises a palm side 
II and a back side 12. 

\ The pocket is constructed of two pieces, I5 
and i 6, of leather, fabric or other materials, 
sewn together along three sides. The mouth 
of the pocket is joined to a suitable opening in 
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the palm II oi the glove It by means of a suit 
able slide fastener 20. Consequently, the slide 
fastener 20 will be the only visible evidence of 
an internal pocket. Inside, however, the sides 
of the pocket may be fastened to the glove by 
means of the side stitching, or the stiching sur 
rounding the thumb hole, or by both. " . 
The pocket is so designed that it does not ex 

tend beyond the articulation of the phalanges 
with the inetacarpals, so that the use of the fin 
ger in grasping will no be interfered with. 
In Figure 4 is shown a. pocket having its mouth 

attached to a slide fastener 2| in an opening in 
the back I 2 of the glove. Here again the sides 
of the pocket may be attached to the glove by 
means of the side stitching, but there is no trans 
verse stitching or other indicia. to reveal the 
presence of the pocket. 

If desired, the back pocket may be attached 
to the inside or the glove, as indicated in Figure 
5, so that the slide fastener 22 is wholly within 
the glove. In this modi?cation, one portion of 
the pocket is attached to the glove by the trans 
verse stitching at the very end of the glove, so 

as that there is'no external evidence whatsoever of 
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the presence oi.‘ the pocket. Such invisible con 
struction may be utilized for both a front pocket 
and a back pocket. ~ 

If considered desirable, the glove may com 
prise three Dockets, one having an opening as 
indicated in Figure 1, and the other two openings 
near the wrist of the glove. The latter two may 
have their mouths joined to the glove by a visible 
fastener, as indicated in Figure 4, or by an in 
‘visible fastener, as indicated in Figure 5. 

What is claimed is: , 
In a glove comprising a back portion and a 

palm portion provided with a transverse slit and 
a thumb aperture, the said back and palm por 
tions being joined together by side stitching and 
?nger stitching, two superposed pieces of mate 
rial of substantially identical width as the glove 
and provided with coinciding thumb apertures, 
stitching along three sides of the pieces of ma 
terial to form a pocket with an open mouth 
adjacent to the transverse slit, the said pocket 
being secured to the back and palm portions by 
the side stitching and positioned within the glove 
with the thumb aperture in the pocket coinciding 
with the thumb aperture in the palm portion, a 



3 
continuous row of stitching extending substan 
tiaily entirely around said coinciding apertures 
for securing the pocket to the palm portion adja 
cent to the thumb. and a slide fastener secured 
within the transverse slit of said palm portion 5 
and stitched to the open mouth of the pocket. 
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