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This invention relates to new and useful im 
provements and structural re?nements in sights 
for ?rearms, more speci?cally, sights such as may 
be conveniently and effectively employed in 
association with ri?es, shotguns, or the like, and 
the principal object of the invention is to provide 
a device of the character herein described, where 
by the marksman can obtain clearer vision of 
the target with the minimum of eye strain and 
which will substantially minimize undesirable 
light re?ection such as would otherwise interfere 
with or distort the rays of light extending from 
the target to the marksman’s eye. 
A further object of the invention is to provide 

a sight which is primarily intended for mounting 
adjacent the muzzle of the barrel and which may 
be easily applied to guns of various sizes and 
types. 
Another object of the invention is to provide 

a sight which is simple in construction and which 
will readily lend itself to economical manufac 
ture. 
A still further object of the invention is to 

provide a sight which is otherwise well adapted 
for the purpose for which it is intended. 
With the above more important objects in View, 

and such other objects as may become apparent 
as this speci?cation proceeds, the invention con 
sists essentially of the arrangement and con 
struction of parts as illustrated in the accom 
panying drawings, in which: 

Figure 1 is a cross sectional View of the in 
vention, showing the same in situ on a gun barrel. 

Figure 2 is a cross sectional view, taken sub 
stantially in the plane of the line 2—2 in Figure 
1, and 
Figure 3 is a perspective view of the sight disc 

used in the invention. 
Like characters of reference are used to desig 

nate like parts in the speci?cation and through 
out the several views. 
Referring now to the accompanying drawings 

in detail, the invention consists of a sight desig 
nated generally by the reference character 5, the 
same embodying in its construction a disc 6 
preferably formed from Lucite, or similar mate 
rial, possessing characteristics of transparency. 
The disc 6 is provided with a centrally dis 

posed, tapered bore 1, and the end portions of 
this bore are countersunk as at 8, as will be 
clearly apparent. 
For purposes of mounting, the periphery of the 

disc 6 is beveled as at 9, this beveled portion en 
gaging a complementary seat l0 formed in the 
bore of a suitable sight tube II. It will be noted 
that the seat I0 is disposed medially the length 
of the tube II, and the disc 6 is retained in posi 
tion by a removable sleeve I2 positioned in the 
sight tube, as is best shown in Figure 1. A set 

10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

2 
screw I3 is, in turn, employed for securing the 
sleeve l2 in position. 
The tube I l is provided with a suitable bracket 

hi, this being equipped with an eye or ring l5, 
such as may be positioned adjacent the muzzle 
end I6 of the gun barrel l1. 
When the invention is placed in use, it will 

be found that the countersinks 8 will create the 
appearance of a dark ring surrounding the sight 
aperture or bore 1, thereby assisting the marks 
man in concentrating his vision upon the target. 
It will be also found that this feature, combined 
with the provision of the sight tube II, will sub 
stantially minimize undesirable light re?ection 
which would otherwise interfere with or distort 
the rays of light extending from the target to 
the marksman’s eye. 

It is believed that the advantages and use of 
the invention will be clearly understood from the 
foregoing disclosure and accordingly, further de 
scription thereof at this point is considered un 
necessary. 
While in the foregoing there has been shown 

and described the preferred embodiment of this 
invention it is to be understood that minor 
changes in the details of construction, combina 
tion and arrangement of parts may be resorted 
to without departing from the spirit and scope 
of the invention as claimed. 
What we claim as our invention is: 
A sighting attachment for gun barrels com 

prising a sight tube open at both ends, an an 
nular, inclined shoulder provided on the inner 
surface of the sight tube intermediate the ends 
thereof, an annular transparent sight plate hav 
ing a beveled edge engaging the inclined shoulder 
provided on the inner surface of the sight tube, 
a removable sleeve slidably engaging the sight 
tube for holding the beveled edge of said sight 
plate against the inclined shoulder provided on 
the inner surface of the sight tube, and means 
removably securing the sleeve within the sight 
tube, said plate having a central bore therein, the 
end portions of the bore being countersunk. 
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