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This invention relates to hand tools, and has 
particular reference to a, tool for supporting a 
cold chisel, granite chisel, star drill, center punch, 
or like tools during a work operation. 
An object of the invention is to provide a handle 

whereby hand tools of the character indicated 
above may be supported and struck with a ham 
mer without danger of injuring the mechanic’s 
hand. 
Another object of the invention is the provision 

of a device of the character indicated which is 
constructed and arranged in such manner that 
a cold chisel or the like may be ?rmly gripped and 
held in operating position with greater e?iciency. 
Another object of the invention is the provision 

of a device of the character indicated which 
makes possible the holding of a cold chisel or 
similar tool in different angular positions with 
greater ease than is possible when the same tool 
is held directly in the palm of the hand. 
The foregoing and other objects and advan 

tages of the invention will become more apparent 
as the description proceeds, reference being made 
from time to time to the accompanying drawings, 
forming part of the within disclosure, in which 
drawings: 

Fig. 1 is a side elevational view of a device em 
bodying the invention, 

Fig. 2 is a view similar to Fig. 1 with parts in 
section to illustrate the position of other parts. 

Referring now more particularly to the draw 
ings, it will be understood that in the embodiment 
herein disclosed, the device consists of a com 
paratively long shank l which is provided with a 
grip 8, preferably made of rubber or other ?exible 
material, which is press-?tted or molded thereon 
to provide a shock absorbing hand grip. The 
shank 1 is preferably formed with a round cross 
section, but is provided with a large octagonal 
shaped portion 9, which is adapted to accommo 
date a wrench, whereby the shank 1 may be ro 
tated as hereinafter described. The shank ‘l is 
threaded, as at [0, to accommodate the end mem 
ber H, which is internally threaded, as at l2. 
The end member II is provided with a longitudi 
nal bore l3 adapted to accommodate the cylin 
drical end M of a ?oating jaw l5, which is posi 
tioned in the transverse opening [6 formed in the 
circular head I’! of the member II. The inner 
peripheral wall l8 of the head member I1 is ser 
rated to match corresponding serrations formed 
on the end of the ?oating jaw I5, whereby the cold 
chisel or other tool may be gripped therebetween. 
A jam nut I9 is carried on the threads [0, and 
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is adapted to be moved into locking position 55 

2 
against the end of the member I I to prevent the 
rotation thereof when the device is in operation. 
In order to use the device, the jam nut i9 is 

rotated away from the end of the member ll, so 
that the shank 1 and member II are free to rotate 
with respect to one another. 
The members ‘i and l I are then rotated with re 

spect to one another so that the ?oating jaw 
l5 may recede to provide a su?icient clearance 
for the introduction of the cold chisel or other 
tool into the opening l6. After the tool has been 
inserted into the opening iii, the shank ‘l is pref 
erably rotated with respect to the member ll, so 
that the end of the shank l abuts the member 
14 to outwardly move the ?oating jaw [5 into 
locking engagement with the cold chisel or other 
tool to be held. 
When sufficient pressure is exerted by the ?oat 

ing jaw 15 on the tool to be held, the jam nut I9 
is moved into position against the end of the 
member i I and the device is ready for operation. 
Having described my invention, what I claim 

and desire to secure by Letters Patent is: 
1. In a device of the character described, the 

combination of a substantially long shank having 
a shock absorbing hand grip thereon, means to 
rotate said shank, threads on said shank extend 
ing from said last named means to the end of said 
shank, an end member having a heavy walled 
circular head with a large transverse opening 
therein, a threaded longitudinal bore in said end 
member engaging the threads of said shank, a 
jamb nut 0n the threads of said shank and con 
tacting the end of said end member, and a, ?oat 
ing jaw in the transverse opening of said end 
member and having an extension in contact with 
the end of said shank. 

2. The combination de?ned in claim 1, in which 
said ?oating jaw has a serrated arcuate edge 
oppositely disposed to a serrated edge formed on 
the wall of the said circular head. 
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