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My invention relates to soap dishes and more 
particularly is an improvement in a type of com 
bination faucet and soap dish such as is well 
adapted to kitchen or bathroom use. 

It is one of the objects of my invention to pro 
vide a combination faucet and soap dish in which 
the soap dish is easily applied to and removed 
from the faucet, and which will be held rigidly 
in position on the faucet when assembled. 
Another object of the invention is to construct 

a soap dish preferably of sheet or molded ma 
terial which is provided with means for quick 
assembly and removal with respect to the faucet 
on which it is supported. 
A further object resides in providing cooperat 

ing means on a soap dish and its faucet support 
which will prevent lateral relative movement on 
the faucet yet which will permit easy removal 
therefrom. 
Another object of the invention is to provide 

a device of the kind disclosed which is extremely 
simple of construction, inexpensive to manu 
facture and neat in appearance. 
Other objects and advantages will become more 

apparent as the following description of an em 
bodiment thereof progresses, reference being 
made to the accompanying drawings in which 
like reference characters are employed to desig 
nate like parts throughout the same. 
In the drawing: 
Figure 1 is an exploded View in perspective 

showing the faucet support and the soap dish 
embodying my invention; 

Figure 2 is a top plan view of the soap dish; 
Figure 3 is a rear elevation of the soap dish; 
Figure 4 is a side elevation thereof; and, 
Figure 5 is a perspective view of the soap dish 

shown mounted on a, faucet of the mixing type. 
The invention is particularly adapted for use 

over kitchen sinks or in the bathroom although 
its usefulness is not to be understood to be limited 
to these speci?c examples. 
In the embodiment illustrated, the hub l and 

distributing arms 2 of a mixing faucet are pref 
erably formed as a unit, there being a threaded 
opening 3 in the hub for receiving the swivel 
mixing spout 4. The hub l extends rearwardly 
of the arms from a point substantially midway 
of the outer ends and is provided with vertically 
arranged slots 5 and 6 on opposite sides of the 
hub as illustrated in Figure 1. These slots are 
in lateral alignment and may extend from the 
top of the bottom of the hub. The slots extend 
inwardly toward each other sufficiently to receive 
and hold a portion of the respective walls 1 and 
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2 
8 of the soap dish 9 when the latter is in sup 
ported position. 7 

The soap dish 9 may be formed as a metal 
stamping or may be of molded plastic composi 
tion or formed in any other desired manner to 
include a soap supporting ledge l0, side walls H, 
and a rear wall l2. The rear wall l2 extends 
upwardly from the ledge and is curved rearwardly 
and downwardly at l3 as shown in Figures 1, 4 
and 5, from its outer ends to an intermediate hub 
embracing portion M. 

This portion of the soap dish is relieved at l5 
to form rearwardly extending walls l6 terminat 
ing in inwardly projecting ?anges I‘! arranged for 
sliding engagement in the respective slots 5 and 6 
of the hub, as shown in Figure 5. 
The curved and downwardly extending walls 

!3, due to the resiliency of the material, are 
adapted to snap over and ?rmly engage the arms 
2 of the faucet ?xture as the soap dish is lowered 
into place, the ?anges i1 sliding in the respective 
slots 5 and 6 and the top walls It; coming to rest 
on and overlying the outer sides of the hub, as 
shown in Figure 5. 

It will be seen that, while the construction 
illustrated is extremely simple, the soap dish may 
readily be attached to and removed from the 
?xture. When it is in assembled position it will 
be held ?rmly in its supported position on the 
arms 2 against accidental vertical displacement 
due to the resiliency of the walls I3 normally 
gripping the arms 2, and against lateral displace 
ment by virtue of the cooperating ?anges H in 
the respective slots v5 and 6. 
By such a construction, the entire combined 

?xture is more satisfactory in use because the 
soap dish cannot be accidentally displaced either 
by vertical, lateral or rotational movement rela 
tive to the ?xture. 
Various changes may be made in the details 

of construction of my invention without depart 
ing from the spirit thereof or the scope of the 
appended claims. 

I claim: 
1. A plumbing ?xture including a conduit, 

means on said conduit for supporting an article 
support and an article support removably car 
ried by said means and said conduit, said means 
and said support having cooperating portions for 
slidable inter?tting engagement whereby to 
?rmly secure the support on the ?xture against 
relative lateral or rotational movement thereon, 
said support having another portion for resilient 
engagement with said conduit. 

2. A plumbing ?xture including a conduit, a 
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hub on said conduit, and an article suplport re 
movably carried by said hub and conduit, said 
hub and said support having cooperating portions 
for slidable inter-?tting engagement whereby to 
?rmly secure the support on the ?xture against 
relative lateral or rotational movement thereon, 
said support having _portions‘formed for resilient 
engagenrent‘with said’ conduit on opposite, sides 
of said‘hu'b.‘ " ' ' ' ‘ 

3. In combination, a plumbing ?xture compris 
ing a mixing faucet hub, a pair of conduits com 
municating with said hub to‘ supply- ?uids to, be 
mixed, said hub having vertically‘ arranged slots 
in opposite sides thereof, and an‘ article support 
formed with portions overlying and resiliently 
engageable with said conduits, and a pair of walls 
formed in said support for slidable ‘engagement 
in said hub slots whereby to removablv, secure 
the support on the ?xture. " ‘ 

4. In combination, a'plumbing ?xture compris 
ing a ‘mixing faucet hub, a conduit carried by said 
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hub, said hub having a slot formed therein, and 
an article support formed with portions over 
lying and resiliently engageable with said conduit, 
and a wall formed in said article support for slid 
able engagement in said slot whereby to remov 
ably secure the article support on the ?xture and 
tov prevent relative lateral. or ro?atipaal move 
msnt’bherieon- ' 

EDWARD C. SWILIK. 
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