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My invention relates particularly to advertis 
ing devices suitable for instance for use in res 
taurants, diners, drug stores and other places 
where changeable signs are used. 
The main object is to provide ‘a simple, attrac 

tive device having a number of slats or plates, 
one or more of which is reversible so that the 
visible advertising or other indicia may be 
changed. 
In its preferred form the invention consists of 

a main top plate from which are suspended a 
number of plates or slats which are readily re 
versible independently of each other. 

Fig. 1 is a front view of a device involving one 
form of my invention, parts being broken away. 

Fig. 2 is an edge view of the same, parts being 
broken away. 

Fig. 3 is a cross-sectional view on the plane of 
the line 3—3 of Fig. 2. 

Fig. 4 is an enlarged fragmentary detail view 
of one end of one of the plates. 
The top plate l0 may be formed of any suitable 

material and its ?at surface would ordinarily 
bear advertising matter or other indicia. From 
this top plate are suspended a number of slats or 
plates such as ll, l2, l3 and M by means of end 
less ?exible tapes I5. The tapes are looped at 
their upper ends as indicated at l6 by means of 
split sleeves ll of sheet metal surrounding and 
tightly gripping the reaches of the tape together. 
The top plate is notched as indicated at l8 form 
ing reduced end portions with the loops I6 pass 
ing around such ends. Similar loops IE] but 
smaller in length are formed along the tapes at 
spaced intervals by the sleeves I l and pass loosely 
around the notched and reduced ends 20 of the 
slats for supporting said slats. 

It will be noted that the metal sleeves H ex 
tend into and between the notched ends of the 
slats thereby serving as rigid spacers between 
the slats. It will also be noted that the loops l9 
are only as long as the height of the reduced 
notched portions of the slats so that the slats 
are prevented from becoming accidentally dis 
placed yet the loops are suf?ciently long and ?ex- I 
ible to permit each slat to be manually rotated 
within the loops in order to reverse the surface 
portions thereof when desired. 
The top plate l0 may have a hinged ?ap 2| 

fastened to its rear surface, which flap may be 
perforated to receive a string 22 for fastening the 
device to the wall or other supporting surface. 

It will be seen that the individual slats are 
readily reversible within the loops of the tapes 
and between the upper and lower spacer sleeves. 
The slats will ordinarily bear suitable illustra 
tions and/or wording on both surfaces but only 
one surface with the indicia thereon will be ex 
posed to view when the device or sign is hung on 
a support. Different indicia however may be 
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2 
presented to view by merely turning the slat in 
its supporting loops in order to bring the reverse 
surface to view. This affords a ?exibility that 
is very advantageous especially in restaurants, 
for example, when it is desired to change the 
menu. 
The device as a whole is ?at and ?exible and 

is readily mounted on a wall or other supporting 
surface. It is durable in use and may be col 
lapsed or folded into compact form for storage 
and shipping. 

I claim: 
1. A display device comprising a top support 

ing plate, ?exible tapes supported by the ends of 
said plate, individually reversible plates carried 
by said tapes and separate spacer members con 
nected to the tapes between the reversible plates. 

2. A hanging display device comprising a num 
ber of two-faced plates each having its ends 
notched, ?exible tapes looped around the notched 
ends of the plates and spacing sleeves secured 
to the tapes between the adjacent looped por 
tions, each plate being individually and manu 
ally reversible independently of the other plates 
while its notch-ed ends are in the looped portions. 

3. A reversible Sign comprising a top support 
ing plate, endless ?exible tapes supended from 
both ends of said plate, sleeve members surround 
ing said tapes at spaced intervals therealong 
forming spaced loops in the tapes for rotatably 
supporting slats. 

4. A reversible sign comprising a top support 
ing plate, endless ?exible tapes suspended from 
both ends of said plate, sleeve members sur 
rounding said tapes at spaced intervals there 
along forming spaced loops in the tapes and two 
faced slats rotatably mounted in said loops. 

5. A reversible display sign comprising a top 
supporting plate, having notched ends, endless 
?exible tapes suspended from the notched ends 
of said plates, rigid sleeve members surrounding 
said tapes at spaced intervals therealong and 
forming spaced loops in said tapes and two-faced 
slats having ends, the notched ends of said slats 
being rotatably supported in said loops whereby 
the slats may be individually rotated to reverse 
the faces thereof. 
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