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1 
Thezpresent ‘invention relates to stringed musi 

‘cal instruments of the type in which the strings 
*are plucked and more particularly to a'device to 
adapt the instrument for quick detachable con 
ne'ction with a suitable supporting harness. 
While the present invention may be applied to 

other stringed musical instruments such as ban 
jos, \ukuleles, mandolins and the like,-it is par 
ticularly adapted for use with guitars which are 
relatively heavy and 'quite bulky. When a musi 
c'ian plays several different instruments in an 
orchestra including a guitar, it is desirable to be 
able to shift from one instrument to another 
quickly yet support the weight of the instrument 
so as to relieve the musician from fatigue. Also, 
when-an orchestra leader plays‘solo arrangement 
on a guitar in standing position, it is essential 
that hebe able to remove the instrument quickly 
and smoothly to immediately turn his attention 
to leading the orchestra. When guitars are played 
in a standing position they are usually supported 
vby a bandolier extending around one shoulder of 
the musician and attached to the neck and body 
of the instrument. To remove the guitar it is 
necessary to lift the bandolier over the heady 
with one hand While holding the instrument with 
the other hand and such ‘removal of the bando 
lier is awkward and time consuming. 

'One of the objects of "the'present‘invention is 
‘to ‘provide a device for supporting a musical in 
strument ‘of the type indicated from a suitable 
harness such as a ‘neck strap while permitting 
‘a quick and easy attachment to and detachment 
from the harness. v _ 

Another object is toprovide a supporting de 
‘vice of the type indicated which may be ap 
plied to the musical instrument as an attach 
“ment and adjusted to fit instruments of differ 
ent shapes and sizes. 

Still another object is to provide a support- a 
ing attachment of the type indicated which is 
inconspicuous and unharmful to the instrument 
or tone and one which balances the instrument 
'in playing position. 

These and other objects ‘will become more ap 
parent from the following description anddraw 
ing in which like reference characters denote 
like parts throughout the several views. It is to 
be expressly understood, however, that the draw 
ing is for the purpose of illustration only and 
not a de?nition of the limits of the inven 
tion, reference being had for this purpose to the 
appended claims. In thedrawing: 

Fig. 1 is a perspective ‘view of-aiguitar'su-pported » 
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2 
‘in playing position from a neck strap 1in accord 
ai'n‘ceiwith the present invention ; 

Fig. 2 is a rear View of the guitar showinglth'e 
{supporting device of the present invention‘ap 
plied thereto; 

‘Fig. '3 -’is a 'se'ctiona1 ‘view ‘on line 3-3 v(if 'Fig. 2 
‘showing the dependingih'ook-or’ a neck strap ate 
lft'ache'd “to ‘the :end 3of 1a bar vof the supporting de 
"vice; 

vFig. 4 is an enlarged view of the lower end of 
the ~supporting device showing the adjustable e'x 
teusien?arm and clamping'bracke't for ?tting the 
fdevic‘e'to the instrument; 

Fig. -5 is an enlarged view of the adjusting 
l'means forlthelexi'tens'ion arm and clamping brack 
v‘lets; 

Fig. 6 is a partial View of a supporting device 
so‘: iiho'di?ed construction in ‘which the angular 
‘side armsare'pivotally'connected to the support‘ 
ing bar on‘thefsaime pivot; and 

Fig. 7 is 'a'view ‘similar to Fig.6 showing'a fur 
ther modi?ed construction in which ‘the angular 
ls'l?e arms are "rig-idly connected to each other. 

i‘In‘itheidr'awing, the present inventio'n‘is shown 
appliedlto a guitar lIII! to-a'dapt'it to be supported 
Irrtm ‘a suitable harness illustrated in the form 
of a-neck strap H having a hook [2 at its end. It 
at be understood, ‘however, that the present in 
"-vention'ima'y be applied to other stringed inst-n1‘ 
"mehtslof ‘the type which are held in playing po 
Is‘itio'n *at an vangle between the horizontal and 
vertical as illustrated generally ‘in Fig. '1. The 
neck strap 3ll extends around the back of the 
3‘neck of ‘the musician and 2has depending ‘incoh 
l'spicuous cordsw forming ‘a loop at their lower end 
to which ‘the hook I2 is connected. Preferably, 
the neck strap or harness II is adjustable in 
length to adapt it ‘for particular individuals. 

‘ In accordance 'with'the present invention a de 
vice or ?tting mounted on the guitar vor other 
stringed musical instrument as an attachment 
provides a quick detachable connection with the 
hook l2 ongwhich the instrument is supported 
and'balanced in playing position. The support 
ing device or ?tting is in the form of a bar l3, 
‘see'Fig. 2, extending across the back of the in 
strument ‘at such an angle as to hang substan 
tially vertical when the instrument is in playing 
‘position. The ‘upper end of the bar I3 is offset 
rearwardly from ‘the back of the instrument and 
'h'a's’an eye ‘14 formed in ‘the offset portion through 
‘which ‘the hook ~12 of ‘the neck strap H may 
be-quickly'inser'ted'or‘removed, see Figs. 2 and'3. 

lthemi'er'n'bo‘diment of the invention illustrated 
"in LFigs. '1 to '5, :the‘ba'r ‘l3 is'mounted ‘on "the fin» 



‘of the guitar. 

s'trument by arms I5, l6 and Il extending from 
the bar and having right-angular portions over 
lying and embracing the sides of the instrument. 
As illustrated in detail in Fig. 4, the arm I5 con 
stitutes an extension of bar I?» and has a por 
tion I8 overlying the lower end of the bar and 
a right-angular portion I9 underlying the bot 
tom side b of the instrument, see Fig. 3. The face 
of the right-angular portion I 9 is angled to adapt 
it to conform to the curvature of the side of the 
instrument which it underlies. The extension 
arm I5 is clamped in adjusted position on the 
lower end of the bar It by means of a screw 20 
projecting through a slot 2| in the arm and 
screwed into a tapped hole in the bar. Prefer 
ably, the end of the screw 23 is peened or headed 
over to limit the movement of the screw, see Fig. 
5. A clamping bracket 2?. is adjustably mounted 
on the right-angular portion IQ of the extension 
arm I5 and has an angular end portion 23 adapt 
ed to overlie the front of the instrument. Clamp 
ing bracket 22 is attached to the horizontal por 
tion I9 of the extension arm I5 by a screw and 
slot connection 21%, 25, like that illustrated in 
detail in Fig. 5. 
The arms I6 and I‘! have one of their ends piv 

otally connected to the bar It adjacent the eye 
I4 in spaced relation to each other and extend 
outwardly from opposite sides of the bar. Clamp 
ing brackets 26 and 27 similar to bracket 22 are 
adjustably mounted on right~angular portions of 
the arms I6 and II by pin and slot connections, 
like that illustrated in Fig. 5. The clamping 
brackets 22, 2E and El‘ are adjusted to closely ?t 
the sides of the guitar and the extension arm I5 
is adjustable along the bar I3 to ?t the device on 
the instrument. 
The bar I3, arms I5, I6, I‘? and clamping 

brackets 22, 26 and 21 may be made of any suit 
able thin material but preferably are made of 
thin strips of metal ornamented by plating or 
the like, and the heads of the adjusting screws 
are made comparatively ?at so that the device 
does not interfere with the proper holding of the 
instrument. The supporting device is incon 
spicuous as only the ends of the clamping brackets 
22, 25 and 2'! can be seen on the front of the in 
strument and only three narrow strips at the 
sides. Preferably, felt strips 39 underlie the bar 
I3, arms I5, I5, I‘! and clamping brackets 22, 26 
and 2'! so as not to mar the ?nish on the body of 
the instrument. . 

Toapply the supporting device to the guitar 
‘III, the screw 21! is loosened and the extension 
arm :5 is slid along the bar I3 to permit the‘ 
clamping brackets 22, 2t and 2? to be passed over 
the sides of the instrument. With the device 
loosely held in place on the instrument, the up 
per end of the bar 13 is attached to the hook I2 
of the neck strap Ill and the lower end of the bar 
is moved along the bottom side b of the instru 
ment until the latter balances in playing posi 
tion on the hook I2. The extension arm I5 may 
then be slid along the bar I 3 and the arms I6 and 
Il swung outwardly on their pivots until they 
engage the sides of the guitar while the latter 
is held in playing position. The screw 28 is then 
tightened to clamp the extension arm IE in ad 
justed position and each of the clamping brackets 
22, 26 and 21 may be adjusted on the arms to 
engage their outer ends tightly with the front 

Thus, with the adjustable exten 
sion arm I5 and adjustable clamping brackets 22, 
26 and 21, the supporting device may be applied 
‘to instruments of different sizes and shapes to 
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4 
adapt it for universal application. When the 
supporting device is properly positioned on the 
instrument, the latter will balance in playing 
position on the hook l2 without support by either 
hand. Also, because of the hook and eye con 
nection I2, I4, the instrument may be quickly 
attached to or detached from the neck strap with 
ease and smoothness. 
In Fig. 6 a modi?ed construction is illustrated 

in which the side arms It and I? are connected to 
the bar I3 on a single pivot til. Such an arrange 
ment simpli?es the construction while permitting 
adjustment of the bar I3 to balance the instru 
ment in playing position. 
In Fig. '7 a further modi?ed construction is il 

lustrated in which the arms I6 and I? are formed 
as a single integral piece pivotally connected to 
the bar on the pivot 46. Such a construction per 
mits some adjustment of the position of the bar 
I3 but does not provide the ?exibility of adjust 
ment that may be obtained with the arrangement 
illustrated in Figs. 1 to 5. However, the device 
illustrated in Fig. 7 is well adapted for instru 
ments of one size and shape. 

It will now be observed that the present in 
vention provides a device for supporting and 
balancing a stringed musical instrument in play 
ing position while permitting quick attachment 
to or detachment from a supporting harness. It 

' will also be observed that the supporting device 
of the present invention is adjustable to adapt 
it to ?t instruments of different sizes and shapes. 
It will still further be observed that the support 
ing device of the present invention is inconspicu 
ous from the front of the instrument, balances 
the instrument in playing position and is un 
harmful to the instrument or tone. 
While three diiferent forms of construction 

have been illustrated and described, it will be 
understood that further modi?cations may be 
made in the construction and arrangement of 
the parts without departing from the spirit or 
scope of the invention. Therefore, without limit 
ing myself in this respect, the invention is de 
?ned by the following claims. 

I claim: 
1. In a stringed musical instrument of the type 

in which the strings are plucked, a device for 
supporting the instrument from a neck strap hav 
ing a hook at its end comprising a bar attached 
to the back of the instrument with one end off 
set therefrom and having an eye providing a quick 
detachable connection with the hook at the neck 
strap, and said bar extending at an angle across 
the back of the instrument and being so posi 
tioned thereon as to balance the instrument in 
playing position on the hook of the neck strap. 

2. In a stringed musical instrument of the type 
in which the strings are plucked, a device for sup 
porting the instrument from a neck strap com 
prising a bar extending across the back of the 
instrument and having a bracket at its lower end 
underlying the side of the instrument, said bar 
having means at its upper end providing a quick 
detachable connection with the neck strap, and 
arms extending angularly from opposite sides of 
the bar and having clamping brackets overlying 
the sides and front of the instrument. 

3. In a stringed musical instrument of the type 
in which the strings are plucked, a device for 
supporting the instrument from a neck strap 
having a hook comprising a bar extending across 
the back of the instrument with one end offset 
and having an eye to provide a quick detachable 
connection with the hook of the neck strap. an 
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extension arm at the lower end of the bar and 
having a clamping bracket underlying the side 
of the instrument, arms extending angularly from 
opposite sides of the bar adjacent the eye, and 
clamping brackets at the ends of the arms over 
lying the sides and front of the instrument, said 
extension arm being adjustable along the bar 
and said clamping brackets being adjustable on 
each arm whereby to adapt the device to be ap 
plied to musical instruments of different shapes 
and sizes. 

4. A device for supporting a guitar on the de 
pending hook of a neck strap comprising a bar 
extending across the back of the guitar with its 
upper end offset and having an eye to provide a 
quick detachable connection with the hook of 
the neck strap, an extension arm at the lower 
end of the bar having a clamping bracket under 
lying the side of the instrument, arms pivotally 
connected at spaced points along the bar adjacent 
its upper end and said arms extending angularly 
from opposite sides of the bar, and clamping 
brackets at the ends of the arms and overlying 
the sides and front of the guitar, said extension 
arm being adjustable along the bar and said 
clamping brackets being adjustable on each of 
the arms whereby to adapt the device to be ap 
plied to guitars of different shapes and sizes. 

5. A device for supporting a guitar on the de 
pending hook of a neck strap comprising a bar 
extending across the back of the guitar with its 
upper end offset and having an eye to provide 
a quick detachable connection with the hook of 
the neck strap, an extension arm at the lower 
end of the bar having a clamping bracket under- -» 
lying the side of the instrument, arms pivotally 
connected to the bar at the same point and ex 
tending angularly from opposite sides of the bar, 
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and clamping brackets at the ends of the arms and 
overlying the sides and front of the instrument, 
said extension arm being adjustable along the 
bar and said clamping brackets being adjustable 
on each of the arms whereby to adapt the device 
to be applied to guitars of different shapes and 
sizes. 

6. A device for supporting a guitar on the de 
pending hook of a neck strap comprising a bar 
extending across the back of the guitar with its 
upper end offset and having an eye to provide 
a quick detachable connection with the hook of 
the neck strap, an extension arm at the lower end 
of the bar having a clamping bracket underlying 
the side of the instrument, arms rigidly connected 
to each other and to the bar and extending an 
gularly from opposite sides of the bar, and clamp 
ing brackets at the ends of the arms and over 
lying the sides and front of the guitar, said ex 
tension arm being adjustable along the bar and 
said clamping brackets being adjustable on each 
of the arms whereby to adapt the device to be 
applied to guitars of different shapes and sizes. 

PAUL M. C'ARLEY. 
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