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I. 
invention relates to a tobacco pouch, and 

i'tslprincipal object is to provide- an improved 
article- for’ this purpose, which will be conven 
ien-tly" and economically manufacturable, sale 
able at low cost, strong, durable, efficient, and 
conveniently utilizable. _ 1 

‘ Another object is to provide an improved 
tobacco pouch having convenient means for 
therein loading the tobacco, with eflicient auxil 
iary means for therefrom extracting the tobacco 
and directing it into the smoking pipe for use. 
A further object is to provide a tobacco pouch 

with improved means for therewith efficiently 
retaining the tobacco out of communication with 
the atmosphere, which frequently deteriorates 
its condition. 
A still further object is to provide a tobacco 

pouch with improved means for therefrom con 
veniently and efficiently extracting the tobacco 
for use, without any direct handling of the 
tobacco and minimum exposure of the body of 
the tobacco to the atmosphere, which is often 
detrimental thereto. 
Other objects and advantages will hereinafter 

appear. 
In the accompanying drawings, 
Fig. 1 is a perspective view of the tobacco 

pouch constituting the invention, showing it as 
it appears when opened up for therefrom ex 
tractingthe tobacco for use. 

Fig. 2 is an elevational view, partially in cross 
section, of the tobacco pouch shown in Fig. 1. 

Fig. 3 is a transverse cross-sectional elevational 
view of the tobacco pouch, taken on line 3-3 of 
Fig. 2. 

Fig. 4 is a fragmentary elevational view of the 
tobacco pouch, in a reduced scale, showing it as 
it appears when in operative state for depositing 
the tobacco into the smoking pipe. 
The tobacco pouch I includes an outer recep 

tacle 2 having therein an inner receptacle 3, for 
therewithin retaining the tobacco 4, each of said 
receptacles being of leather or any other suitable 
pliable material. The receptacle 2 is open at its 
top side 5, and its margins 6 are thereat provided 
with a hookless fastener device ‘I for lockingly 
closing it. The upper portion 3a of the recep 
tacle 3 extends outwardly of the receptacle 2 
when the latter is in opened state, as shown by 
the dash and dot lines in Fig. 3, and when the 
receptacle 3 is loaded with its full complement 
of tobacco 4 its portion 3a is folded over upon 
itself inwardly of the receptacle 2, and the latter 
is locked up by its device 1. 
The receptacles '2, 3 are provided in their end 
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sides 8, 9 with a joint dl'l'tljé? In, Figs. 2,‘ 3-, which“ 
is" bordered by? metamc‘nammg H fastened to 
the margins of said; outlet, as‘ shown, and a spoilt 
i2 is‘ hinged to" the framing’ II? by means or 

' prunes rs of theroriner passing“, through ears?li 
of the latter‘, whereby the spout lz‘is' swingable 
from‘ a condition‘ of closing the voutlet I40 toth'at 
of o'péninfgfit, as" illustrated the'gdash and dot; 
lines in Fig. 21 The spout‘ l2 comprises a wall 
[5 which serves as the actual opener and closer 
of the outlet ID, with trough-like side walls I6 
which guide the wall IS in its swinging stroke and 
together therewith form the spout, an abutment 
ll of each wall l6 limiting the outward move 
ment of the spout I2, and a dent l8 thereof inter 
engaging the spout with the framing II to lock 
the spout when in state of closing up the outlet 
In. A ?ap I9 is secured to and at the junction 
20 of the side wall 8 and bottom wall 2| of the 
pouch I, and is swingable from an open position 
illustrated in Fig. l to a closed position shown in 
Fig. 2, in the latter of which it covers over the 
framing H and closed spout I 2, while a snap 
fastener member 22 interengages with a co 
operating member 23 on side wall 8 to lock the 
?an [9 in said closed state. 
In the utilization of the tobacco pouch I, the 

overlapping of the portion 3a of the inner re 
ceptacle 3, with the subsequent locking of the 
receptacle 2 by its device 1, efficiently maintains 
the tobacco ll therein in preserved condition 
against undue communication with the atmos 
phere, particularly so as no further opening of 
the receptacles 2, 3 is required, other than for 
reloading the pouch, and the tobacco may be 
thereafter extracted for use through the limited 
outlet H). 
In using the tobacco pouch, it is initially 

loaded by unlocking the device 1, opening the top 
side 5, withdrawing the portion 3a of receptacle 
3 outwardly of said opening, pouring the tobacco 
4 into thte receptacle 3, folding over its portion 
3a upon itself inwardly of the receptacle 2 as in 
Fig. 3, and then relocking the device 1. There 
after, the tobacco 4 is extracted for use by unlock 
ing the flap l9 and lettingr it swing away from 
the side I8, as shown in Fig. 1, opening of the 
spout l2, and then pouring the tobacco there 
through directly into the smoking pipe 24, in the 
manner illustrated in Fig. 4. While the flap I9 
is in its closed state and locked to the side wall 
8 it positively maintains the spout l2 against ac 
cidental opening and additionally prevents pas 
sage of air through its closing wall l5. It will 
be noted that in use of this pouch no manual 
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contact is had with the tobacco 4 at any time, as 
it is initially loaded directly into the inner re 
ceptacle 3 and thereafter fed out into the pipe 
24 through the spout l2. 
Variations may be resorted to within the scope 

of the invention, and portions of the improve 
ments may be used without others. 
Having thus described my invention, I claim: 
1. A tobacco pouch made of pliable material 

having the combination of an openable and closa 
ble top side for therethrough loading the tobacco 
thereinto, the lower portion of the end side of the 
pouch having an outlet for therethrough dis-i 
charging tobacco, a framing of rigid material 
bordering said outlet, a spout hinged to one side 
of said framing being swingable into and out 
wardly of the pouch, said spout having means. to 
lock it to said framing, and a flap secured to the 
pouch having means to attach it to and detach 
it from said end side for covering and uncover- . 
ing said framing and spout. 

2. A tobacco pouch having the combination of 
an openable and closable top side for there 
through loading the tobacco, a receptacle for 
the tobacco within said pouch having its upper 
end portion projectionable outwardly of said top 
side, said upper portion being f-oldable upon itself 
and into said pouch prior to the closing of said 
top side, the end of said receptacle and of said 
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pouch having a joint outlet for therethrough dis 
charging tobacco, a framing of rigid material 
bordering said joint outlet, a spout hinged to one 
side of said framing being swingable into and ' 
outwardly of the pouch and receptacle, said spout 
having means to lock it to said casing, and a flap 
secured to the pouch having means to attach it 
to and detach it from said end side for covering 
and uncovering said framing and. spout. 

ALBERT WAX. 

REFERENCES CITED 
The following references are of record in the 

?le of this patent: 
UNITED STATES PATENTS 

Number > Name Date 

919,838 Eaton ____________ __ Apr. 27, 1909 
928,423 Bels-on ___________ __ July 20, 1909 

1,296,353 Auer _____________ __ Mar. 4, 1919 
1,927,624 Appel ___________ __ Sept. 19, 1933 
1,959,675 Hogg ____________ __ May 22, 1934 
1,965,233 Guyer _____________ __ July 3, 1934 
2,015,199 Sparks et al ______ __ Sept. 24, 1935 
2,062,001 Grenier __________ __ Nov. 24, 1936 
2,069,738 Buchen ____________ __ Feb. 9, 1937 
2,248,766 Landesman ________ __ July 8, 1941 
2,454,919 Hagan ___________ __ Nov. 30, 1948 


