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This invention‘relate's to'toilet paper holder 
attachments, and more particularly to an attach 
ment for facilitating the insertion and removal 
of a roll of toilet paper into and out of its re: 
cessed ?xture. ’ ' U ‘ 

A past it has been difficult to applyuand 
remove a’toi-let- paper holder "into its [bearings 
within a recessed ?xture. "Each time afr‘ollgjof 
toiletpaper is applied into position withinjajre 
cessednxture, the holder "must‘be' removed,‘ the @ 
tubular core of the used roll must be removed 
from the holder, the new roll inserted upon the 
holder, and the holder and roll inserted into the 
?xture. In such types of holder, one trunnion 
is spring-actuated and must be kept compressed ’ 
during insertion and removal. It is inconvenient 
to hold the holder under spring tension and 
often results in the breaking of the ?nger nails 
of an operator for the space between the end 
of the holder and the adjacent wall of the ?x 
ture recess is relatively small. It is therefore 
the main feature of this invention to provide an 
attachment by which the insertion and removal 
of a toilet paper holder into and out of its ?xture 
may be easily and safely performed. 
Another feature of the invention resides in a 

toilet paper holder attachment having a portion 
which may be attached to one end of the holder 
without interference with the roll of paper when 
mounted thereon, and from which a manipulat- . 
ing portion extends for a distance as to be within 
reach of the ?ngers of the hand of an operator 
when the holder is in its operative position within 
a recessed ?xture. 
A further feature of the invention is to pro~ 

vide an attachment which may be ?tted to toilet 
paper holders now in use; which is easy to apply 
in position upon one end of a holder; and which 
is simple and inexpensive of manufacture. 
Other novel features of the invention will be 

come apparent as the following speci?cation is 
read in conjunction with the accompanying 
drawings, in which, ~ 
Figure 1 is a ‘perspective View of a toilet paper 

holder with one form of my invention in use 
thereon, the recessed toilet paper roll ?xture 
and hand of an operator being shown in dot and 
dash lines. 

Figure 2 is a side elevation of the attachment 
in position upon one end of a toilet paper holder,‘ 
a portion of the attachment ‘being shown in 
section. ‘ 

Figure 3 is an end elevational view. 
Referring to the drawings by reference char 

acters and at present to the form of the inven 
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tion illustrated’ in Figures 1 to 3 inclusive; the 
numeral designatesa ‘toilet paper holder in roller 
form of conventional‘construction which includes 
a cylindrical body l'l‘l'hav'in‘g a ?xed-‘trunnion |2 
extending axially from one end thereof. Slidable 
in‘ the other end of the body His a plunger 13 
which is normally urged in anioutwardlyyl‘direc 
tion 1by an expansion spring It, ‘the movement 
of the plunger being‘limited by a pin‘ i5 extend 
ing through the body and through an elongated 
slot IS in the plunger. The outer end of the 
plunger I3 is provided with a reduced trunnion 
H. .To insert the roller ||l into the bearings of 
a recessed built-in ?xture I8 necessitates the 
inward sliding of the plunger It with respect to 
the body II and in instances where the roll of 
paper I9 is mounted on the roller ll], di?iculty 
is experienced in sliding the roller into the re 
cessed ?xture and also in effecting a removal of 
the roller from the ?xture. 
To facilitate the insertion and removal of the 

roller, I provide an attachment 20. The attach 
ment 20 includes a cylindrical body 2| which is 
open at both ends and split lengthwise as at 22. 
The material from which the cylindrical body 2| 
is constructed is resilient and may either be metal 
or plastic. Formed integral with the outer end 
of the body 2| adjacent the walls of the slit 22 
are inwardly extending stop ?ngers 23. The 
inner edge of the body 2| is outwardly ?ared 
and terminates in a bead 24 to facilitate the 
easy insertion of the cylindrical body 2| upon 
the roller In in a manner to be presently ex 
plained. 
Integral with the body 2| at the outer edge 

thereof is a handle 25 which extends radially 
with respect to the axis of the body 2|. The 
handle at its connection with the body is out 
wardly offset as at 26. 
In use, the attachment 20 is ?tted to the end 

of the roller I!) having the ?xed trunnion l2, by 
slidably inserting the split body 2| over the end 
of the roller as best illustrated in Figure 2. In 
ward movement of the body 2| relative to the 
roller is limited by engagement of the stop ?n 
gers 23 which abut the adjacent ?at end of the 
roller. With the attachment in position, a roll 
of toilet paper may be slid over the end of the 
roller from which the plunger It‘ extends and 
when the roll is positioned upon the roller the 
operator, by grasping the handle 25, may insert 
the roller and the roll as a unit into the recess 
of the ?xture l8, the operator pressing upon the 
handle to effect a retraction of the plunger l3, 
it being understood that the end of the trun 
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nion l ‘I is bearing against the adjacent wall of 
the recess of the ?xture. The operator pushes 
sideways on the handle until the trunnions l2 
and I‘! enter their respective bearings, at which 
time the plunger I3 is moved to an extended po 
sition by the spring I4 and the roller and the 
roll are in locked position within the ?xture. 
To remove the roller from the ?xture to re 

place a used roll with a full roll, the operator 
presses sideways upon the handle 25 to effect a 
disengagement of the trunnions with their re 
spective bearings and at which time the roller 
may be lifted from the ?xture. By reason of the 
attachment, the roller may be easily inserted 
and removed from the ?xture without likelihood 
of breaking of the ?nger nails of an operator for 
it will be appreciated that the space between the 
ends of the roller and the walls of the recess 
is relatively small and prevents the free inser 
tion of the ?ngers of the hand. 
While I have shown and described what I con 

sider to be the most practical embodiments of 
my invention, I wish it to be understood that 
such changes in construction, material and de 
Sign as come within the scope of the appended 
claims may be resorted to if desired without de 
parting from the spirit of the invention. 
Having thus described my invention, what I 

claim as new and desire to secure by Letters 
Patent is: 
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1. A toilet paper roller attachment comprising 

a split resilient cylindrical body adapted to be 
attached to one end of a toilet paper roller, said 
body having a bead along the edge at one end 
and bent over stop ?ngers at the opposite end, 
and a handle connected to the last-named end 
of said body and extending radially outwardly 
relative to the axis thereof, the handle being 
o?'set from the plane of said end. 

2. A toilet paper roller attachment comprising 
a split resilient cylindrical body adapted to be 
attached to one end of a toilet paper roller, a 
handle connected to one end of said body and 
extending radially outwardly relative to the axis 
thereof, and stop means adjacent one end of the 
cylindrical body adapted to engage the adjacent 
end of the roller onto which it is ?tted for limit 
ing the insertion of the roller into the body. 
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