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This invention relates to hair curlers and it 
has reference more particularly to articles de 
signed to be used by hair dressers or hair stylists 
for various hair styling operations, but principally V 
for the making of what are generally known in 
the art as “sculpture curls” or"‘pin curls.” 

- Explanatory to thejpresent invention, it will 
here be stated that, ordinarily; sculpture curls 
or’ pin curls are made by combing out a Wisp 

. of hair at the place where the curl is desired, then 
placing a ?nger against the head and wrapping 
the wisp of hair about it, and ?nally pushing the 

1 curl from the end of the ?nger against the head 
and securing it there by use of hair pins. 
Another way of making ‘such curls is to draw 

‘out the wisp of hair, and, starting from its outer 
end, to roll it with the ?ngers into a curl and 
then to secure the curl ‘?atly against the head by 
use of hair pins; this latter way of forming the 
curl being a rather di?icult operation, but prob 
ably more desirable than by the former method, 
since it places the ends‘of the hair atthe inside 
of the curl. ' 
One of the vmain objections to these methods 

‘ ofpmaking and securing curls to the head dur 
ing the drying and setting of the hair, is that 
the pins‘which must necessarily be used to hold 
thev curl in place are in the way of the hair 
stylist and make it di?icult to work, especially 

- since such curls, which are the foundation for 
most hair styles, must be ‘made close together 
and in large numbers. Furthermore, the hair 
pins become entangled in the containers, and 
time is consumed .in picking out the individual 
pins for securing the curls. Furthermore, it is 
a tedious and time-consuming operationto re 
move the great number of hairpins from the curls 
after the hair is‘ set. > ‘ ‘ 

In view of the» foregoing, it has ‘been the prin 
cipal object of the present invention to provide 
a'hair curler that ‘may be easily and readily ap 
plied and which will satisfactorily form sculpture 
curls. Furthermore, a device that may be readily 

_ secured to the hair by means embodied on the 
curler itself and will hold the curl in place until 
it .dries or sets. ‘ , , ‘ ‘ ' , 

It is also an object of the invention to pro 
vide a curler that provides for the winding of the 
curl thereabout insuch manner that the ends 

- of the hair willvbe at the inside of the curl, and. 
which ‘curler has hooks thereon whereby it will 
be held secure‘on the‘ head during the drying 

, 10f the curl, due to the turning tendency im 
parted to the curler by the natural'tendency 

' of the curl to unwind from the curler. ' 
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Still another object of the invention is to pro 

vide a hair curler that may be easily and read 
ily released from the curl and removed there 
from when the curl is dry. ' 
More speci?cally stated, the objects of the pres 

ent invention reside in the provision of a hair 
curler of the character above stated, comprising 
a short length of tubing on which a Wisp of hair 
may be wound for the formation ofa ‘curl, and 
which tube is equipped at one or both ends, with 
books adapted to be engaged with the hair for 
the‘ purpose of holding the curler securely in 
place while the curl drys and sets thereon, thus ~ 
eliminating the necessity of using hair pins or' 
other devices for holding the curls in place; these 
hooks being so arranged on the tube as to make 
possible an easy and quick release of the curler 
for withdrawal from within the curl without dis 
turbing the curl in any way. , 

Still further’ objects of this invention reside 
in the details‘ of construction of the device, ‘in the 
location and directionlof its attaching hooks and 
in the manner of using the curler as will here 
inafter be fully described. ‘ 
In accomplishing the above mentioned and 

other objects of the invention, I have provided 
the improved details of construction, the pre 
ferred forms of which are illustrated in the ac 
companying drawings, wherein— ' 

Fig. 1 is a perspective view'of a hair curler 
embodied by the-present invention, shown in its 
present preferred form of construction, but en 
larged for better illustration and understand 
ing. > 

Fig. 2 is a view illustrating the manner of 
winding the wisps of hair on'the curler and the 
mode of attachment of the curlers to the head. 

Fig. 3 is an upper end view of one of the curlers 
as applied to the head.v 

Fig. 4 is an enlarged, side view of the end por 
tion of a curler as applied, showing how its hooks 
engage with hair to hold the curler in place. 

Figs. 5, 6, '7 and 8 respectively show ?attened 
strips of material that may be made into _tu~ 
bular curlers of alternative forms, each embody 
ing the principles of thepresent invention there 
in. - 

Referring more in detail to the drawings 
‘The present curler, in the form shown in Figs.‘ 

1, 2‘, 3 and 4, comprisesa short length of tubing, 
designated by numeral l0, open at both ends and 
formed at opposite ends with a plurality of hooks 
l l for its securement, all of which hooks are 
within the outer surface limits of the cylindrical 
body of the tube and extend in the same circum 
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ferential direction of the tube. These hooks are 
slightly spaced apart, to provide the hair receiv 
ing channels or pockets 12 between them, and 
preferably, but not necessarily, the hooks are 
pointed and have rounded base surfaces leading 
up to the point, as at I3, that will engage the 
head in the application of the curler thereto 
with a sort of runner effect that prevents the 
hook ends'gouging into vthe scalp. 

7 It is to be observed by reference to Fig. 1, that 
hooks I I as above described, are formed on both 
ends of the tube and that both sets point in the 
same circumferential direction. This is for a 
purpose presently explained. 1 “ 

While I have shown the walls of the tube l5) in 
Fig. 1 as being imperforate, it is to be understood 
that they can advantageously be‘ perforated, 
slotted or otherwise formed with openings, as are 
those in Figs. 5 to 8, to facilitate the drying of 
the curl thereon. 
For a better understanding of this form of 

vcurler, it will be explained that for the ordinary 
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pin curl or sculpture curl, the tube In would . 
preferably be from three-fourths to one'inch long 
and about ?ve-eighths of an inch in diameter. 
However, these dimensions could be varied to 
suit desires or requirements for any particular 
treatment of the hair. 
Assuming the curler to be'so formed, its use 

would be as follows: 
First, the hair would be dampened and then 

combed and blocked off to suit the vstyle ‘of hair 
' dress to be given. The ‘blocked off wisps of hair 
are then wound successively onto the individual 
curlers, by drawing out the ‘wisps ‘of hair as vthat 
illustrated at '29 in Fig. 2, applying its outer end 
to the side of ‘the "tube, then rolling the tube 
‘inwardly, causing the curl to ‘be vformed tightly 
thereabout. When the ‘curler ‘has thus been 
wound clear up ‘to the scalp, one of its hook 
equipped ends is placed hath/“against the head 
and the curl drawn tight by turning the .tube in 
the winding direction; then, ‘while'applying a 
slight inward pressure agains't‘the tube that will 
press the hooks in the hair, the ‘tube ‘is given a 
slight turn in the direction'toward which the 
'hoo'ks'p'oint and this will cause the hooks to en 
gage in the hair as drawn tightly beneath the 
curler, and this holds ‘the tube ‘securely in place 
'on the head. 

It is to'be understood that the hair that forms 
the -'curl on the ‘tube ‘is under tension and this 
tension ‘results in a tendency to unwind the curl, 
but due’ to its being wound tightly about the 
curler, the same ‘turning tendency will be ‘im 
parted to ‘the 'tube, and it is this unwinding 
tendency that keeps the hooks II securely en 
gaged with ‘the hair on the head and holds the 
curler in place. - 

After a curler has thus ‘been secured, the curl 
is pushed down on the tube against the head and 
allowed to dry and set. Then the curlers may 
vbe removed. ‘ 

To remove a curler, it is only necessary to 
'grasp its outer-end and give ‘it a slight'turn op 
posite to the direction of ‘the hooks, to disengage 
them from the hair, and then to pull the tube 
endwise from the curl. After‘ the hair has dried, 
there is no tendency ‘for'the curl to ‘cling to the 
curler and it slips freely from the tube. After 
all curlers have been removed, the hair‘ may be 
‘dressedto suit. 

It will here be explained, with reference to 
the provision of hooks on both ends of the curler 
tubes, that ‘the selection of the end of the tube. ’ 
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that is to be engaged with the head is deter 
mined by the direction in which it is desired 
that the curl shall be formed. If a curl is to 
turn in one direction, it is wound in that direc 
tion on the tube, and a certain end of the tube 
is applied to the head. If a reverse curl is de 
sired, then the hair is wound onto the tube in 
the opposite direction, and the other end of the 
tube is ‘applied to the head. ' It is to be under 
stood that the direction of winding of a wisp 
of hair on the curler tube determines the direc 
tion of the curl when combed, and the direction 
of winding the curl must be opposite to the direc 
tion of pointing of the hooks at the end of the 
tube that is to be applied to the head in order 
to use the tension in the curl to keep the hooks 
engaged tightly against the scalp. 

Curlers of this kind may be made in various 
sizes vand of various material; for example, the 
tubes may be of metal, plastic, ?ber or any other 
material of a suitable kind, and the hooks there 
on could be of various shapes and sizes, but 
should not, in any case, lie outside the cylindri 
cal or circumferential dimensions of the tube, 
for, in such event, they could not be withdrawn 
from the curl without damaging it. 
In Fig. 5, I have shown a flattened out strip 25 

of curler tube material. This strip is formed with 
longitudinal slots 26 in its walls to facilitate curl 
:ing, and it has short wire hooks 21 set in its end 
edges and directed as are the hooks of the device 
of Fig. 1, to engage the hair for the securement 
of the curler in place. 
In Fig. ‘6, I have shown another strip of ma 

terial that may be ‘formed into tubes to provide a 
‘curler which comprises a central circumferential 
band 28 from which longitudinal ribs 29 extend to 
the opposite end vof the tube, providing open 
spaces'3l between them. At their outer ends, the 

. ribs have hooks '32 formed ‘thereon to serve the 
same purposes of the hooks of the device of Fig. 1. 

Fig. 7 shows a metal strip 35 that may be 
formed into tubes, and this is equipped with per 
forations 36 to facilitate drying, and having hooks 
3'! at the body ends. 

Fig. 8 shows still another strip of material 38 
adapted to be formed into tubes similar to that of 
Fig. 1, and having longitudinal slots 40, and at the 
ends of ‘the body, hooks '4'! are formed by cutting 
slots 42 in ‘the tube ends. 
An important feature of each of the tubular 

curlers herein shown, and a feature that is com 
mon to all,iis that the end hooks do not project 
in a radial direction beyond the lines of the cylin 
drical surface and therefore, after the tube has 
been turnedto disengage the hooks from the hair, 
the tube may then be drawn directly out from the 
curl and the curl left undisturbed. 

It is to be understood that the arrangement of 
such curlers on the head would be dependent upon 
the style of hair dress desired. Therefore, no at 
tempt has been made herein to give any explana 
tion of arrangement. Also, after the curls have 
dried and ‘the curlers have been removed, there 
are many ways in which the hair might be combed 
out. This,.however, is no partof the present in- _ 
vention. , 

.Thepresent curler provides arquick, easy and 
satisfactory way of making those curls which are 
the basis on which the great majority of hair 
styles are'based. It eliminates the need for pins 
to ‘hold the curls in place, and greatly expedites 
the curling operation. 
Having thus described :my invention, what I 



J ‘claim’ as ‘new therein and desire to secure by Let 
ters Patent is :' , ' i " ‘ 

1. A hair curler of the character described com~ 
prising a body having a cylindrical surface about 
which a'wis'p of hair, drawn outwardly from the 
head, may be wound to form it into a curl, and a 
plurality of hooks on an end of said body, entirely 
within its side limits, adapted to be pressed into 
engagement with the hair on the head and to be 
hooked thereinto by axially turning the body’; 
said hooks having rounded base surfaces that will 

> engage with the head with runner-like effect when 
pressed thereagainst and axially turned. ‘ 

2.» A hair curler of the character described com 
prising a cylindrical body about which a wisp of 

‘1 hair, drawnoutwardly from the head, may be 
wound to formit into a curl thereon, and a plu 
rality of ’ hooks arranged about the circumfer 
entialedge of the body at one end, and within its 
circumferential limits, and all pointed in the same 
circumferential direction ‘and adapted to be en 

thereintov by axially turning the body, in the direc 
tion in which ‘the hooks are pointed; said hooks 

7‘ being spaced to provide hair receiving pockets be 
' tween them, and a restricted entrance into each 

pocket, and each 'hook having a rounded base sur- ' 
face adapted to engage the head with runner-like 
action when pressed thereagainst and the body 
axially turned. , , I a I ‘ 

V 3. A hair curler of the character described com 
prising a tubular body about which a wisp of hair 
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drawn outwardly from the head may be wound 
from its outer end inwardly to form it into a curl; 
said tubular body being formed at its inner end 
about the circumferential edge of the body, with a 
plurality of securing hooks, all of which are 
pointed in the same circumferential direction and 
all within the circumferential limits of the tube 
and adapted to be pressed into hooked engage 

' ment with the hair on the head to hold the curler 
v 
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‘gaged with the hair on thehead and to be hooked 1 

25 

closely against the head and against that back 
turning that would permit the loosening of the 
curl as formed thereon, and adapted to be disen 
gaged from hooked contact with the hair by man 
ual turning of the tube in a direction opposite 
that ‘toward which the hooks are directed, the 
tubular body having securing hooks at each of its 
end and the hooks at'both ends being pointed in 
the same circumferential direction. 

’ ' ‘QUENTIN W. ROGERS. 
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