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1 
This invention relates to an improved pocket 

key case and particularly to a key case constructed 
so that each key is separated from every other key 
to permit accurate direct selection. 
One of the objects of the invention is the pro 

vision of a key case with a separate hook and 
pivot for each key, and means for identifying the 
use of the key, so that a person may locate the 
key required for his or her home, o?ice, garage or 
automobile, without delay and confusion. 
Another object of the invention is to provide a 

‘key case with a plurality of pivot screws or mem 
bers, swivel key hooks mounted to turn on the 
pivot screws between the opposing side walls of M 
the key case, and means for latching portions of 
the side Walls to each other to prevent any and 
all keys from swinging. ' 
Another object of the invention is the provision 

of a key case with an improved swivel hook con 
struction, which includes a key holding element ' 
or hook and a hook holding element or swivel 
formed of sheet metal. 
For further comprehension of the invention and 

of the objects and advantages thereof, reference _7 
will be had to the following description and ac-l 
companying drawings, and to the appended 
claims in which the various novel features of the 
invention are more particularly pointed out. 
In the accompanying drawings forming a ma- / 

terial part of this disclosure: » 
Fig. 1 is a plan view, showing a corner of one of 

the side walls of the key case folded back and a 
key extended for use. ‘ 

Fig. 2 is a detail sectional View, taken on line 
2—-2 of Fig. 1, looking in the vdirection of the 
arrows. 

Fig. 3 is a detail sectional view, taken on line 
3—~3 of Fig.1, looking in the direction of the 
arrows. ' ' 

Fig. 4 is an enlarged elevational view of the key’ 
hook used in Figs. 1 to 3. 

Fig. 5 is a view similar to Fig. 2, but illustrating 
a modi?ed swivel hook. 

Fig. 6 is an enlarged elevational view of the’ 
v"115' swivel hook used in Fig. 5. 

Fig. 7 is an edge View of the swivel hook shown 
in Fig. 6. 

Fig. 8 is a fragmentary and side elevational 
view showing another form of the invention. 
The pocket key case, according to the ?rst form 

of the invention shown in Figs. 1 to 4, includes 
one ?exible side wall I0 and another ?exible side 
wall II, which together form a leather or com 
position key case body. 
The wall In is formed with a series of cars I2, 
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I3, I4 and I5, disposed in equally spaced relation 

'_to each other, and the wall II is formed with a 
series of matching ears I6, I'I, I8 and IS, simi 
larly spaced apart from each other. The ears 
I6, I‘I, I8 and I9 project outwardly of the ears I2, 
I3, I4 and I5, so that separation may be readily 
'made. 

The ears I6, l1, l8 and I9 are each provided 
with a button snap element 20, in this case a fe 
male element being shown. The button snap ele 
ments 20 are provided to prevent the keys K from 
sliding out of the key case. The ?nished caps or 
heads of each element bears an identi?cation 
symbol or number 2I, in this case numbers of 1, 2, 
3 and 4 being used. The side wall II is also pro 
vided with identi?cation marks 22, in this case, 
name words, giving the use for each particular 
key. 
As an illustration of the aforementioned, the 

button snap element 20 of the ear I5 is marked I. 
the word “Home” is printed on the side wall II. 
adjacent the button snap element 20 of the ear 
I6; the ear I‘! is marked Of?ce, and the button 
snap element 20 thereof is marked 2; the ear I8 
is marked Car and the button snap element 20 
‘thereof is marked 3; and the ear I9 is marked 
Garage, and the button snap element 20 thereof 
'marked 4. The numbers on the button snap ele 
ments are preferably arranged in luminescent 
‘paint or chemicals. The button snaps are colored 
differently to further distinguish one from the 

' other. 

The ear I2 is provided with a male button snap 
element 23, and each of the .ears I3, I4 and I5 is 
provided with a similar button snap element, so 

1 that the ears of any pair may be coupled and un 
‘ coupled. Due to the fact that the ears I6, I'I, I8 
and I9 project outwardly from the edges of the 
ears I2, I3, I4 and IE, it is easy for the user to 
separate the ears of the side wall II from the 

At points approximately midway of the location 
:of any two adjacent pairs of ears, screw sets 24 
are arranged. .Each screw set includes a male 
screw element 25 and a female screw element 26. 
One of these screw elements is mounted in a hole 
formed in the side wall I0 and the other screw 
element is mounted in a hole formed in the side 
wall I I. When the two screw elements are coupled 
to each’ other, they provide a pivot for holding 
the eye of a key hook 3I having a loop 34 upon 
which the respective key K is engaged. 
The hook 3| and attached key K may be swung 

between the two Walls II] and II, when the con 
trolling button snap is uncoupled, as shown in 
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Fig. 1, and restrained from free swinging by cou 
pling the elements of the controlling button snap. 
To identify the owner of the key case and its 

keys, a name card holding frame 35 is attached 
to the wall I I. 
In the modi?cation of the invention shown in 

Figs. 5 to 7, there is shown an eyelet 30, which 
forms the means for attaching the swivel bar 27 
of a. modi?ed key hook to the side walls 32 and 33 
which form the key case body. 
The swivel bar 2‘! is preferably formed of sheet 

metal in companion bar strip sections 21'“ and 
21° which are united integrally by the web or bend 
21d to each other. The two strip sections are 
formed with aligned eye holes 2111, and the bend 
2'!(1 is in the form of a loop and is pierced by the 
shank of the hook 28 which is provided with a 
small terminal ball 28“, to prevent endwise dis 
placement of the hook in the swivel bar. 
The two strip sections 21b and 21° of each swivel 

bar 21 are held together by means of the respec 
tive eyelet 30, but each swivel bar 2'! may freely 
pivot on its respective eyelet. The hook 28 may 
turn in all directions on the swivel bar 21. 
By means of my improved key case a ?xed place 

is provided for each individual key, and any key 
may be pulled out of its restrained position or 
returned to it, without disturbing any other key. 
Each controlling button snap is marked by an 
identi?cation number or symbol and by a Word 
name for the use given to the key controlled by 
the button snap. 
The user instantly knows that if she or he op 

erates button snap marked 4 the key to the garage 
will be released, and no other key will come out 
with it. ,By this arrangement all confusion is 
eliminated. 
Every individual key is protected on both sides 

by a wall of leather, which cushions it in the 
pocket or pocketbook or bag. 
In Fig. 8 an intermediate wall member 35 is 

shown between the walls l9’ and l l’ to accom 
modate two keys K’. These keys are held by the 
spring snap hooks 34' of the swivel bars 3|’ which 
are held on screw sets 24’. Snap fasteners 20' 
are provided to keep the keys K’ from swinging 
out of the key case. ” 
The key case walls may be made of leather, 

composition, ?bre or any other suitable material, 
or a combination of two or more different mate 
rials. 
A further and important advantage of the key 

case construction is that every and all keys are 
separated by the button snaps and couplings from 
rattling against each other, and this thus provides 
a silent key holder, which makes its use more de 
sirable by persons employed in hospitals and 
other places, or who are sensitive to rattling 
sounds about their persons. 
While I have illustrated and described the pre 

ferred embodiments of my invention, it is under 
stood that I do not limit myself to the precise 
constructions herein disclosed and the right is 
hereby reserved to all changes and modi?cations 
coming within the scope of the invention, as de 
?ned in the appended claims. 
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4 
Having thus described my invention, what I 

claim as new, and desire to secure by United 
States Letters Patent is: 

1. A key case comprising separate, spaced 
apart, generally circular members of ?exible ma 
terial, a plurality of equally spaced outwardly ex 
tending ears on said members, snap means con 
necting said ears, the ears of one of said mem 
bers extending outwardly beyond the ears of the 
member adjacent thereto so as to provide easy 
separation of said snap means, pivot means also 
connecting said members at points intermediate 
said snap means, and key supporting swivel hooks 
mounted on said pivot means and arranged to 
swing between said members in such a manner 
that one of the snap means may secure the adja 
cent swivel hook and key against free swinging 
movement. 

' 2.' A key case comprising a pair of separate, 
spaced apart, generally circular members of ?ex 
ible material, each of said members having a plu 
rality of equally spaced apart outwardly extend 
ing ears around the circumference thereof, the 
ears of one of said members extending outwardly 
beyond the ears of the other member, snap means 
detachably connecting said ears, a plurality of 
pivot means around the periphery of said mem— 
bers and spaced intermediate said snap means, 
and key supporting swivel hooks mounted on the 
pivot members and arranged to swing between 
said members in such a manner that one of the 
snap means may secure the adjacent swivel hook 
and key against free swinging movement. 

3. A key case as de?ned in claim 1 wherein 
there are three of said separate, spaced apart 
members, the intermediate member thereof being 
utilized to separate said swivel hooks, and said 
snap means including aligned male portions ex 
tending from opposite sides of said intermediate 
member and adapted to cooperate with female 
portions mounted on the outer members of said 
case. 
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