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The present invention relates generally to 
bracket type supports for clothes hangers. More 
particularly the invention relates to that type of 
support which is designed to be applied to a 
‘closet or other door and as its components or 
parts comprises: (1) an inverted U-shaped brack 
et which is shaped and adapted to straddle the 
upper margin of the door to which the support 
is applied; and (2) a substantially horizontal arm 
which is connected to, and projects outwards 
from, one of the side pieces of the bracket and is 
adapted to have mounted thereon the hooks of 
the clothes hangers that are to be supported or 
carried by the support. 
One object of the invention is to provide a 

support of this type which is an improvement 
upon, and has certain advantages over, previous 
ly designed supports of the same general charac 
ter and is characterized by the fact that it is ex 
tremely simple in design and construction and 
effectively and e?iciently ful?lls its intended pur 
pose. 
Another object of the invention is to provide a 

support of the aforementioned type in which the 
arm is formed of comparatively heavy wire of 
circular cross section and consists of vertically 
aligned and spaced apart upper and lower parts, 
the outer ends of which are joined together by 
a connecting loop and the inner ends of which 
are shaped to form hooks which are connected 
in a novel manner to the adjacent side piece 
of the inverted U-shaped bracket. 
A further object of the invention is to provide 

a support which is generally of new and im 
proved construction and is capable of being pro 
duced at a low and reasonable cost. 
Other objects of the invention and the various 

advantages and characteristics of the present 
bracket type support for clothes hangers will be 
apparent from a consideration of the following 
detailed description. 
The invention consists in the several novel fea 

tures which are hereinafter set forth and are 
more particularly de?ned by the claim at the con 
clusion hereof. 

In the drawing which accompanies and forms 
a part of this speci?cation or disclosure and in 
which like numerals of reference denote corre 
sponding parts throughout the several views: 

Figure l is a perspective of a support embody 
ing the invention; and 

Figure 2 is a side view showing the support in 
its operative position on the upper margin of a 
door and illustrating in detail the manner in 
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which the clamp screw serves releasably and 
?xedly to secure the bracket in place. 
The bracket type support which is shown in 

the drawing constitutes the preferred form or 
embodiment of the invention. It is adapted to 
be applied to the upper margin of a closet or 
other door, as shown in Figure 2, and serves when 
in its operative position as a medium for sup 
porting a rectilinear series of conventional hook 
equipped clothes hangers. As its components the 
support comprises an inverted U~shaped bracket 
3, a clamp screw 4 and an arm 5. 
The bracket 3 of the support is preferably in 

the form of a one-piece sheet metal stamping, 
consists of a rectangular horizontally extending 
top piece 6 and a pair of depending, spaced apart 
side pieces ‘I and 8, and is adapted to straddle the 
upper margin of the door to which the support is 
applied. The top piece 6 of the bracket is ?at 
and when the bracket is in place extends length 
wise of, and ?ts ?atly against, the top edge of 
the door. The depending side piece 1 extends at 
right angles to the top piece 6 and has the upper 
margin thereof joined to, and formed integrally 
with, the adjacent side margin of the top piece. 
Preferably the side piece ‘I is downwardly elon 
gated. It is ?at and, as shown in Figure 2, is 
adapted to ?t ?atly against the adjacent side 
face of the door to which the support is applied. 
The upper central portion of the side piece 1 is 
provided with a pair of laterally spaced, paral 
lel, vertically extending slits 9 and the lower cen 
tral portion of the side piece ‘I is provided with 
a pair of vertically spaced, parallel, horizontally 
extending slits 10. The portion of the side piece 
7 that is disposed between the slits 9 is struck 
outwards in order to form a horizontal open 
ended eye H. The portion of the side piece 1 
that is disposed between the horizontally extend 
ing slits ID in the lower central portion of the 
side piece 1 is struck or deformed outwards in 
order to form a vertically extending open ended 
eye 12. The two eyes II and I2 are disposed in 
vertical alignment and, as hereinafter described, 
serve as attaching or anchoring means for the 
arm 5 of the support. The other side piece of 
the inverted U-shaped bracket 3, i. e., the side 
piece 8, is disposed in parallel relation with the 
side piece 1 and has the upper margin thereof 
joined to, and formed integrally with the adjacent 
side margin of the top piece 6. It is of materially 
less height than the side piece ‘I and has in the 
central portion thereof a circular hole 13. The 
width of the top piece 6 of the inverted U-shaped 
bracket 3 is preferably such that the bracket is 
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capable of straddling doors that vary materially 
in thickness. An internally threaded washer I4 
is welded or otherwise ?xedly secured to the in 
ner face of the side piece 8 and is arranged so 
that the opening therein is in registry with the 
hole l3. 
The clamp screw 4 serves as a medium or in 

strumentality for releasably securing the inverted 
U-shaped bracket 3 in its operative position, It 
extends at right angles. to the side piece 8 of the 
bracket and consists of an externally threaded 
shank 15, an enlarged knurled head It on the 
outer end of the shank, and a rotatable clamp 
pad [1 on the inner end of the shank. The shank, 
I5 of the clamp screw extends through the cir 
cular hole [3 in the side piece 8 and in addition 
extends through and is in screw threaded engage 
ment with the internally threaded central open 
ing in the washer Hi. When the clamp. screw 
is turned in one direction it feeds towards the 

piece 'I' and brings the clamp pad I] into 
clamp relation with the upper margin of the 
door to which the support is supplied. Reverse 
rotation of the screw causes outward feed of the 
screw into a position wherein the support is re 
leased so that it may be removed from the door 
hy shifting it upwards out of straddled relation 
with the upper marginal portion of the door. 
The enlarged knurled head It is ?xedly secured 
tethe shank and permits the clamp screw to be 
gripped in connection with turning thereof. The 
clamp pad I’! is rotatably connected to the in 
her end of the externally threaded shank I5 by 
ajball and socket joint [8 of conventional design 
or‘ construction. In applying the support to the 
upper margin of a door the clamp screw 4 is fed 
outwards by reversely turning it. Thereafter 
the bracket 3 is positioned over the upper margin 
Qf; the door and is then shifted downwards so as 
to bring the top piece 6 into engagement with the 
top edge of the door and the side pieces 1 and 8 
1.1.1120. straddled relation with the upper margin of 
the door. ter so manipulatingL the bracket 3 
the clamp screw 4, is turned so, as to feed it to 
wards the side piece I. In connection with for 
ward feed of the clamp screw the clamp pad 1‘! 
is first brought into engagement with the adja 
cent side face of the door and thereafter the 
bracket is shifted laterally until the side piece 1 
is in clamped relationv with the other side face of 
the door. When the clamp screw is tightened to 
its fullest extent the bracket 3 is secured, in 
?xed or rigid relation with the upper margin of 
thedoor. If; desired the-exposed portion of_ the 
shank l5 of the clamp screw may be used to sup 
port, one or more garment hangers by hooking 
the hooks of the hangers therearound. 
The arm 5 is located in front of, and extends at 

right angles to, the side piece ‘I of the inverted 
u-shaped bracket 3 and is formed of compara 
tively heavy wire of circular cross section. It 
serves as the main instrumentality for support 
ing the clothes hangers with respect to the sup 
port and comprises an elongated horizontal lower 
part I9 and an elongated upper part 20. The 
lower part I 9 is adapted to have the hooks of the 
hangers hooked therearound and operates when 

use to hold the hangers so that they are in 
the form of a horizontal rectilinear series. The 
inner end of the lower part is bent downwards 
at right angles to form a depending hook 2| 
which, as shown in Figure 2 of the drawing, ?ts 
within the vertically extending open ended eye 
#2; on the lower central portion of the bracket 
sidepiece ‘l. The length of‘ the depending hook 
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2| is slightly greater than the eye [2 in order 
that the hook extends completely through the 
eye. The portion of the lower part IQ of the 
arm 5 that is adjacent the hook forming bend 
is adapted to rest on the upper end of the eye [2 
and serves to limit downward displacement of the 
lower part I 9 with respect to said eye. The outer 
end of the lower part [9 is connected to the up 
per part 20 of; the arm. 5 by: a loop; 22, Said up 
per part of the arm is— diposed in vertical align 
ment with the lower part l9 and is upwardly 
and inwardly inclined as shown in the drawing. 
The inner end of the upper part 26 is bent so as 
to form a 180° loop 23 and a horizontal hook 24. 
The hook 24 ?ts within the horizontal open 
ended eye. H on the upper central portion of the 
bracket side piece 1 and serves to anchor or con 
nect the inner end of the upper part 20 of the 
arm 5,; to the bracket 3. 
24 is greater than that of the eye H in order 
that the hook when. in place extends completely 
through the eye, as best shown in Figure 1. The 
hook 24 by reason of the fact that it extends hori 
zontally and its in the eye ll_ holds the arm 5 

lateral displacement or swinging move 
ment with respect to the bracket 3. The upper 
part 20 of the arm constitutes a diagonal brace 
for supporting the lower part, [9 against down 
ward deflection relatively to the bracket 3. In 
connecting the arm 5 to the bracket 3 the hook 
23 is?rstaligned with the eye H. Thereafter 
the arm is shifted laterally in order to bring said 
hook into place within the-eye H. After intro 
ducing the hook 24 into the eye. II the inner 
end of the lower part [9 of the arms is ?exed 
upwards, and is then manipulated so as to align 
the depending hook 2| with the vertically ex 
tending eye |2._ After so manipulating the lower 
arm; the latter is released- in order that it returns 
to its normal positionv and causes insertion of the 
hook 2|. into the eye [2. In the event that it is 
desired to remove the arm 5 from the bracket 3 
the hook 2| is ?rst removed from the eye l2 by 
?exing upwards the inner end of the lower part 
L9 of the arm. Thereafter the arm is shifted 
laterally so as to withdraw the hook 24 from the 
eye, II. 
The herein, described clothes hanger support is 

essentially simple in design and. hence may be 
produced at a low and reasonablecost. It is cap 
able of being readily applied to doors that vary 
in thickness and. after. aléplication to a door is in 
?xed or rigid, relation upon tightening, of the 
clamp screw 4. 
The invention is not to be understood as re- ' 

stricted to the details set forth since these may 
be modi?ed within the scope of the appended 
claim without departing from the spirit and 
scope of the invention. 
Having thus described the invention what I 

claimv as new and desire to secure by Letters 
Patent is: 
As a new article-of manufacture, a bracket type 

support adapted to be applied to a door or the 
like and to carry hook equipped clothes hangers 
and comprising an inverted U-shaped bracket 
embodying spaced apart side pieces depending 
from the side margins of a top-piece, shaped to 
straddle the upper margin of‘ the door, formed 
of a one-piece sheet metal, stamping and having 
fcrmed: on the upper portion. of one of its side 
pieces an integral out-struck. horizontally extend 
ing-open endedeyeand on. the lower portion of 
the, one side piece an. integral out-struck verti 
cally- extending open. ended eye in substantially 

The length of the hook 
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Vertical alignment with the horizontally extend 
ing eye, and a one-piece arm formed of heavy 
wire, extending outwards from said one side 

‘piece of the bracket, adapted to have applied 
thereto the hooks of the clothes hangers to be 
carried by the support, and consisting of verti 
cally aligned and spaced apart upper and lower 
parts, the lower part of the arm extending hori 
zontally and having the inner end thereof bent 
downwards at right angles to form a depending 
hook ?tting within the vertically extending eye, 
the upper part extending upwards and inwards 
from the outer end of the lower part and having 
its inner end bent laterally back and forth to 
form a horizontal 180° loop and in addition a 
horizontal hook connected to the outer end of 

6 
the loop and ?tting within said horizontally 
extending eye. 

CONRAD J. PA'I‘T. 
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