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Application ?led J anuary 13, 1862. (No model.) 

To all whom it may concern : 
Be it known that I, WILLIAM KANE, a citi 

zen of the United States, and a resident of 
Philadelphia, Pennsylvania, have invented 
certain Improvements in Steam-Pipe Hangers, 
of which the following is a speci?cation. 
My invention consists in constructing a 

steam-pipe hangerin the peculiar manner fully 
described hereinafter, with the view of pre 
venting the fracture of the pipe-supporting 
hooks, which frequently takes place in ordi 
nary hangers of this class. 

In the accompanying drawings,Fignre 1 is a 
perspective view of steam-heating pipes sup 
ported by my improved hangers ; Fig. 2, a per 
spective view, drawn to a larger scale, of the 
hanger-plate without the supporting-hooks ; 
Figs. 3 and 4, perspective views of one of the 
supporting-hooks ; Fig. 5, a vertical section 
of part of the hanger-plate and supporting 
hook, and Fig. 6 a modi?cation of my inven 
tion. 
An ordinary steam-pipe hanger consists of 

a plate with hooks cast in one piece with the 
plate, which is secured to the wall, the pipes 
being placed on the hooks, which are liable to 
break, owing to the change in the relative po 
sition of the different lengths of pipes in a coil 
under the influence of changes of temperature. 
In order to prevent this I make the books A 
for supporting the pipes separate from the 
hanger-plate B, the latter having in the pres 
ent instance a'series of openings,a, as best ob 
served in Fig. 2. . . 

On the plate B are cast a series of lugs, 11, 
one on each side of each opening, a, and each 
lug has aprojeeting pin, (7, two of these pins 
constituting a pivot for one of the hooks A. 
In‘ the present case there are on the plate four 
of these pivots for four hooks, adapted to the 
four lengths of pipe of which the coil shown 
in Fig. 1 is composed. Each hook A has at 
its upper end two recesses or sockets, 71., sep 
arated from each other by the rib i at the back 
and under side of the hook, and these sockets 
are adapted to two of the pivot-pins d (1. 
Below each opening a. in the hanger-plate is 

a rib, 112, having a notch, 01., for receiving the‘ 
rib z’ of the hook, so that the latter is con?ned 
laterally above and below to the hanger-plate, 
and therefore cannot be displaced by the lon 
gitudinal expansion and contraction of thepipe 
which it aids in supporting. 
Steam-heating pipes of the character shown 

in Fig. 1,even if the lengths are made parallel 
with each other in the ?rst instance, are apt 
to lose their relative position under the in?u 
ence of changes of temperature, and there is 
often a tendency of one or more of the lengths 
to move outward from the hangers, this often 
resulting in the fracture of hooks which are 
cast on the hanger-plate. By pivoting the 
hooks to the plate, however, they are at lib 
erty to accommodate themselves to any out 
ward movement of the pipes. 

It is not essential that the precise construc 
t-ion above described ot' the hanger should be 
adhered to. The hanger-plate, for instance, 
may be made as shown in Fig. 6, the pivot 01 
consisting of a single pin instead of being in 
two parts, and the hook A consisting of abent 
plate of wronghtiron, and being laterally 
guided by lugs ff on the plate. I, however, 
prefer the mode of construction ?rst described. 
Should one of the hooks A become broken, 

it can readily be replaced without the neces 
sity of replacing the entire hanger, as usual._ 

I claim as my invention- 
1. A steam-pipe hanger in which a hanger 

plate, B, is combined with pivoted and laterally 
held hooks A, substantially as described. 

2. The plate B, provided with lugs 11, each 
having a projecting pin, cl, and with ribs m, each 
having a- notch, 72, in combination with books 
A, adapted to two of the pins (1, and having at 
the back a rib adapted to a notch in one of the 
ribs m, all substantially as set forth. 

In testimony whereot'I have signed my name 
to this speci?cation in the presence of twosub 
scribing witnesses. 

’ WILLIAM KANE. 

Witnesses: 
HARRY DRURY, 
HUBERT HowsoN. 
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