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My invention pertains to an auxiliary device 
usable with bath tubs. 
An object of my invention is to provide a hand ' 

grip for baths tubs which is mounted adjacent 
to the ‘bath tub, and which, therefore, provides 
especially, means for getting out of the bath tub 
without slipping, and providing an arrangement 
for obtaining a ?rm grip whereby the bath tub 
occupant can safely and readily remove himself 
therefrom. , 

A further object of my invention is to provide 
adjustable features for regulating the arrange 
ment as to height, and to provide an arrangement 
which can be used on either built in tubs or the 
leg type of tub. ' 
A further object of my invention is to provide 

a very simple arrangement having no protruding 
parts, and which requires a minimum number of 
points for securing‘the same adjacently to the 
bath tub. 
With these and other objects in view, my in 

vention consists in the construction, arrange 
ment, and combination of the various parts of 
my device, whereby the objects contemplated are 
attained, as hereinafter more fully set forth, 
pointed out in my claim, and illustrated in vthe 
accompanying drawings, in which: 

Figure 1 is a side elevation of the hand grip 
as attached to a built in type of tub, 
Figure 2 is a forward elevation of Figure 1, ; 
Figure 3 is a side view of the arrangement as 

attached'to a leg type of bath tub, 
Figure 4 is a detail, and 
Figure 5 is a further slight modi?cation. 
I have used the character in to designate a 

built in type of bath tub, and the character ll 
the top ledge thereof. Since this top ledge is 
relatively smooth and has no projections, it is 
many times‘ dif?cult for obese or older people to 
safely get out of a bath tub without injury, and 
even to enterrthe same. ' ~ ’ 

I have used the character IE to’ designate a 
pair of internally threaded hollow cylindrical 
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sleeves, which are attached to the base ?anges l3 > 
which flanges 13 are secured by means of the 
counter-sunk screws l4 to'the ?oor. l5 adjacent 
to the bath tub. It will be noted that there are 
a pair of the members l2, and threadably engaged 
therewith are the further vertically positioned 
pipesor tubes 56, which members I6 extend into 
the integral arcuate upper portions !'I which then 
merge into the downwardly extending portions [8. 
Attached at I9 across and between theportions 

I‘! and is are the tubular braces 20, and thread 
ably secured at 21 to the portions I 6 are the 
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- side Wall 24 of the tub l0. 
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short stub pipes 22 which abut at 23 against the 
Inserted within the 

members I8 at the lower ‘ends thereof are the 
plugs 25 which are attached at 26 to the rubber 
bumpers 21, similar bumpers 28 being attached at 
the termination’ of the pipes 22. 

‘It will now be noted that the hand. grip as above 
described is sturdy in construction, and will allow 
the graspment thereof by a person leaving the 
bath tub thereby rendering the person safe from 
injury by slipping or otherwise falling. This ar 
rangement allows any lateral strains to be im 
parted to it, and when entering the tub the pres 
sure is usually downwardly against the rim II, 
and when leaving the tub the abutment of the 
pipeportions l8 and 22 provide the maximum 
strength for safety purposes. 
Any adjustment for the height of bath tub can 

be regulated by merely turning the sleeves l2 
along the threads until the desired height is ob 
tained, and Figure 3 illustrates the use of the 
same arrangement with a leg type bath tub, in 
which this type of bath tub is indicated by the 
character 29 having the legs 30, and the curved 
upper rim 3|. It will be noted that in this struc 
ture the sleeves l2 are turned until the upper 
portions l6 are extending to the necessary higher 
elevation, and for this use a longer pair of pipes 
32 are threadably engaged at the same points 2|, 
and clamped onto the pipes 32 at 33 are the 
clamps 34 which threadably receive bolts 35 for 
abutment at 36 against the inner portions of the 
rim 3|. This also provides a rigidi?ed structure 
for the same purpose as above described. 
In the event that the adjustment is not used, 

in some cases the sleeves l2 and the portions Hi 
can be welded together solidly, although the 
adjustable method is the preferred one. 
As a further modi?cation, the portion I6 and 

the sleeves I2 need not‘be threaded at all, the 
portion it merely being closely and slidably en 
gaged within the members [2, this arrangement 
still providing the same principles as outlined 
above and being as substantial as the same and 
furthermore also providing the adjustment neces 
sary readily. This‘ structure will also be stable 
since the pressure will always be downwardly or 
laterally. 

Figure 5 illustrates a modi?cation wherein the 
vertical tubular portions 18 receive the plugs 31 
to which are attached suction cups 38 which rest 
upon the ledge ll. 
cups will tend to grip the surface of the tub, 
although the suction cup type is merely a modi 

’ ?cation and need not be used. 

In this type of structure the I 
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It will be noted that the only attachments made 
to external frameworks adjacent to the bath tub 
are by means of the screws through the ?anges 
l 3, thus rendering the apparatus easy of‘installa 
tion, etc. 

It will now be seen that I have provided the 
various advantages mentioned in the objects of 
my invention with further advantages being 
readily apparent. 
Some changes may be made in the construction 

and arrangement of the parts of my invention 
without departing from the real spirit and pur 
pose of my invention, and it is my intention to 
cover by my claim any modi?ed forms of structure 
or use of mechanical equivalents which may be ‘ 
reasonably included within their scope. 

I claim as my invention: 
A hand grip for bath tubs comprising a pair of 

vertically positioned bracing members attached 
to the floor adjacent to the bath tub, said bracing 20 

4 
members having portions extending substantially 
vertically beyond the upper edge of the bath tub, 
and having further integral portions extending 
downwardly therefrom for abutment against the 
upper edge of the bath tub, sleeves attached to 
said bracing members for adjustably securing the 
same,v said bracing members including abutting 
tubes attached thereto for abutment against the 
side wall of the bath tub, clamp means attached 
to said tubes for securing said bracing members 
against inner faces of a leg type bath tub. 

THOMAS MOORE. 
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