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The present invention relates to a holder for 
use in connection with ?ling cabinets, drawers or 
the like, such holder being secured to and serving 
to position in a visible manner a folder, pocket or 
the like in which documents are stored. 
According to this invention the upper horizon- , 

tal edge of each folder is provided with a relative 
ly narrow fold which forms a downwardly ex 
tending ?ange which is adapted to be engaged 
by an horizontally disposed gripping member 
made of metal or other suitable material. This 
gripping member is of channel section with at 
least one upwardly extending ?ange located be 
tween two vertical side members of the gripping 
member, and forming a reentrant fold, this 
?ange, when a folder is inserted in the gripping 
member, resting between the ?ange of the folder 
and the upper edges of the main body of the 
latter. With this arrangement the holder is held 
?rmly against downward displacement. 
To prevent lateral displacement of a folder 

within its gripping member the latter is provided 
with one or more removable sliding locking mem 
bers adapted to be inserted respectively in oppo 
site ends of the gripping member. Each of these 
two members is of channel section throughout the 
major part of its length, and is passed over one 
outer edge of a folder. Near its outer end each 
locking member is formed with a notched portion 
to facilitate its sliding engagement with a rail 
or the like in a drawer or the like of a ?ling cabi 
net in which the folders are housed. With this 
arrangement if the locked members are tempo 
rarily removed from a gripping member an addi 
tional folder can be inserted or one already in 
position can be withdrawn in an extremely sim 
ple manner. 7 

Each folder is folded into two halves, the ar 
rangement being such that the upper edge of one 
half is held in one gripping member, whilst the 
upper edge of the other half is held in an adja 
cent gripping member, each of the latter engage 
ing the back of a front folder and the front of a 
back folder. 

It will be noted that the locking members are 
entirely independent of the gripping members 
but merely slide within the latter, whilst no parts 
of the device are permanently attached to the 
folder. 
With the arrangement described the sliding 

locking members enable the device to be used with 
?ling cabinets, or the like of different widths or 
depths, with folders and gripping members of 
standard sizes. 
The folders used in connection with the present 
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holders may be plain sheets of stiff paper, and do 
not require to be stitched, perforated or provided 
with staples as in the case ‘of existing folders. 
One form of construction of the invention is 

illustrated in the annexed drawings in which 
Fig. 1 is a perspective view showing a plurality 

of folders held in position in a plurality of holders. 
Fig. 2 is a front elevation of a holder. 
Fig. 3 is a section on the line 3-3 of Fig. 2. 
Fig. 4 is a section on the line 4-4 of Fig. 2. 
Referring ?rst to Figs. 1-4 a plurality of folders 

a are inserted in gripping members 17 provided at 
each end with an inserted locking member c hav 
ing at each end a notch d adapted to engage a 
rail e of a ?ling cabinet (not shown), the ar 
rangement being such that the upper edges of 
two adjacent folders engage the same gripping 
member so that a concertina-like arrangement 
of folders is obtained as shown in Fig. 1. 
As can be seen from Fig. 3 the upper edge of 

each folder is ?anged, the inner of a pair of co 
operating folders having a single downwardly 
extending ?ange a1, whilst the outer of the two 
folders has a downwardly extending flange (12 
and an upwardly extending re-entrant ?ange a’. 
Each gripping member b is of channel section 
with two downwardly extending ?anges b1 and 
one upwardly extending re-entrant flange b2, the 
?anges of two adjacent folders being housed be 
tween the ?ange b2 and one of the ?anges b1, 
the folder being sti? enough to be held by the 
retaining member. 
A locking member 0, also of channel section is 

slidably inserted within the member b at each 
end of the latter, and engages the upper edges of 
two adjacent folders. The locking members pre 
vent lateral displacement of a folder, whilst the 
gripping members prevent downward displace 
ment of the latter. 
As can be seen from Fig. 4 a sliding transpar 

ent cover f of channel section engages the mem 
ber b, and encloses and protects a similarly 
shaped strip of paper g or the like on which ad 
vertising or instructional matter is inscribed, the 
arrangement being such that, when assembled in 

_ a drawer, all such strips are visible. 
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In this construction the two side ?anges h1 of 
the gripping member 72 are inwardly inclined to 
wards one another, leaving between their edges 
a relatively narrow gap. 
Although the device has been described as re 

quiring a pair of locking members, these may be 
replaced by a single locking member. ' 
Having now particularly described and ascer 

tained the nature of my said invention and in 
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what manner the same is to be performed, I 
declare that what I claim is: 
For use with folders for retaining the same in 

a favorable manner within filing cabinets or 
drawers ‘having spaced bars, a device of the char 
acter described comprising a longitudinally ex 
tending horizontal gripping member of channel‘ 
section, an L-shaped member partially closing 
the mouth of said channel section and'being se- - 
cured at its foot to one of the ?anges of said 
channel with the leg of said LeshaPBd channel 
extending upwardly between the legs of the chan 
nel section, a pair of slidable hanger members 
of channel cross section telescopically receivable 
in the con?nes of said longitudinally extending l6 
gripping member with the leg of ‘said L-shaped; ,_ ‘ 
member lying within the con?nes ‘of said ‘hanger 
members, each of said hanger members haying a 
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notch proximate its outer free end for engaging 
said spaced bars. 

LEONARD GEORGE ELLIS. 
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