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This invention› relates› to new and useful im_ 
movements and structure-al reñnements in holders 
for containers such as cups, vglasses, bottles, or 
the like, and the principal object, of. the inven 
tion is to prevent such containers from being 
accidentally tipped or otherwise displaced'. 
This object is achieved' by« the provision of an 

instantholder which is adapted for attachment 
at any position desired/ on a hard, flat surface 
and almost' enci-rcles the container substantially 
below'` the mid-portion of the l'atter so that tip 
ping or displacement ot the container is' pre« 
vented, but convenient removal or replacement' 
of› the container is faei-litated, when so desiíred; 
Some of the advantages of the invention re 

side in its Simplicity of construction, in its con 
venient and e?icient operation, in its adaptability 
to accommodate containers of different sizes and 
types, in its provision for allowing a greater por 
tion of handleless containers to be grasped by 
the hand of a user, and in its adaptability to 
economical manufacture. 
With the above more important objects and 

features in View and such other objects and 
features as may become apparent as this speci- - 
?cation proceeds, the invention consists essen 
tially of the arrangement and Construction of 
parts as illustrated in the accompanying draw 
ings, in which: 
Figure 1 is a perspective View of the invention . 

showing a glass placed therein; 
Figure 2 is a top plan view of the invention 

per se; 
Figure 3 is a fragmentary sectional detail, 

taken substantially in the plane of the line 3--3 
in Figure 2; 

Figure 4 is a perspective view of the invention 
almost encircling a cup, a clamp attachment be 
ing used in association With the invention 'so as 
to fasten the same with increased security at the 
edge of a conventional tray; 
Figure 5 is a vertical sectional view, taken sub 

stantially in the plane of the line 5--5 in Figure 4 
and showing the container by phantom lines, and 
Figure 6 is a top plan View of the clamp at 

tachment shown in Figures 4 and 5, the holder 
and the tray being indicated by dotted lines. 

Like characters of reference are employed to 
designate like parts ,in the speci?cation and 
throughout the several views. 
Referring now to the accompanying drawings 

in detail, more particularly to Figures 1-3, in 
clusive, the invention consists of a container 
holder which is designated generally by the ref 
erence character ?o and embodies in its Construc 
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tion a resilient. rodí which is'. curvíed soas to pro' 
vide a substantial annulus !237 the 'end portions 
of the. rod being'turned'?rst outwardly` as at I'4, 
then. laterally as at lwlifand then downwardly se 
as: te; afford a pair of spaced' legs IS. 
The lower end portions of the' legs !8 are en 

largecl to provide substantially sphe?rical; mem 
bers 20 which are removably received in; conven 
tional suction cups 2-2„ the surfaces of the mem 
bers_ w-preferably being roughened so as` to ree 
tain the, sucti'on clips, in position thereon; 
When the suction cups:: 22 are, af?xed to` a suit 

able_ supporting surface such as a;` table top 24„ or 
the like; the_ annulus' lZ will be. sustain?d in. a 
substantially horizontal, elevated position above 
the table top, so that when a container, such as 
a glass 26, is inserted in the annulus and has its 
bottom resting on the table top, the container 
will be prevented from tipping or otherwise be 
coming displaced. 
As is best shown in Figura 4, the same holder 

may be effectively employed to accommodate a 
cup 28, the handle 30 of the latter being disposed 
in the _space between the legs IS so that it may 
be Conveniently gripped when it is desirecl 'to 
remove the cup from the holder. 

Moreover, as is illustrated in Figures 4, 5 and 6, 
a clamp attachment designated generally by the 
reference character 32 may be employed in asso 
ciation with the holder l?, this clamp attachment 
simply consisting of a vertically elongated mem 
ber or strap 34 having horizontally angulated 
upper and lower end portions 36, 38, respectively, 
to accommodate a vertically disposed, rotatable 
actuating screw 40. I 

To prevent longitudinal shifting of the screw 
40 relative to the member 34, that portion of the 
screw which passes through the strap portion 38 
is diametrically reduced to form a rotatable jour 
nal 42 (see Figure 5), the extreme lower end of 
the screw being peened while a ?nger piece 44 is 
provided at the upper, free end of the screw, so 
that the latter may be Conveniently rotated. 
The portion 38 of the strap member 34 is ex 

tended so as to provide a relatively stationary 
jaw 46, while a movable jaw 48 has a doubled 
portion 50 provided with a screw-threaded aper 
ture to receive the screw 40, so that by simply 
rotating the screw, the jaw 48 may be moved to 
ward and away from the stationary jaw 46 for 
clamping the entire attachment 32 to a suitable 
support, such as the rim portion 52 of a tray 54. 
The movable jaw 48 is provided with an in_ 

ternal extension 56 terminating in a resilient hook 
58 which is preferably engageable with an in 
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termediate portion of the annulus l2 of the holder 
ID which has the suction cups 22 thereof resting 
on the tray 54, as shown. In the event it is de 
sired to attach the container holder to a surface 
covered by porous material such as a table cloth, 
the vacuum cups would be unable to maintain 
suction, thus necessitating the use of the clamp' 
attachment, and thereby limiting the use of the 
container holder to a position substantially near 
any outer edge of the surface on which it rests. ' 

If desired, the suction cups 22 may be removed 
from the legs l8 so that only the members 20 of 
the legs contact the table or tray, as the case 
may be. 

It is believed that the advantages and use of 
the invention will be clearly understood from the 
foregoing disclosure and accordingly, further de 
scription thereof at this point is deemed un 
necessary. ' ' I . 

While in the foregoing there has been shown 
and described the preferred embodiment of this 
invention it is to be understood that minor 
changes in the details of construction, combina 
tion and arrangement of parts may be resorted 
to without departing from the spirit and scope 
of the invention as claimed. 
Having described the invention, what is claimed 

as new is: ' 

'1. A holder for a container having a laterally 
projecting handle, said holder comprising a 
curved rod affording a substantial annulus dis 
posed in a horizontal plane and adapted to re 
ceive the stated container therein, end portions 
of said rod being spaced and downturned to pro 
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vide a pair of legs whereby said annulus may be 
sustained in an elevated position above a sup 
porting surface and whereby the stated handle 
may project outwardly through the space between 
said legs, a pair of suction cups removably mount 
ed at the lower ends of the respective legs, and 
a supporting clamp mounted on an intermediate 
portion of said annulus and adapted for attach 
ment to a support. _ 

2. The device as de?ned in claim 1 wherein 
said clamp comprises a vertically elongated mem 
ber having a stationary jaw at one end thereof, 
a vertical clamping screw rotatable in said mem 
ber, a movable jaw operatively engaged by said 
screw for movement toward and away from said 
stationary jaw, and a resilient hook provided on 
said movable jaw and separably engaging an in 
termediate portion of said annulus. 

CHARLES D. ARNOLD. 
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