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This invention is for a holder for holding :as 
sorted snails, screws .or. the likepand hasyfor its 
:object .to provide .a holder .or rcarrier "which is 
particularly useful .and .convenient bolthras .an 
original package .in which :assonted nails for other , 
fasteners may be sold .to the purchaser, .espec'ially 
‘for ‘limited or household .use, zandlias a convenient 
‘holder or :c‘arrier .fromrrwhich lthé nails-:are :in 
dividually removed, as needed. 
While being intended to provide a holder espec 

ially designed for the convenience of the house 
holder and other small users of nails, the inven 
tion provides a device applicable and useful in 
many places and for divers purposes. 
My invention may be readily understood by 

reference to the accompanying drawings in which: 
Fig. 1 is a perspective view of a nail holder 

embodying my invention with the support ex 
tended; 

Fig. 2 is a side elevation with the support folded 
and the cover in place; 

Fig. 3 is a longitudinal vertical section in the 
plane of line III—III of Fig. 4, the cover being 
removed; 

Fig. 4 is a top plan View of the device as shown 
in Fig. 3; 

Fig. 5 is a transverse vertical section in the 
plane of line V-V of Fig. 4; 

Fig. 6 is a fragmentary vertical sectional view 
through a single pocket or well with the holder 
inclined for use; and 

Fig. 7 is a similar view with the top of the 
holder horizontal. . 
While I have shown and shall speci?cally de 

scribe one preferred embodiment of my invention, 
it will be understood that this is by way of illus 
tration and that various changes and modi?ca 
tions may be made therein. 

In the drawings, 2 designates a wedge-shaped 
body of wood, plastic, aluminum or other sub 
stance, and wood may be considered as preferable. 
It is provided with one or more rows of holes 
therein, three rows being shown, although two 
are normally adequate. The individual holes are 
designated 3. They extend from the ?at top face 
4 of the block through toward the tapered face, 
so that, as shown in Fig. 3, they are of decreasing 
size or depth. 0n the bottom face of the block 
or body 2 is a ?xed closure plate 5, so that each 
hole constitutes a well open at its top and closed 
at the bottom. 
On the top ?at surface of the body there is a 

Slight Slope, declivity, or depression 4a leading 
into each well or pocket, these notches extending 
from the periphery of the pocket toward the 
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‘narrow end of the .body. Only the shallowest 
pockets .at the narrow ends do not have these 
depressions. 

Intermediate its ends the body has a segment 
.shaped depression 6 in each side wall. A U -shaped 
stiff wire stand ‘I having an eye 8 at the top of 
each upstanding leg is provided, this eye being 
hailed or otherwise secured to the body .at the 
narrow end of the segment, as best shown in 
Figs. 1, 2 and 5. The segment-like recesses limit 
the swinging movement of the stand in one di 
rection so that it may remain in an upright posi 
tion, but enable it to be folded from the dotted 
line position shown in Fig. 2 to the full line posi 
tion. A transverse groove 9 in the bottom plate 
receives the cross bar of the stand when it is 
collapsed. 
The side faces of the body have longitudinally 

extending grooves I0 therein below the top edge 
thereof. These are for slidably receiving inturned 
edges or ?anges H on a metal cover I2, which 
when it is in place ?ts close against the top of 
the body. 
The taper of the wedge-shaped body is prefer 

ably such that the holes along each edge of the 
body increase in the same increments or multiples 
of increments as standard nails, so that the deep 
est well may take, for example, 16-penny nails, 
the next 12-penny, 8-penny, etc., while the shal 
lowest pocket may have miscellaneous tacks or 
brads. The two edge rows of holes provide one 
series of holes for regular nails and one row for 
?nishing nails, while the central row, in which 
the holes are o?set from the ones at the sides and 
hence are of intermediate depths, may be used 
for intermediate sizes of nails or for screws or 
bolts. 
The arrangement is such that when the holder 

is set on a ?at surface with the supporting stand 
extended, the bottoms of the wells slope toward 
the narrow end of the body so that the heads of 
the nails tend to move out, as indicated in Fig. 6, 
making them more easily accessible, but when 
the body is turned to the position shown in Fig. 3, 
the nails slide in the reverse direction toward the 
deeper side of the well, retracting the heads of 
the nails so that they clear the top when it is 
slid into place. This is shown in Fig. '7. Conven 
iently the wedge-shaped body is a right angle 
triangle and the holes or wells are normal to the 
face or side which gives the hypotenuse at the 
narrow end of the wedge. 
The holder as thus constructed provides a con 

venient and useful carrier or package for an 
assortment of nails of different sizes and kinds, 
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and is especially useful for householders who 
generally require only a few nails but of different 
sizes, although it is convenient for various trades 
and artesans. 

It may be cheaply constructed from odd pieces 
of lumber or lumber mill scrap and may be inex 
pensive but attractive. As above indicated, vari 
ous changes and departures may be made from 
the speci?c construction shown. Also, while in 
tended especially for nails, it may be used for 
other fasteners. 

I claim: 
A holder for nails and the like, comprising: a 

main body member having an elongated bottom 
surface, an upper surface, a back surface, and 
two side surfaces, the upper surface extending 
at an acute angle to the bottom surface at one 
end thereof, the back surface extending at an 
acute angle to the bottom surface at the other 
end thereof and meeting the upper surface at a 
right angle, the side surfaces being at right angles 
to the other surfaces and being parallel and sub-— 
stantially spaced from each other, pockets of cir 
cular cross-section extending at right angles to 
the upper surface through the main body member 
from said upper surface to within a short distance 
of the bottom surface, the bottoms of said pockets 
being plane and being parallel to the bottom sur— 
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face, and a U-shaped prop member having its 
ends pivotally attached generally centrally of the 
side surfaces, said prop member being movable 
from a position where it supports the body mem 
ber so that the bottom surface is at a right angle 
to the horizontal to a position where the said 
bottomvsurface is horizontal. 

THOMAS F. O’MALLEY. 
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