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This invention relates to improvements in‘fold 
ing screens. 

It is the object of the invention to provide a 
novel and improvedmeans whereby fabric may 
be stretched in a panel of a folding screen or the 
like. It is desired to facilitate the support of 
the fabric in its stretched position and to facili 
tate the removal of the fabric for the cleansing 
thereof or for the painting of the screen, or for 
any other purpose. ‘The invention will be more 
fully apparent upon the following disclosure 
thereof. 
In the drawings: 
Fig. 1 is a view in perspective of a three-section 

screen embodying the invention. 
Fig. 2 is an enlarged detail view of one section 

partially in elevation and partially in section. 
Fig. 3 is a further enlarged detail view of a 

corner of one section in perspective, component 
parts being separated. 

Since the three sections 4, 5, B, which are mu 
tually hinged to make up the screen, may be of 
identical construction so far as the present in 
vention is concerned, it will su?ice to describe 
but one. ‘ 

The longitudinal members 1, 8 are longitudi 
nally kerfed at 9 along their inner faces. They 
are connected by top and bottom rails H), II 
which may be applied thereto in any desired 
manner to make up a rigid frame. 
The web of fabric l5, which is to comprise the 

panel within the frame thus constituted, has 
hems at I 6, l1 near its top and bottom ends. 
These hems are adapted to receive the removable 
cross bars I8, each of which is provided at each 
end with a terminal tongue l9 receivable into the 
appropriate kerf 9. 

Intersected by the kerfs 9 are holes 20, bored 
into the inner faces of the vertical members‘ ‘I, 8. 
These holes are adapted to receive pieces of 
dowelling 2| which serve as pins to prevent the 
movement of the bars l8 toward each other un 
der tension of the stretched web l5 of fabric. 
The fabric is ?rst anchored at its lower end 

by manipulating the lower bar l8 to introduce 
its tongues l9 into the kerfs 9 and by placing the 
pins above such tongues. The fabric is then ten 
sioned while manipulating the upper bar It! to 
introduce its tongues into the kerfs. With the 
fabric under tension, the upper pins 2| are in 

‘ serted and the fabric is spread to cover and con 
ceal them. The tension of the fabric prevents the 
accidental loss of the pins but by slight additional 
tension on the fabric, such as may readily be 
exerted by a person desiring to disassemble the 
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screen, the cross bar may be lifted from the pins, 
thereby permitting the ready withdrawal of the 
pins. Thereupon the bars may be removed from 
the frame and withdrawn from the hems of the 
fabric, leaving the frame open and the fabric 
completely disconnected therefrom. 

I claim: ~ 

1. In a device of the character described, a 
frame comprising spaced members having op 
posed longitudinally extending kerfs and pro 
vided with holes intersected by the kerf, together 
with a cross bar having tongues complementary 
to the kerf, and pins removably positioned in the 
holes in engagement with said bar. 

2. In a device of the character described, the 
combination with spaced frame members having 
opposing channels and provided with bores lead 
ing oppositely into the members from the bot 
toms of the respective channels, of a cross bar 
having end portions slidably disposed in the 
channels of said members, and substantially 
aligned pins removably positioned in the bores‘ 
and extending into the respective channels and 
engaged by the cross bar. 

3. In a device of the character described, the 
combination with a frame and a web of material 
to be positioned therein, of means for positioning 
one end of said web respecting said frame, the 
frame being provided remote from said end with 
a cross bar having its ends slidably interlocking 
with said frame for movement longitudinally of 
the frame toward and away from said end, the 
fabric being connected with the cross bar and 
maintained under tension thereby, and the frame 
having substantially aligned apertures entering 
the frame at opposite sides thereof in a trans— 
verse direction in the path of slidable movement 
of said cross bar, pin means removably ?xed in 
the frame apertures for positioning the cross bar 
respecting the frame to maintain said web ten 
sion, the tension of the web holding the bar in 
pressure engagement with the pin, whereby fric 
tionally to secure the pin in the frame apertures. 

4. In a device of the character described, the 
combination with a frame comprising spaced 
members having opposed longitudinally extend 
ing kerfs, of a pair of cross bars removable from 
the frame and having tongues in the kerfs of 
said members, a web having hems through which 
said cross bars extend, and pins removably dis 
posed in the kerfs of the frame between the cross 
bars and engaged by the tongues, said pins be 
ing at a distance so related to the length of said 
web between its hems as to support said cross 
bars with said web under tension. 
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5. in a device of the character described, the 
combination with spaced frame members hav 
ing opposing channels and provided with bores 
leading oppositely into the members from the 
bottoms of the respective channels, of a cross 
bar having end portions slidably disposed in the 
channels of said members, and substantially 
aligned pins removably positioned in the bores 
and extending into the respective channels 
and engaged by the cross bar, in further com 
bination with a web under tension, having 
a connection with said frame remote from said 
bar and attached to said bar, the tension of 
the web holding the bar in engagement with said 
pins and such tension being maintained by, and 
dependent on, such engagement. 

6. The combination of claim 5 in which the 
ends of the pins project from the members. 
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7. The combination of claim 5 in which the 
ends of the pins project from the members and 
the web has a hem releasably containing the pins 
and the bar. 

JOSEPH J. MEYER. 
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