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1 

This invention relates to pillows, pillow cases 
or the like and refers particularly to a type hav 
ing two or more rectangular pillows held in ?exi 
bIe alignment by a, tubular pillow, all contained 

a compartmented pillow case. 
The main object of my invention is to provide 

a pillow and case of the general character in 
dicated which is primarily made to properly sup 
port the head and which will, in addition, brace 
the back or the chest and relieve all neck, shoul 
der and back or chest muscular strains of a 

‘ sleeper; 

Another object‘ is to make a pillow and case 
which is pleasing in appearance, economical to 
produce, and easy to change, launder and use. 
A further object is to produce a pillow and 

case: that will be useful in the home as well as in 
a hospital and that may also be used to‘ prevent 
children from rolling off a bed 
With these and other objects in view, the in 

vention consists of certain other novel features 
of construction and combination of parts, whose 
various advantages accruing from the principles, 
form and nature of my invention, will appear 
more fully in the following description and 
claims. 
In the accompanying drawings I have illus 

trated several forms of constructing the articu 
lated pillow and pillow case with several forms 
of openings in the case for admitting and re 
taining the pillows, embodying the various fea 
tures of my invention. , 
In the drawings: 
Figure 1 is a perspective view illustrating a 

pillow and case as used by a, sleeping man. 
Figure 2 is a front elevation of same showing 

the preferred form of construction and with‘ the 
end flap of one pillow extended open. 

Figure 3 is an end elevation of same on line 
3——3 of Figure 2, after the end flap is folded over. 
Figure 4 is an enlarged section on line 4-4 of 

Figures 2 and 21. 
Figure 5 is an enlarged fragmentary cross sec 

tion on line 5-5 of Figures'2 and 21.. I 
Figure 6 is an enlarged fragmentary cross sec 

tion on line 5—5 of Figure 2, showing a modi 
?ed form of construction at the scams. 4 

Figure 7 is a front elevation of a modi?ed form 
of construction. 

Figure 8 is an end elevation on line 8'--8‘ of 
Figure-'7. 

Figure 9 is a front elevation of another modi 
fledv form of construction. 
Figure 10 is an end elevation on line Ill-I'll of 

Figure 9. v 
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Figure 11 is an enlarged fragmentary section 

on line ll-—H of Figure 10. 
Figure 12 is- a front elevation of another modi 

?ed' form of construction of the pillow for use 
with pillow case» shown in Figure 15. 
Figure 13' is an end elevation of still another 

modi?cation of the construction of the pillow 
and case. 
Figure 14 is an end elevation on line |4-l4 

of Figure 12. ' 
Figure 15 is a front elevation of another modi 

?ed form of construction of the pillow case for 
use with pillow shown in Figure 12. 
Figure 16 .is an end elevation on linev l6--|6 

of Figure 15. 
Figure 1'7 is an enlarged fragmentary cross sec 

tion on line l'l-l‘l of Figure 15. 
Figure 18 is an enlarged fragmentary cross sec 

tion on line l8—l8 of Figure 15, with the fasten 
ing tapes untied. 
Figure 19 is an enlarged fragmentary section 

on line I'll-l9 of Figure 15. 
Figure 20' is a front elevation of a'modi?ed form 

of construction. 
Figure 21 is a front elevation of a modi?ed form 

of construction showing three head pillows. 
Generally, pillows are made of a ?lling of ?rm 

but yielding material such‘ as feathers, sponge 
rubber, ?uifed cotton or other vegetable ?bers, 
contained within a suitable fabric envelope usu 
ally called “tick.” 
When in use, it is a common practice to place 

the pillows within a fabric container usually 
called a pillow case that can be changed often 
‘and laundered for cleanliness and sanitation and 
being of a ?ner and softer weave and texture it 
will not irritate the skin. Such pillows and cases 
are placed on a bed or like sleeping surface and 
are free to be moved about upon such surface for 
the purpose of supporting the head and back of 
a sleeper. 
Referring to the drawings, in which similar 

parts are designated by like letters or numerals. 
All pillows and cases are held together by 

hemming and stitching designated throughout 
all the drawings by the following letter symbols: 
“S” for stitching, “S5” for stitched seams, “H” 
for hems at free edge of material. 
Numeral designations in all ?gures are as fol 

lows: 20 for the left head pillow, 2| for the right 
head pillow, 22 for the tubular pillow, 25 for the 
left- pillow case compartment, 25 for the right 
pillow case compartment, 21 for the tubular 
pillow case compatment. 
Many persons prefer to sleep on one or the 
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other side of their bodies with their head rest 
ing on pillows and are very often disturbed in 
their sleep by lack of an adequate support for 
their backs or chests. Such persons experience, 
on arising, uneasy or strained muscles of the neck, 
shoulders and sides often indicating aches or 
pain in these members. 
With these conditions in mind the invention is 

designed to provide an articulated pillow having 
two standard head pillows 20 and 2!, either one 
of which may be used for resting the head while 
the other is used for resting the back or chest, 
held in end-to-end and ?exible relation to eachv 
other by the tubular pillow 22, equaling in length 
the two end-to-end head pillows, all contained 
within a compartmented pillow case as shown in 
Figures 2, 7 and 9 and hereinafter described. 
The tubular pillow being of small diameter and 

?rm construction may be ?exed to any extent 
necessary to change the angular relation between 
the two head pillows, as illustrated by the dash 
lines in Figure 2. 
In a similar manner a group of three pillows 

held in end-to-end relation to each other by a 
long tubular pillow and contained within a com 
p-artmented pillow case as shown in Figure 21 
may be used for bedding a child whose head 
would rest on the center pillow 85 with the end 
pillows ?exed around each side of the body to 
prevent the child from rolling off the bed. 
In the preferred construction shown in Figure 

2, the pillow case compartments for the head 
pillows are closed at the center as shown at 3!! 
and are open at 3| to admit the pillows. 
The pillow cases are made longer than the 

pillows to provide ?aps that can be folded over 
as shown at 32 to retain the pillows within the 
‘cases. 

To form the compartment 27 for the tubular 
pillow 22 and to strengthen the construction at 
the ?exing point 40, the opposite walls of pillow 
cases are stitched together over a doubled~up 
tape or webbing 45 of suf?cient length to extend 
beyond the stitched ends at 46 to form a free tie 
tape 41. 
A similar tie-tape is provided at the end of 

tubular pillow 21 which when tied to tie-tape 
41 prevents the sliding of the tubular pillow. 
With certain types of fabric, these tie-tapes 

are not necessary and can be cut off. 
The ?exing of ‘the pillow in preparation for 

use is shown by dash lines in Figure 2. 
A modi?ed construction of the compartment 

for the tubular pillow is shown. in Figure 6, 
wherein separate pieces 'of fabric are joined over 
the reinforcing tape or webbing and stitched to 
form said compartment. 

In the modi?ed form of construction shown in 
Figure 7, the open end of each of‘ the head pillow 
case compartments 48 is at the top to admit the 
pillow and then folded over as shown at 49. 
In like manner the open ends of the head pillow 

case compartments can be provided at the center, ' 
overlapping each other when open, and closed 
by folding over as shown at 25’ and 26' in Fig 
ure 20. 

Each of the tubular pillows shown in Figures 
7 and 20 is held in a compartment having 
hemmed ?aps 50 at one or both ends that can 
be closed by a draw string to contain said pillow. 
In the modi?ed form of construction shown 

in Figure 9, the open end of the pillow case 
compartment 5| is at the top to admit both the 
head pillows and the tubular pillow and then 
be folded over as shown at 52. > 

10 

The compartment for the tubular pillow is 
formed by a diaphragm 55 stitched to the sides 
of the pillow case in a manner that will leave 
an opening 56 at each end of said compartment 
for the insertion of said pillow. 
Segmental sections 5'! are stitched to the 

pillow cases and diaphragms 55 to complete the 
enclosure of the pillow compartment at the cen 
ter 30. 
The modi?ed form ofthe pillow and case shown 

in Figures 12 and 14 to 19, inclusive, is quite simi 
lar to that shown and described in connection 
with the preferred construction shown in Figures 

' 2 to 5, inclusive, but an articulated pillow is pro 
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vided in one piece as shown by Figure 12 that 
can be contained in the compartmented pillow 
case shown in Figure 15. 
The construction of the articulated pillow is 

similar to that illustrated for the pillow case in 
Figure 2, except that it is made up of “thick” 
material and all ends are stitched closed to con 
tain the ?lling. 
The pillow case is a compartmented envelope 

‘with all marginal edges and articulated edges 
seamed and provided with a side opening near 
the bottom, the full length of the case, to admit 
the articulated pillow. 
The closure for the side opening is designed to 

form an overlapping ?ap 6!! to better conceal 
‘and protect the pillow and tick. 

The ?ap 5!) is held in place by tie-tapes 6| 
stitched to the ?ap and to the case alongside 
of the ?ap as shown in Figures 15 and 18. 
The ?exing point 65 is reinforced by doubling 

up the case material and by double stitching. 
In Figure 13 is illustrated a further possible 

modi?cation of my invention wherein the tubular 
pillow and compartment are replaced by a num 
ber of folds of the fabric 10 used for the pillow 
case stitched together around a reinforcing 
cord ‘H. ' 

A further modi?cation may be made by re 
placing the tie-tapes illustrated with other fasten 
ings such as buttons, snaps, buckles, clasps or 
slide fasteners. ' 

In accordance with the patent statutes, I have 
described what I now consider to be the preferred 
form of the invention and the most evident con 
struction modi?cations thereof, but since various 
minor changes may be made by those skilled in 
the art without varying from the essence of the 
invention, it is intended that all such variations 
be included within the scope of the appended 
claims. ' 

I claim: 
1. An articulated pillow and pillow case com 

prising a plurality of head pillows disposed end 
to-end, a tubular pillow equal in length to the 
‘combined length of the head pillows and an ar 
ticulated pillow case snugly enclosing all of the 
‘said pillows, maintaining corresponding sides of 
said head pillows in a row along one side of said 
tubular pillow and permitting the flexing of the 
tubular pillow without lifting any of the pillows 
from the supporting surface, thereby changing 
the end-to-end relation of the head pillows when 
a sleeper needs to use one of the head pillows to 
rest his back. 

2. A pillow case having a compartment for 
holding a tubular pillow and a plurality of in 
dependently movable compartments extending 
normally'in the same direction from the ?rst 
mentioned compartment and each adapted to 
receive and hold a head pillow in end-to-end re 
lation with pillows in the adjacent compartments, 
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and means closing at least a substantial portion 
of the ?rst mentioned compartment and arranged 
to cooperate with a tubular pillow in the ?rst 
mentioned compartment to provide a pivot struc 
ture to permit the head pillows to move there 
about from said end-to-end relation. 

3. A pillowcase having a compartment for 
holding a tubular pillow and a plurality of in 
dependently movable compartments extending 
normally in the same direction from the ?rst 
mentioned compartment and each adapted to re 
ceive and hold a head pillow in end-to-end rela 
tion with pillows in the adjacent compartments, 
a seam and a tape reinforcement therein closing 
at least a substantial portion of the ?rst men 
tioned compartment and arranged to cooperate 
with a tubular pillow in the ?rst mentioned com-n 
partment to provide a pivot structure to permit 
the head pillows to move thereabout from said 
end-to-end relation. 

4. An articulated'pillow structure, comprising 
a multicompartment pillow case, a tubular pillow 
aranged in one of said compartments and a set 
of head pillows arranged one in each of the re 
maining compartments, the walls of the last men 
tioned compartments arranged to hold said head 
pillows in end-to-end relation and extending in 
parallelism from the ?rst mentioned compart 
ment, said remaining compartments ‘being sepa 
rated from each other but being connected to the 
wall structure of said one compartment, said 
tubular pillow having a length equal‘ to the com 
bined lengths of the adjacent edges of the other 
pillows and forming means about which said head 
pillows may be moved edgewise from said end-to 
end relation. " 

5. In an articulated pillow structure, the com 
bination, with a pillow case including a plurality 
of compartments, of a plurality of pillows, the 
wall structure of one of said compartments hav 
ing a folded edgeextending along one side of the 
case from one end thereof to the other end, a 
line of stitching with a tape reinforcement there 
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in extending across the pillow case parallel to > 
‘ said edge and forming a closure for said one com 
partment along one side thereof, the rest of the 
compartments extending from said line of rein 
forced stitching in the same direction and being 
freely movable relative to each other and each 
having two of its sides closed and a third side 
unsewn to provide an entrance to the interior of 
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such compartment, said line of reinforced stitch 
ing closing the fourth side of each of said other 
compartments, one of said pillows being an elon 
gated pillow in the ?rst mentioned compartment, 
and other pillows arranged one in each of the 
other compartments. 7 

'6. In an articulated pillow structure, the com 
bination of a plurality of separate head pillows 
arranged in end-to-end relation with adjacent 
head pillows, all secured along one edge with a 
continuous tape reinforcement to a tubular 
pillow, said tubular pillow having a length equal 
to the combined lengths of the adjacent pillows 
and‘forming means about which said head pillows 
may be moved edgewise from said end-to-end 
relation, and a pillow case having a corresponding 
plurality of compartments removably encasing all 
of said pillows, said pillow case having an en 
trance common to all of said compartments and 
overlapping means for closing said entrance, after 
the articulated pillow is placed in said articulated 
pillow case. ' 

7. An articulated pillow structure, comprising’ 
a multicompartment pillow case, a set of head 
pillows arranged one in each of said compart 
ments, the walls of said compartments arranged 
to hold said pillows in end-to-end relation sepa 
rated from each other, a multifold having a 
length equal to the combined lengths of the adja 
cent edges of said compartments and forming 
means about which said head pillows may be 
moved edgewise from said end-to-end relation, 
said manifold comprising a tape, a reinforcing 
cord and portions of the walls of said compart 
ments folded and stitched together and to such 
tape. 
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