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This invention relates to ornamental covers 
for hearing aids and has particular reference 
to a detachable ornament supporting device for 
covering the hearing aids so as to disguise their 
appearance. ’ 

It is an object of the present invention to pro 
vide a resilient clamp adapted to be detachably 
supported on the hearing aid and to conform to 
the shape thereof, together with means for sup 
porting an ornament, such as are commonly worn 
by women in the form of ear rings and contem 
plates such clamps whereby the wearer may sub 
stitute one for the other in different colors and 
ornamental effects. 
A further object of the invention resides in the 

provision of a split ring clamp adapted to be 
engaged over the hearing aid of conventional 
form and which will automatically conform to 
varying sizes of aids and carries integral means 
for supporting ornamental devices such as arti 
?cial ?ower clusters, shell ornaments or the like, 
such ornament being of a size as to adequately 
cover and hide the hearing aid. 
A further object of the invention resides in the 

extreme simplicity of the clamp, the ease of at 
taching or detaching, is extremely cheap to manu 
facture, the cost permitting the user to maintain 
several clamps having ornaments of different 
designs and colors and is highly effective for the 
purposes intended. 
Other important objects and advantages of the 

invention will be readily apparent during the 
course of the following description, reference be 
ing had to the accompanying drawings, wherein 
is illustrated a preferred form of the invention. 
In the drawings: 
Figure 1 is a perspective view of a hearing aid 

and the detachable clamp and ornament in dis 
assembled position, 

Figure 2 is a vertical section taken on line 
2-2 of Figure 4, with the hearing aid in elevation. 
Figure 3 is a front elevation of the clamp, with 

the ornament removed, 
Figure 4 is a top plan view of the cover in as 

sembled position upon a hearing aid, 
Figure 5 is a rear elevation of the clamp and its 

attached ornament. 
Like numerals are employed to designate like 

parts throughout the several ?gures of the draw 
mgs. 

Referring speci?cally to the drawings, the 
numeral 5 designates a conventional hearing aid 
of generally cylindrical form, having an ear piece 
6 and lead-in cord plugs ‘I. The plugs l are 
detachably connected to the aid 5 and may be 
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2 
easily withdrawn and reinserted, as becomes 
necessary for the mounting of the cover, to be 
described. 
A clamp, indicated as a whole by the numeral 

8, comprises flexible ring 9, of metal or other 
suitable material, split transversely on one side, 
as at 10 and having its ends in overlapping re 
lation, as clearly shown. The ring is provided 
with an inwardly extending annular ?ange H. 
The ring, at a point diametrically opposite the 
split, is widened and extended, at [2 and the 
material is then bent downwardly at 13, to pro 
vide a disc-like ornament supporting plate M. 
The widened area of the ring is slotted at [5 to 
provide clearance for the cord plugs ‘I. The plate 
M, has cemented or otherwise attached thereto, 
an ornament 16, in the form of a cluster of 
arti?cial ?owers or the like and of a size in di 
ameter to extend completely beyond the area of 
the hearing aid and serves to successfully mask 
the aid from normal view. 
In the use of the device, it is contemplated, that 

the user will be equipped with several sets of 
clamps and ornaments, corresponding to the 
various desired color combinations suitable for 
the particular gown or hair styling. The user 
selects a particular ornament supporting clamp, 
removes the cord plug 1 and, by ?exing the split 
ring 9 outwardly, engages the same over the 
hearing aid 5. with the slot l5 positioned over 
the plug openings. The ?exibility of the ring 
will cause it to ?rmly grip the hearing aid against 
slipping around, while the ?ange H serves to 
maintain the ring against lateral shifting. The 
split ring readily adapts the device to hearing 
aids of varying diameters. After the ring has 
been placed in position, the cord plugs i are then 
reinserted and the ornament is securely held in 
masking position over the aid. It is contem 
plated that the clamp and the ornament shall 
be made of extremely light weight material, with 
little added weight to the hearing aid. 
From the foregoing, it will be seen that a very 

desirable means has been provided to mask the 
hearing aids. The clamp is easily and quickly 
attached or detached, adds no objectionable 
weight to the aid and successfully disguises the 
hearing aid for persons hesitant about wearing 
the hearing devices due to their very pronounced 
appearance. The hearing aid cover used in con 
junction with the companion ornament for the 
other ear, presents a very desirable combination. 
The devices are cheap to manufacture, are strong, 
durable and highly effective in use. 

It is to be understood, that the invention is not 
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limited to the precise arrangement shown, but ~ 
that it includes within its purview, whatever 
changes fairly come within either the terms or 
the spiru of the appended claim. 
Having described my invention, what I claim is: 
A masking cover for hearing aids of that type 

having a body portion of cylindrical form with 
slightly spaced cord plugs detachably project 
ing from its periphery, comprising a flat split 
ring having its ends overlapping, said ring hav 
ing an inwardly extending annular ?ange on one 
side for engagement behind the hearing aid, said 
ring being slotted at a point diametrically op 
posite the split for clearance passage of the plugs, 
a lateral integral extension formed on the ring 
and projecting forwardly from the ring at a point 
adjacent the slot, said extension bent downward 
1y to provide a disc-like plate overlying and po 
sitioned substantially concentrically of the ring 
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and the hearing aid and a decorative ornament 
secured to said plate of a size to substantially 
mask the hearing aid. 
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