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1 . 

My present invention relates to a tag for an 
infusing substance containing bag and to the 
package resulting from the combination of such 
tag and bag, and aims to provide certain im 
provements in such devices. 

It is'currently common practice to package an 
infusing substance such as tea or coffee in small 
water-permeable containers such as bags or sacks 
to which is frequently attached a flexible, string 
like element carrying a tag or label which has the 
dual function of (1) identifying the source of 
origin of the product, such as by a trade mark; 
and (2) serving as a convenient handling means 
for putting the container into and removing the 
same from a cup, glass or other receptacle in 
which the infusion beverage is to be prepared. 
In the use of such package, after an infusion 
beverage of desired strength has been prepared, 
the container portion is raised by the tag from 
the teacup or other receptacle and the user is 
usually at a loss as to Where to deposit the drip 
ping container and usually places it in the saucer 
of the teacup where it remains unsightly and, 
at times, because of the size and shape of the 
container, it extends over the edge of the saucer 
grand drippings therefrom fall onto the tablecloth 
soiling the same. Usually the quantity of infus 
ing substance, such as tea, which is so packaged 
‘is more than sufficient to make a cupful of bever 
age of desired strength and occasionally it may 
be desired to use the same package for preparing 
a second cupful of the beverage either immedi 
ately after Withdrawing the container from one 
cup or after the ?rst cupful has been consumed. 
_Where two different cupsful of the infusion are 
to be made in succession from a single package 
the annoyance of drippings and the use of some 

. means such as a spoon or the like for transferring 
the container from one cup to another must be 
contended with, while the making of a second 
subsequent infusion in the same cup is not con 
ducive to obtaining as equally palatable a bever 
age for the second cupful because of the pres 
ence of an excess of adhering water and drip 
pings from the container. 

It is accordingly an object of the present in 
vention to obviate the aforementioned objec 
tionable characteristics inherent in packages of 
the character set forth. A further object is to 
provide such package wherein after preparing 
an infusion, the liquid retained in the container 
can be conveniently squeezed or extracted there 
from upon withdrawal from a cup without con 
tacting ,the container with the ?ngers of the 
hand. A still further object is to provide a pack 
age of the type speci?ed wherein the tag will 
serve the additional function of providing liquid 
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2 
impervious walls between which the container 
may be embraced and pressure applied thereto 
to remove or extract the free liquid therefrom. 
A still further object is to provide a n'ovelvtag 
which may be supplied as a part of the package 
or as an independent element adapted to be 
detachably connected to a conventional infusing 
package such as a tea bag without a string. -' ~ 
The foregoing and other objects ofv my-iinven 

tionnot speci?cally enumerated I accomplish by 
providing a package having a novel tag in a 
modi?ed relationship to the infusing -materia1 
container or bag or a separate tag having a 
string and means adapted to be attached to a tea 
bag or the like whereby,- after' an infusion-of de 
sired strength has been prepared, the tag may 
be held between the thumb and one‘?nger of 
the hand and the string with the’ ?ngers of the 
other hand so as to withdraw the bag from‘ the 
cup to present said bag between the walls of the 
tag, upon which pressure may be applied to 
squeeze or extract the liquid therefrom without 
wetting the ?ngers. Preferably the tag is made 
in the form of a hollow,- ?attened member 
through which the string may freely extend, one 
end of the string being attached to or adapted 
‘for detachable, connection with the bag and the 
other end being attached to the tag. The inven 
tion also includes other features of novelty and 
combination of parts which will be apparent 
from the detailed description which follows when 
considered in connection with the accompanyingv 
drawings illustrating a preferred form of my 
proved package, and wherein: Y 
H Figure 1 is an elevation of an infusing package 
embodying my invention disposed in position 
within a receptacle containing infusion liquid. 

Fig. 2 shows the manner of squeezing and ex 
tracting the free liquid from the container por 
tion of the package immediately after withdraw 
ing the container from the receptacle. 7 _ ' 

Fig. 3 is a top plan view of the tag forming 
part of my infusing package. _ I 

Fig. 4 is a section taken along the plane of the 
line 4-—4 of Fig. 1. , _ _ ' 

Fig. 5 is a development or blank from which 
the tag is formed. ‘ , . 

Fig. 6 is an elevation of the tag and string 
when formed as a separate unit. . ' _ 

Referring vto the drawings, the novel package 
of my present invention may be said to consist 
of a bag or container H], a tag II and‘ a flexible 
element, such as a string, I2 connecting the bag 
to the tag. ‘ 

The bag or container l0 may be of ‘any .pre 
ferred construction and shape and, as herein 
shown is of substantially triangulariform and 
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made of any suitable water permeable material 
such as rice paper, ?lter paper, cloth or the like. 
After a. predetermined quantity of infusing mate 
rial such as tea or coffee has been placed in the 
bag it is sealed in proximity to one of its apices 
by a binding strip 13 of any suitable material. 
As shown in Figs. 1 to 5 of the drawings, in the 
course of sealing the bag I0 one end of the ?ex 
ible element i2 is attached to the bag, such, for 
example, by providing said end with a knot M 
‘which is held against withdrawal by the binding 
strip l3. 
The tag I I is preferably formed of water 

impermeable material such as calendered card 
board,_plastic material, metal or the like-the 
exterior surfaces of which may be suitably im 
printed as indicated at [5 to describe and dis 
close the source of origin of the package. The 
tag I5 will be made of a form and size to readily 
engage over and embrace a substantial portion 
of, the bag and provide iinperforate surfaces to 
whichpressure may be applied to the opposite 
sides: of the bag to squeeze or express the in 
fusion liquid therefrom after withdrawing the 
same from a receptacle containing an infusion 
liquid byapplying finger pressure to the opposite 
surface of the tag without wetting the ?ngers. 
As ‘herein shown, the tag is in the form of a sub 
stantially ?at, truncated, hollow cone which is 
adapted to engage over and embrace a substan 
tial portion of the substantially triangular bag 
I0. It will be understood, however, that the tag 
may be made in any shape for cooperative en 
gagement with the bag, depending upon its 

‘shape. The tag ll may be conveniently formed 
from a blank is of substantially arcuate form 
adapted to be foldedrorhinged along a median 
line H, the blank along one end thereof being 
formed with a cut-out recess I8 and adjacent 
its opposite end with aperforation 19 of a size , 
and shape so disposed in relation to said end 
of the blank so that when the blank is folded 
along its median line I? and again along a fold 
line 20 passing through the perforation l9 and 
secured to the opposite end of the blank, the _,_ 
edges of the perforation is will coincide with the 
edge of the cut out recess I8 to provide a recess 
12! at one end of the tag, for a purpose which will 
presently appear. 
'The ?exible element l2, which may be a piece , 

(Sf-string, extends through the tag H from the 
large end 22 to the small end ‘23' thereof and 
then over the recessed end'2l where it is con 
veniently attached to the tag by a securing 
means such as a staple 24 or the like which may I, 
be employed to simultaneously secure the‘ ends 
of the tag together and hold the string there 
to. To prevent the string from pulling loose 
from the tag, it may be provided with a hold 
ing knot 25. 
Where the tag is made as a separate unit as 

shown in Fig. 6, the end of the string which is 
unattached to the bag may be connected to a 
hook 29 or the like for detachable‘ connection 
with a tea bag or the like, where such bag is 
not supplied with a string and tag. 
In making an infusion of the substance con 

tained within the bag in the package consisting 
‘of the bag, string and tag or of a bag to which 
the hooked string of the tag shown in Fig. 6 
‘has been attached, may be positioned over the 
rim 26 of a receptacle 2'! such as a glass, cup or 
the like so that the bag will dip into the in 
‘fusion liquid 28, usually boiling water, as best 
shown in Fig. 1. 
~‘strength: has been prepared, the tag. H may be 

After an infusion of desired 
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grasped in one hand, say the left hand, to serve 
as a handle in withdrawing the bag from the 
receptacle, after which the string 12 may be 
engaged by the ?ngers of the other hand at the 
recess 2! and withdrawn through the tag so as 
to bring the latter in overlyingembracing rela 
tion to the bag above the receptacle, whereupon 
pressure may be applied to the outer walls of 
the tag to express the liquid therefrom without 
wetting the ?ngers. The dripless bag may then 

- be disposed of by placing the same in the saucer 

15 

20 

70 

75 

in which the receptacle rests where it may re 
main without danger of the drippings falling 
onto the tablecloth. Of course, if desired, the 
same bag, after being squeezed free of liquid, 
may be again used for making a second cupful 
of beverage, either immediately after the ?rst 
cupful or later on vafter the ?rst cupful of 
beverage has been consumed. Where a tag as 
shown in Fig. 6 is employed, it may be used 
over and over again, it being merely necessary 
to unhook the string from the tea bag, which 
latter will, of course, be discarded. 
From the foregoing detailed description it 

will be appreciated that I have provided a novel 
tag and package for utilization and preparing 
an infusion beverage, and although I have shown 
and described certain preferred embodiments of 
my invention it is to be understood that I do 
not wish to be limited to the details of construc 
tion disclosed, since these may be varied within 
the range of mechanical skill'without departing 
from the spirit of my invention. 
What ‘I claim is: ' 
1. An article of manufacture for use with a 

beverage infusing substance containing bag com 
prising a tubular member formed of water im 
pervious material of a size to encircle and en 
gage a subtantial portion of such bag to en 
able pressure to be applied by the ?ngers of a 
user’s hand to the bag to express therefrom, 
when wet, free liquid without wetting the pres 
sure applying ?ngers and a ?exible suspension 
string extending and movable through the tu 
bular member, the lower end of the string be 
ing attachable to a beverage substance contain 
ing bag and the upper end of the string being 
looped over the upper end of the tubular mem 
ber and a?fixed to said member. 

2. An article of manufacture comprising a 
beverage infusing substance containing bag, a 
water impervious, substantially frusto-conical 
tubular member of a size to encircle and engage 
a substantial portion of the bag, and a flexible 
suspension string extending through the bore 
of the tubular member, the lower end of the 
string being attached to the bag and the upper 
end of the string extending out through the 
smaller end of the frusto-conical member and 
attached to the exterior thereof below said 
smaller end, the string being drawable through 
the tubular member to bring the bag within the 
larger end of the frusto-conical tubular mem 
ber. 

JOHN J. MCCABE. 
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