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This invention relates to separable or detach 
able devices for securing table legs and tops to 
pedestals and bed rails and the like to posts, and 
in particular a ‘holding plate with tongue re 
ceiving sockets therein, a base plate with tongues 
extended therefrom and a wedge for locking the 
tongues in the sockets whereby with the hold 
ing plate positioned on one element and the base 
plate on another the elements may be clamped to 
gether with a wedge action wherein play develop 
ing in a joint between the elements may be taken 
up by driving the wedge into the tongues. 
The purpose of this invention is to provide a 

positive locking connection between elements 
such as table legs and bed rails and supporting 
members therefore in which a metal to metal con 
tact is obtained so that the joint is not affected 
by shrinkage of the wood members. 

In the usual method of attaching legs to pedes 
tals of tables, and the like the parts are held by 
wood screws and when the furniture is moved it 
is necessary to remove and replace the screws. 
This continuous removing and replacing of wood 
screws in wood elements causes play so that fur 
niture that is moved several times is not rigid. 
Furthermore wood shrinks with age and with 
screws holding one wood element against the 
other play soon develops in the joint. With these 
thoughts in mind this invention contemplates a 
positive metal to metal contact in joints of table 
legs and tops to pedestals and bed rails'to posts 
wherein substantially all play due to shrinkage 
and wear is eliminated. 
The object of this invention is, therefore, to 

provide means for rigidly connecting table legs 
and the like to pedestals in which the parts may 
be removed and replaced continually without 
play developing in the joints. 
Another object of the invention is to provide a 

separable connection for table legs and tops and 
also for bed rails and the like in which the parts 
may be separated without removing screws. 
Another object of the invention is to provide 

a separable connection for table legs, tops, bed 
rails and the like in which means is provided for 
taking up wear that may develop in the parts. 
A further object of the invention is to provide 

a wedge controlled separable connection for re 
movable elements of furniture and the like which 
is of a comparatively simple and economical con- I‘ 
struction. 
With these and other objects and advantages in 

view the invention embodies a holding plate hav 
ing tongue receiving sockets therein permanently 
mounted on the table element, a base plate with 
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tongues extended therefrom and positioned to 
extend through the sockets of the holding plate 
mounted on another element and a wedge that is 
inserted through openings in the tongues of the 
base plate for positively clamping the base plate 
to the holding plate. 
Other features and advantages will appear 

from the following description taken in connec 
tion with the drawings wherein: 

Figure 1 is a cross section through a bed rail 
showing the separable connection securing the 
end of the rail to a bed post. 
Figure 2 is a side elevational view of the device 

as shown in Figure l with parts of the bed rail 
and post broken away. 
Figure 3 is an elevational view looking toward 

the post with the rail and holding plate carried 
thereby removed. 
Figure 4 is a sectional plan taken on line 4—4 

of Figure 2 showing a bed rail attached to a post. 
Figure 5 is a view showing a table leg attached 

to the lower end of a pedestal of a table with parts 
of the pedestal broken away and shown in sec 
tion and with the holding plate also shown in 
section. 
Figure 6 is a view looking upwardly toward the 

under side of the lower end of the pedestal show 
ing the devices mounted in the pedestal. 

Figure 7 is a sectional plan taken on line 1-—'| 
of Figure 5 showing the holding elements in posi 
tion between the pedestal and table legs. 
Figure 8 is a detail showing the front eleva 

tional view of the base plate shown in Figure 5. 
Figure 9 is a view showing the holding plate 

of the design shown in Figure 5. 
Figure 10 is a View showing the wedge. 
Figure 11 is a view looking upwardly toward the 

under side of the modi?cation illustrated in Fig 
ure 12 wherein the edges of two table tops are se 
cured together by the separable device. 
Figure 12 is a cross section through the sepa 

rable device shown in Figure 11 also showing the 
edges of two tables locked together by the device. 
Figure 13 is a detail illustrating a modi?cation 

wherein an angle shaped holding plate is provided 
with a ledge on one leg for securing the holding 
plate in position on a bed rail as shown in Fig 
ure 4. 
Figure 14 is a detail illustrating the base plate 

of the device shown in Figures 3 and 4. 
Figure 15 is a detail illustrating the device in 

the position of holding the bridge of a table top 
to the upper end of a table pedestal. 
Figure 16 is a detail showing a further modi 
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?cation wherein the tongues are combined pro 
viding a continuous sleeve. 
Figure 1'7 shows a holding plate for the sleeve 

type of tongue shown in Figure 16. 
Figure 18 is a sectional plan through the look 

ing elements shown in Figures 16 and 17 with the 
parts assembled. 
Referring now to the drawings wherein like 

reference characters denote corresponding parts 
the separable keeper or'fastener of this inven 
tion includes a holding plate III, a base plate II. 
and a wedge I2. 
In the device shown in Figures 1,; 2-, and‘3» 

the holding plate III is provided with counter-g 
sunk screw holes I3 and a ?ange I4 extends from 
one edge. 

therein, that extend outwardly from the base 
plate II. 
with counter-sunk screw holes as indicated by 
the numeral I8.- In this design the holding plate 
I?'is- also‘ provided withla short-?ange I9>that 
is‘ positioned in a‘ slot 20 in a bed rail or‘ the 
like, as-indicated' by'the numeral 2I' and'with‘ 
this‘ ?ange positioned in the slot’ the" holding 
plate is located on the end of‘ the~rai1 and'se 
curely held in position by the ?ange. The hold 
ing plate is also secured to the bed railby’screws 
22 positioned in the openings I3; 
With these parts in position and with thebase 

plateI I secured to the face of apost v23 by. screws 
24, the end of the bedrail is- held against the 
face 0 fthe post with the tongues I6 extended 
through the sockets I5" and the ‘wedge I2\ is 
dropped into the openings I'I; The'wedge may 
be tappedv lightly if desired» andv should wear 
develop in the parts‘ the wedge may be driven 
further into the openings of the'tongues. 

In the design shown in Figures~5-10 inclu 
sive an L-shaped holding plate 25- is‘ secured 
in a recess 26‘ in a pedestalZ-‘I and‘sockets 28 
are-positioned in-the' plate to receive tongues 29 
on~a base plate 30. The end 31 of the holding 
plate 25‘ is also provided with a socket 32 for 
receiving the wedge I2. 
The plate 25-is also providedwith screw'holes, 

as indicated‘by the numeral 33v and this plate 
is secured in the recess’ 26~by screws 34; The‘ 
base plate 30 is provided with screw holes“ and 
this plate is secured ina recess 36 inthev end 
of a leg 31 by screws 38. v ' 
With the parts arranged in this manner the 

legs 31-" are positioned against the surface of 
the- pedestal? with the‘ tongues 29 extended 
through the sockets 28 and the wedge I2 is-in 
serted through the socket 32'Qand‘ through the 
openings in the tonguesras shown in Figure 5. 
The‘wedge may be secured in‘ the‘leg by'a screw 
39' positioned in an opening 40in a head~ 4I 
and‘threade'd into" an opening 42 in'the end‘3I 
of the holding plate‘ 25. The holding plate‘ 25: 
and'ithe base plate 30 are permanently attached 
is the pedestal and‘ilegs, respectively-and with 
the wedge '- secured »in-> position the legs ‘are posi-' 
tively ‘clamped toithe post with almetal t6 ‘metal 
contact; ' - 

_ In Figure 15 a device similar: to‘ the device 
illustrated in Figures- 1-4‘ inclusive is=illustrated 
on the upper end of a pedestal as indicated 
by the numeral 43 which may be the-upper 
end of the pedestal 21,‘ andin'thisdesign the 
base plate H is mounted on the under surface 
of a bridge 44- of a table- top'with the‘tongues 
I6 extended downwardly and the holding plate 
Ill- is mounted on thesurface of~ thetupper» end 

The ?ange I4 is provided with sook-' 
ets I5 for receiving tongues I6 with‘ slots’ II 

The base plate II is also- provided‘ 
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of the pedestal. The ?ange I9 of the plate It! 
extends into a slot 45 and the wedge I2 extends 
through the tongues I6. 
In the design illustrated in Figures 11 and 12 

a holding plate 46 with a ?ange 41 on one edge 
is secured to the under surface 48 of a table top 
49 by screws 50. In this design the base plate 
5| which is provided with an extended ?ange 
52 is? slidably mounted? on they under surface of 
a‘table top 53 by screws-Hand with the screws 
positioned in elongated slots 55 of the ?ange 
52' the base plate may be moved inwardly with 
the-ends-of the tongues 56 thereof under and 
within‘ the limits of the top 53 so that the 
tongues do not project beyond the edge of the 
tabletop when the tables are separated. The 
tongues 56 are provided with wedge receiving 
openings 51‘ similar to the openings I‘! of the 
tongue I6. 

It will be understood, therefore, that the 
separable fastener or- keeper of this'invention, 
which is formed with a holding plate; a- base 
plate, and afwedge maybe provided in different 
designs-‘whereby it-is "adapted for different‘ types 
of furniture. The parts may. be‘ attachedgto the 
surfaces‘ of‘ the elements - of furniture or may. be 
mounted in recesses ‘made therein, as shown. 
the'base plate II being mounted in a-vrecessl58 
inthepost 23 vshown in Figure '4. I 

The» holding and base plates may also be 
mounted upon different parts or elements-of» 
furniture or other‘ devices and with the tongue 
of the base plate clamped in the sockets of the 
holding’ plate by the wedges'the elements-"are 
rigidly' secured together. 
In-the design shown'in Figures 16, 17, and 18; 

the‘ tongues I6 are combined providing a con 
tinuous tapering shield 59 on abase plate 66. 
and\a-_ holding plate BI is provided with a slot 
6'2’in a flange 63 to receive the shield; whereby. 
with the parts mounted on parts of a table,‘ bed 
or the like awedge I2 is inserted in the sleeve 
to lock the parts-assembled whereby altable top 
or‘ leg, bed rail, or the like is rigidly clamped 
in position. 

Itlwill be ‘understood that modi?cations inrth'e' 
design and arrangement of‘ the ‘parts within'th'e, 
scope of'the-appended claims, may be-made'in' 
the fastener without departing froin'thei spirit‘ 
of ' the 1 invention. ' ' 

What» is ‘ claimed 1 is: 
1. In‘ a; separable fastener for legs‘ of ‘ table 

pedestals, the combination which comprises a 
holding plate positioned in- a recess of the 
pedestal,i said holding plate-having spaced elon-' 
gated sockets therein, a base‘plate with tongues 
having openings therethrough extended‘~ there 
from, said base platem'ounted in‘ a recess at 
the" end of a tablele'g; and a wedgeext'ended 
through‘the'tongues‘of the base'plate with-the’ 
tongues" extended through‘ the sockets of~ the 
holding plate for clamping the legs to the 
pedestal. 

2; In a separable fastener for‘ legs of table 
pedestals,v the combination which comprises‘ an 
L-shap‘ed holding plate positioned‘ in a‘ recessv 
of‘the' pedestal, said ‘holding plate having spaced 
elongated‘ sockets" therein, a base plate with 
tongues having openings therethrough extended 
therefrom, said'b'ase plate mounted‘i'n a' recess' 
at the end of a table leg, a wedge extended 
through the tongues of the base. plate with the 
tongues‘. extended through the sockets‘ of the 
holding plate for clamping‘the legs‘ to the pedes 
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tal, said wedge having a. flange extended from 
one end, and a. screw extended through the 
flange of the wedge and threaded into the hold 
ing plate for securing the wedge in position in 
the fastener. 

HENRY MUTCHNIK. 
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