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'- This invention relates to av nose clip for use 
by swimmers and the like tov prevent water. or 
‘other. foreign matter from‘ passing through the 
nasal passages and causing pain or infection to 
the interior of the nose. '- - . - 
Various clips of this ‘type have heretofore been 

proposed which are either-of a bulky design, diffi 
cult to position on the nose, uncomfortableto 
wear. or ineifective in closing off the‘nasal pas 
sages. - ' 

Thus it is-one of the objects of this invention 
to provide a nose clip which will ‘protect the 
health of the wearer against nasal infection-and 
also prevent any discomfort or pain from occur 
ring within the interior of the nose due to water 
pressure when the wearer is engaged in rigorous 
swimming activities. ‘ 

It is a. further object of this invention to pro 
vide a nose clip which is compact in construction 
and‘ is not unsightly in appearance when worn. 
_ It is a further object of this invention to pro 
vide a nose clip which may be effectively worn on 
noses varying widely in-size and shape. ' I 

It is a further object ‘of this inventionto pro 
vide a clip which will remain on a nose regardless 
of. theri'gorous activity of the wearer. 

It is a ‘further object of this invention to provide 
a'nose clip which will permit the wearer to engage 
in diving and water ballet activities without en 
countering ‘any ill effects to the interior of the 
nose. . 

It is a further object of this invention to provide ' 
a nose clip which will prevent any nasal dis 
charges of the. wearer from contaminating the 
water, particularly when the wearer is swimming 
in a pool and the like. 

It is a still further object of this invention to 
provide a nose, clip which is simple and light 
weight in construction, comfortable to wear, effec 
tive in operation, and inexpensiveto produce. 

v In accordance with one embodiment of this in 
vention a nose clip is provided comprising a nose 
subtending section and a pair of elongated legs 
extending angularly from said section. The ends 
of the legs engage the posterior nares portions of 
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Fig.4 is aside elevational view of the-clip‘; ~ 
1 Fig‘. 5 is a top plan view of the clip; . x. 1 
Fig.-- 6 is an enlarged sectional view ofthe clip 

‘taken along line 6—-6 of Fig. 4; '- . . 
- Fig. 7 is'a front view of a modi?ed form‘ of ‘clip 
shown in a nongripping position; . , ., 

Fig. 8 is a top plan .view of the clip shown in 
Fig.6; and 

Fig. 9 is a side elevational view of the clip 
‘shown in Fig. 6. 

. Referring now to the drawings, and ‘more par 
vtioularly toFig. 1,>a nose cliplll is shown ‘posi 
tioned “on the nose “of wearer H for effecting 
closing off-of the anterior nasal passages L3 lead 
ing to the nasopharynx portion of the nose. The 
clip It in this instance is made of resilient wirelike 
material which is coated with a rubber or plastic 
substance, see Fig. 6. The coating serves to (a) 
prevent corrosion of the wirelike material, (1)) 
prevent the clip from scratching the skin when 
being applied or removed from the .nose, and v(c) 
prevent the clip from slipping once it is properly 
positioned on the nose regardless of the rigorous 
activity of the swimmer, such as diving or water 
ballet. ' 

The preferred form of clip I9 is shown in Figs. 
1 through 6 and comprises a center section l4 
which is adapted to subtend the nose of ,_ the 
wearer, and‘ ‘a pair of spaced legs. 15a and I51) 
integrally connected to the ends of the center sec 
tion l4 and extending upwardly and rearwardly 

' therefrom in thesame direction. 
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the nose and are biased together into-a nasal - 
passage-closing relation. . 
' For a more complete understanding of this in 
vention, reference should be made to the draw 
ings, wherein v ; 
1 Fig.1 is a fragmentary side'elevational view of 
theiclip shown positioned on the nos'eof the 
wearer; 

Fig. 2 is a perspective view of the clip shown 
in Fig. 1; 

Fig. 3 is a front view of the clip; 
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a The legs W1 and l5b of the clip are resilient 
and arcuate in form and are adapted to embrace 
the nose in a manner as shown in Fig. 1. The end 
portions I61: and Iiib of the legs l5a and lib, re 
spectively, are enlarged and bowed towards each 
other a slight amount. When the clip is posi 
tioned on the nose of the wearer, the end portions 
l-‘Ba and I6!) press against the posterior nares 
portions of the nose which are disposed‘ aboveithe 
ala-nasi or bulging portions l1 thereof, as: seen 
in Fig. l. The bulging portions [.1 of the nose 
function as ledges and retain the end portions 
Ilia. ‘and [6b in proper position on the nose. The 
end portions 16a and. lSb- cause the skin over the 
posteriorsnares; which is relatively thin and pli 
able, ‘to be drawn into the passages leading to the 
nasopharynx and effect closing off thereof. Be 
cause of the ?exibility of the skin at the posterior 
nares portions of the nose, the passages will be 

' effectively closed off without requiring .alarge 
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amount vof force being applied thereto. 
Furthermore the passages I3 at the posterior 

nares portions are relatively small and uniform 
in shape regardless of the type of nose on which 
the clip is worn. 
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A yieldable or elastic cord l8 may be secured 

to the center section ll of the clip and is adapted 
to embrace the head or neck of the wearer so as 
to enable the clip to be conveniently carried about 
the neck when it is not positioned on the nose. 
In applying the clip I0 to the nose, the wearer 

grips the end portions “5a and 161) with his 
?ngers and spreads them apart a sufficient 
amount so as to enable his nose to be positioned 
therebetween. The bowed end portions [6a and 
[6b are then released whereupon the posterior 
nares portions of the nose are engaged and clos 
ing off of the passages is effected in a manner 
as heretofore described. Care should be exer 
cised in applying the clip to the nose to see that 
the end portions of the legs rest above the ala 
nasi portions l 7 of the nose, as seen in Fig. 1. 
A modi?ed form of clip 20 is shown in Figs. 7 

through 9 and comprises a pair of elongated legs 
or arms 2| and 22 which are pivotally connected 
together at point 23. The pivotal connection 23 
subtends the nose when the clip is positioned 
thereon. The portions Ma and 22a of the legs 
above connection 23 are spaced apart and extend 
upwardly and outwardly therefrom and are 
adapted to receive the nose H therebetween. 
The free ends 24‘ and 25 of the upper leg portions 
Ma and 22a are enlarged and offset at substan 
tially a right angle and are adapted to engage 
the sides of the nose in substantially the same 
manner as the end portions Ilia and l6b of clip 
Ill. The ends 24 and 25 are coated with a rubber 
substance in order to prevent scratching of the 
skin and also to prevent slipping of the clip rel 
ative to the nose. The portions 2Ib and 22b of 
the legs disposed beneath the pivotal connection 
23 form ?nger grips. A spring 26 is positioned 
between the leg portions 212) and 22b and causes 
the upper leg portions 2| a and 22a to be biased 
together into a nasal passage-closing relation. 
When positioning clip 20 on the nose of the 
wearer, the ?nger grips are pinched together a 
sufficient amount so as to spread apart the upper 
leg portions 21a and 22a and allow the nose to 
be positioned therebetween. When the clip is in 
proper relative position on the nose, the ?nger 
grips are released, whereupon the spring 26 takes 
effect and causes the ends 24 and 25 to contact 
the posterior nares portions of the nose and close 
off the passages leading to the nasopharynx. A 
cord, not shown, similar to cord I8 for clip l0, 
may be secured to clip 20 if desired. 
Thus, it will be seen that a nose clip has been 

provided which will protect the health of the 
wearer against nasal infections due to swimming. 
Furthermore the clip is not unsightly in appear 
ance when worn and will remain in proper posi 
tion on the nose even though the wearer engages 
in rigorous activity. The clip is also simple in 
construction, effective in operation, comfortable 
to wear, and inexpensive to produce. 
While several embodiments of this invention 

are shown above, it is to be understood, of course, 
that the invention is not to be limited thereto, 
since many modi?cations may be made, and it is 
contemplated, therefore, by the appended claims, 
to cover any such modi?cations as fall within the 
true spirit and scope of this invention. 

I claim: 
1. A nose clip comprising a pair of elongated 

legs pivotally connected together intermediate 
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the ends thereof whereby the segments of said 
legs disposed to one side of said pivotal connec 
tion are of greater length than the segments of 
said legs disposed to the other side of said pivotal 
connection, the relatively longer leg segments 
having elongated relatively narrow angularly oilf 
set end portions normally biased into nasal pas 
sage-closing relation, and the relatively shorter 
leg segments extending divergently from said piv 
otal connection and terminating in ?nger 
engageable end portions. 

2. A nose clip comprising a pair of elongated 
legs pivotally connected together intermediate 
the ends thereof whereby the segments of said 
legs disposed to one side of said pivotal connec 
tion are of greater length than the segments of 
said legs disposed to the other side of said pivotal 
connection, the relatively longer leg segments ter 
minating in arcuately o?set posterior nares 
engaging end portions, and the relatively shorter 
leg segments terminating in ?nger-engageable 
end portions, and biasing means mounted on said 
legs and disposed intermediate said ?nger 
engageable end portions to effect biasing of said 
posterior nares-engaging end portions into nasal 
passage closing relation. 

3. A clip to be worn on the nose of a person, 
comprising a pair of elongated legs pivotally con 
nected together intermediate the ends thereof, 
the segments of said legs disposed to one side of 
said pivotal connection terminating in angularly 
offset posterior nares-engaging end portions and 
the segments of said legs disposed to the other 
side of said pivotal connection forming ?nger 
engageable end portions, the latter end portions 
terminating at a point intermediate the nose and 
lips of the person wearing the clip, and biasing 
means mounted on said legs and disposed inter 
mediate said ?nger-engageable end portions to 
effect biasing of said posterior nares-engaging 
end portions into nasal passage closing relation. 

4. A nose clip comprising a pair of elongated 
legs pivotally connected together intermediate 
the ends thereof, the segments of said legs dis 
posed to one side of the pivotal connection termi 
nating in angularly offset posterior nares-engag 
ing end portions and the segments of said legs 
disposed to the other side of said pivotal connec 
tion extending divergently from said pivotal con 
nection to form ?nger-engageable portions, and 
a substantially U-shaped spring disposed inter 
mediate said divergent leg segments and having 
one leg portion of said U-shaped spring a?ixed to 
each of said divergent leg segments to effect bias 
ing of said posterior nares-engaging end portions 
into nasal passage closing relation. 
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