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: This invention relates to the making of'hair 
pieces such as wigs, toupees, and switches. The 
invention particularly relates’to means of attach 
ing the hair piece to the head of the wearer. 
One of the most di?ñcult problems in the making 

of hair pieces has been the problem of attaching 
to the head. This has been accomplished, 

heretofore, in various ways, none of which has 
been wholly satisfactory. Some. of them have 
been obvious and would have revealed the exist 
ence of the hair piece. Others have been ineffec 
tive in that they failed to keep the hair piece 
firmly affixed in its selected position, and others 
have been of such construction that they were 
uncomfortable to the wearer. 

It is an object of this invention to make a 
hair piece which can be attached to the hair and 
which when so attached will be retained in posi 
tion during the normal activities of the wearer. 
Another object of the invention is to make a 

hair clip capable of añixing objects to the hair, 
but of being removed readily when the wearer 
desires so to do. The objects of the invention are 
accomplished, generally speaking, by a hair 
piece having a kind of band, which may be sep 
arateor woven of the hair itself, to which are 
attached, for instance by sewing, small clips of 
unique construction. It is to be understood that 
the unique clips of this invention may also be 
used to attach other objects than hair pieces to 
the hair. 
In the drawings, wherein like reference char 

acters refer to like parts throughout the several 
views: 

Fig. 1 is a view of a switch including the hair 
clips; 

Fig. 2 is a plan view of the hair clip; and 
Fig. 3 is an elevational view of the same clip. 
In the drawing, the numeral l0 indicates gen 

erally a switch having hair Il which may be of 
natural or of artiñcial construction depending 
upon its purpose, which is woven at l2 into a 
band; Attached to this band at suitable intervals 
are a plurality of clips I3. These clips are ex 
tremely small, being in an ordinary case on the 
order of 1/2 to 5/8 of an inch in length, 1A; inch 
broad, and of the thickness of a thin metal plate. 
They are preferably made of spring steel, strong 
plastics, and copper alloys of the resilient type. 
In Figs. 2 and 3, the numeral 20 indicates in 

enlarged scale a clip of the novel construction 
having a body portion in which is a slit 2l 
which is more or less U-shaped and demarks the 
central area 22 which constitutes a tongue. The 
tongue is bent upwardly as indicated at 23 out 
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of the plane of the clip forming a loop for grip- Y 
ping hair. The-tongue is then bent downwardly 
again into the plane of the clip and at its _:tip . 
24 isbent upwardly again to form a cam whichv 
serves to gather a quantity of hair somewhat 
larger vthan the height of the bulge 23 above the 
level of the clip. Consequently, when the hair 
is forced under the tongue 22- and vbeneaththe 
bulge 23 it is held in compression as soon as 
the tip 24 has returned to its normal position. 
Some hair is forced downward by the tongue 
into the plane of the clip and is thus prevented 
from gliding through the clip. - _ 
The clips can be made very satisfactorily by 

cutting them out of suitable ñat stock. These 
may desirably be stamped out by suitable dies. 
which have cutting means to- give the article 
its overall shape, to slit it at 2|, and to put 
holes 25 in its ends by means of which it may be ; 
sewed to the hair piece. At the same time as 
the clip is cut, the tongue formed by the slit 
2l may be bent to its curvilinear shape. This 
bending shortens the tongue suñ‘iciently to enable 
hair to be drawn beneath it readily. The impart 
ing of shape to the tongue may occur by cold 
pressing at or immediately after forming of the 
piece, or subsequently. 

It is to be understood that other materials 
than Phosphor bronze may be used in making the 
clip, although some of such materials lack the 
quality of invisibility possessed by Phosphor 
bronze. 
An advantage of the invention is that the clip . 

can be afûxed to hair with comparative ease 
and quite close to the root so that it is indis 
tinguishable even on men. It can be detached 
from hair very easily by springing the tongue 
slightly, but it holds hair, when in position, 
so firmly as to be almost incapable of movement 
along the hair. At the same time, it does not 
damage hair. 
As many apparently widely different embodi 

ments of the present invention may be made 
without departing from the spirit and scope 
thereof, it is to be understood that the invention 
is not limited to the speciñc embodiments. 
What is claimed is: ` 

1. A hair piece having a ñexible, non-metallic 
hair support and binder band and a, small clip 
attached thereto by sewing, said clip being small- » 
er than the width of the band, attached to the 
band on the side thereof that contacts the head 
of the wearer, and consisting of a thin plate per 
forated at the ends for sewing and having a 
tongue bent upward from the plane of the plate, 
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back into the plane of the plate, and upward to 
form hair engaging cams and a hair retaining 
loop. 

2. A hair piece having an integral binder 
band woven of the hair of the piece along one 
edge thereof, a plurality of clips for the attach 
ment of the hair piece to the hair of the head 
attached to said band, said clips consisting essen 
tially of a tiny plate of resilient and stiff mate 
rial concealed beneath the band, having perfo 
rations at each end and a U-shaped slit demark 
ing a central tongue which is reverse bent into 
and out of the plane of the plate to form a hair 
retaining loop and a projecting hair engaging 
cam. 

3. Means for attaching a hair piece to the 
head said means including a flexible non-me 
tallic band constructed for attachment to and 
concealment by the hair of the piece, and tiny 
clips attached to and concealed by said band, said d 
clips consisting essentially of a tiny plate of re 
silient and stiff material having straight sides 
and circular ends, a hole at each end consti 
tuting means for attachment to the band by 
sewing and a U-shaped slit demarking a central 
tongue, having straight sides and a rounded end, 
which is reverse bent into and out of the plane 
of the plate to form a hair retaining loop and a 
projecting, hair engaging cam. 

4. Means for attaching a hair piece to the 
head, said means including a flexible, non-me 
tallic band constructed to be concealed by the 
hair of the piece, and tiny clips attached to and 

4 
concealed by said band, said clips consisting es 
sentially of a tiny plate of resilient and stiff ma 
terial having means whereby they may be at 
tached to the said band by sewing and a U 
shaped slit demarking a central tongue having a 
rounded end, said tongue being bent out of and 
into the plane of the plate to form a hair re 
taining loop, and the said rounded end of the 
tongue being bent out of the plane of the plate 
to form a projecting, hair engaging cam. 
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