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1 
} This invention relates to devices used for scrap 

iiig paint from‘paint brushes to prevent drip on 
theoutside of the can or bucket, and in particular 
a horizontally disposed blade supported on the 
inside of a can by a hook extended upwardly over 
theedge of the‘ can and having supporting legs 
extended'downwardly against the inner surface 
of thecan' whereby the scraper is supported in 
an outwardly extended horizontally disposed 
position. ' ' 

The purpose of this invention is to provide a 
one piece paint brush scraping device that may 
readily be snapped over the edge of a paint can 
and the scraping element is positioned on the 
inside of the can so that paint scraped from 
brushes therebydrops downwardly into the can 
instead of running downwardly on the outer 
surface thereof. 

- Various types of paint brush supports and 
scrapers have been provided in combination with 
paint buckets and cans but where these are posi 
tioned at the upper edge of the can paint scraped 
from brushes drips over the edge of the can and 
flows downwardly over the outer surface thereof. 
For‘ this .reason painters do not place paint 
buckets or cans on clean surfaces and it is some 
times inconvenient to provide suitable support 
for a paint can, where the usual ring of paint 
resulting from paint on the lower end of the can 
is not objectionable. With this thought in mind 
this invention contemplates an efficient paint 
brush scraping element that is spaced down 
wardly below the upper edge of a paint can and 
positioned against the inner surface of the can. 
The object of this invention is, therefore, to 

provide means for forming a paint brush scraper 
for paint cans and buckets that is positioned 
against the inner surface of a can and suspended 
from the upper edge thereof. 
Another object of the invention is to provide 

a paint brush scraping device that is readily re 
movable from a can and that may readily be 
cleaned. 
A further object of the invention is to provide 

an improved one piece paint scraper for use on 
the inside of paint cans which is of a simple and 
economical construction. 
With these and other objects and advantages 

in view the invention embodies a flat piece of 
material stamped to form a horizontally disposed 
shelf with legs extended downwardly from points 
spaced inwardly from the ends of the shelf and 
with a tongue extended from the intermediate 
part of the shelf extended upwardly and down 
wardly providing a U-shape whereby a support 
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2 
ing element is provided for suspending the 
scraper from the upper edge of a paint can. 
Other features and advantages of the inven 

tion will appear from the following description 
taken in connection with the drawings wherein: 
Figure l is a plan view showing the improved 

paint brush scraper positioned on the inside of .a 
paint can with parts of the paint can broken. 
away. . 

Figure 2 is a front elevational view of the paint 
brush scraper also positioned on a paint can and 
with parts of the painttcan'broken away. 
Figure 3 is a cross section through the paint 

brush scraper taken on line 3-3 of Fig. 2. 
‘Referring now to the drawings wherein like 

reference characters denote corresponding parts 
the improved paint brush scraper of this inven 
tion includes a substantially horizontally dis 
posed shelf It with a downwardly sloping sector 
ll extended‘ from one edge thereof, supporting 

- legs [2 and I3 depending from an arcuate edge‘ 
of the sector 'I I and spaced from the ends of the 
plate It, and a clip l4 extended upwardly from 
the intermediate part of the sector II and formed 
to be positioned over a rim [5 of a paint can It. 
As illustrated in‘ the drawing the shelf or plate 

I0 is elongated and substantially rectangular» 
shape and this portion of the scraper is hori 
zontally positioned, as shown in Fig. 3. 
The sector II is provided with a straight edge 

that corresponds with one edge of the shelf and 
the sector slopes downwardly from the edge ll 
of the ?at portion ll], of the shelf. The sector is 
also provided with an arcuate edge that is posi 
tioned to nest against the inner surface of a can 
and the clip I4 is formed by a tongue l8 which 
extends upwardly from a point. [9 at the center 
of the arcuate edge of the sector II. 
The tongue l8 extends upwardly from the 

point l9 and the clip portion I4 is formed to ex 
tend around the rim [5 providing a U-shaped 
section in the clip and from this section the 
tongue extends inwardly providing a projecting 
section 20 that snaps in under the rim l5. From 
the point 20 the tongue extends downwardly 
and outwardly providing a ?ange 2! as shown in 
Fig. 3. 
The inner edges 22 and 23 of the legs [2 and 

I3, respectively, which extend downwardly from 
the arcuate edge of the sector slope downwardly 
and outwardly from the edges of the tongue I8 
and the outer edges 24 and 25 of the legs slope 
downwardly from the points 26 and 21, respec 
tively which are positioned on the arcuate edge 
of the sector and spaced from the ends of the 
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plate Ill. The lower ends of the legs [2 and 13 
are provided with beveled corners 28 and 29, re 
spectively. 
With the parts formed in this manner the im 

proved paint brush scraper may readily be in 
serted in a paint can with the clip [4 snapped over 
the rim I5 of the can and with the legs [2 and 
I3 positioned against the inner surface thereof. 
By this means the. shelf or plate H1 is extended 
outwardly into‘ the can and spaced from the 
upper end thereof. 
With the parts positioned in this manner paint 

is scraped from a paint brush by drawing the 
brush over the edge of the shelf I0 and‘ paint 
scraped from the brush drops directly downward 
ly into the can or runs over the sector H, ?ow 
ing down the inner surface of‘ the can. 
With the scraper positioned as shownand de: 

scribed it may also be used for supporting a 
paint brush with the brush positioned upon the 
scraper and the handle resting upon the op 
posite. edge of the can. 

It will be understood that modi?cations may 
be’ made in the design and arrangement of the 
parts Without departing from the, spirit of the 
invention.v 
What is claimed is: 
I. A paint brush scraper comprising a hori 

zontally disposed plate, rectangular shaped in 
plan having straight sides and ends, a sector 
having a straight edge at one side corresponding 
with one of the straight sides of the plate, slop 
ing downwardly from said straight side of the 
plate and having an arcuate edge on the side op 
posite to the side corresponding with the straight 
side. of the» plate, said arcuate edge. shaped to 
nest against the inner surface, of a cylindrical 
wall of a paint can,v spaced legs extended down~ 
wardly from the arcuate edge of the sector and 
also positioned to nest againstthe inner surface 
of a- paint can in which the scraper is positioned, 
and, a tongue extended upwardly from the; ar 
cuate edge of the sector and positioned atv 
a- point midway of the length‘ of- the sector, said 
tongue being; substantially U-shaped in; cross sec 
tion and; adapted to extend over an edge of a 
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paint can to suspend the plate and sector on the 
inside of the paint can and at a point spaced from 
the upper edge thereof. 

2. A paint brush scraper comprising a hori 
zontally disposed plate, rectangular shaped in 
plan having straight sides and ends, a sector 
having a straight edge at one side corresponding 
with one of the straight sides of the plate slop 
ing downwardly- from said- straight, side: of the 
plate and having‘ an arcuate. edge on the, side op 
posite to the side corresponding with the straight 
side of the plate, said arcuate edge shaped to 
nest against the inner surface of a cylindrical 
wall of a‘ paint can, spaced legs extended down 
wardiy from the arcuate edge of the sector and 
also positioned to nest against the inner surface 
of a paint can in which the scraper is positioned, 
and, a tongue extended upwardly from the arcuate 
edge of the sector and positioned at a point mid 
Way of the length of the sector, said tongue be 
ing substantially U-sh'aped in cross section and 
adapted to extend over an edge of a paint can 
to suspend the plate and‘ sector on the inside 
of the paint can and at a point spaced from the 
upper edge thereof, said U-shaped section of the“ 
tongue having an inner leg, to the lower end of 
which the said sector is connected, and‘ an outer" 
leg, having an offset therein positioned to snap 
over the upper edge of a paint can. 
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